FURUNO
OPERATOR'S MANUAL

INMARSAT FLEET F55
SHIP EARTH STATION

mopeL. FELCOM 50

ﬂ FURUNO ELECTRIC CO,, LTD.
NISHINOMIYA, JAPAN



© FURUNO ELECTRIC CO., LTD.

9-52 Ashihara-cho,
Nishinomiya 662-8580, JAPAN

Telephone : 0798-65-2111
Fax : 0798-65-4200

Pub. No. OME-56480

(YOSH ) FELCOMS50

ESF

(Elemental Chlorine Free)

The paper used in this manual
is elemental chlorine free.

Your Local Agent/Dealer

FIRST EDITION :MAR. 2005
: JUN. 22, 2005

*00015052501+*

*OMES56480B20*




A\ SAFETY INSTRUCTIONS

/A WARNING /A WARNING

ELECTRICAL SHOCK HAZARD Any repair work must be done by a

Do not open the equipment. licensed radio technician.

Only qualified personnel Improper repair work can cause electrical
should work inside the shock or fire.

equipment Turn off the power immediately if water
Do not approach the radome leaks into the equipment or the equip-
closer than 1.6 meters when ment is emitting smoke or fire.

it is transmitting. Continued use of the equipment can cause
The radome emits radio waves fire or electrical shock.

which can be harmful to the

human body, particularly Do not operate the equipment with

the eyes. wet hands.

RE densit Electrical shock can result.
power density distance
on antenna aperture Do not disassemble or modify the
100 W/m? 0.55 m equipment. o
55 \W/m’ 105m Fire, electrical shock or serious injury can
result.
10 W/m’® 1.60 m

Leave the equipment powered while
underway.

Distress cannot be communicated unless
the equipment is powered.

Important Notice

* No part of this manual may be copied or reproduced without written permission.

* If this manual is lost or worn, contact your dealer about replacement.

» The contents of this manual and equipment specifications are subject to change
without notice.

» The example screens (or illustrations) shown in this manual may not match the
screens you see on your display. The screen you see depends on your system
configuration and equipment settings.

» This manual is intended for use by native speakers of English.

* FURUNO will assume no responsibility for the damage caused by improper use or
modification of the equipment or claims of loss of profit by a third party.

» Please carefully read and follow the operation and maintenance procedures set
forth in this manual.

 Store this manual in a convenient place for further reference.
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FOREWORD

A Word to the Owner of the FURUNO FELCOM 50

Congratulations on your choice of the FURUNO FELCOM 50 Inmarsat Fleet F55 Mobile
Earth Station. We are confident you will see why the FURUNO name has become
synonymous with quality and reliability.

For over 50 years FURUNO Electric Company has enjoyed an enviable reputation for
quality marine electronics equipment. This dedication to excellence is furthered by our
extensive global network of agents and dealers.

This equipment is designed and constructed to meet the rigorous demands of the marine
environment. However, no machine can perform its intended function unless operated and
maintained properly. Please carefully read and follow the recommended procedures for
operation and maintenance.

We would appreciate hearing from you, the end-user, about whether we are achieving our
purposes. Thank you for considering and purchasing FURUNO equipment.

Features

The FELCOM 50 mainly consists of an antenna unit, communication unit, and a handset.
The FELCOM 50 provides telephone, facsimile, and data services.

The main features of the FELCOM 50 are

» Conforms to the following standards: INMARSAT MINI-M SDM, CN-MMO056, 059,
IEC 60945 (Ed. 4), IEC 60529 (Ed. 2), IEC 61162-1 (Ed. 2)

» Voice communication: 64 kbps & 4.8 kbps

» Facsimile: G4-64 kbps, G3-Max.33.6 kbps

» Always-on Internet connections via MPDS

« Compact antenna unit: @30x605 mm, 15 kg

Program number

System version of the communication unit: REL 2.0
Software for PC, viLite: 6.2



SYSTEM CONFIGURATION

Antenna Unit

standard supply

ISDN Handset
SF-870

SF-150

NType Wi

Antenna cable ab shipyard supply

RG-223 25m ¢5.3

optional supply

N Type
RF
ISDN
(RJ-45) RJ-45 RJ-11 RJ-11, '-I
ISDN ISDN cable Terminal II
y RPM911-3000 Adapter S ——
Sl 5 b G3 FAX
(e] FAX-8070P
Communication Unit gpy ___ISDNbus: max2000m -0 — 0 0 o
(4 wire) 103776 ISDN i ISDN %/ ISDN vl
SF-250 DsubS Dsub25| Wall Socket J-&_ Wall Socket i Wall Socket i,
RS e " &pint0 25 pin piier cable 102176 102176& lOZNGQ
RS-232C b RS-232C cable =
R906686 RJ-45| [RJ-45
be N @m) Printer i
(11-32 V) UsB USB cable Terminal
UsB ()  100001(3m) Dsub9 LRl Adapter 63 FAX
2 pin RS-232C FAX-8070P
. Y ISDN Handset 4 h
‘ I e SF870 d
10m & —_—
DC OUT
Telephone
AC-DC Power Supply DBAR104001/888
DCIN ' AC IN
) 2]
12-24 vDC DPYC-25 | ! DPYC-15 @ 1%1371352%119
24 VDC 100-115/200-230 VAC (Gapanese)

Environmental Category
Antenna unit

Communication unit
ISDN handset, etc

To be installed in an exposed area

To be installed in a protected area

Vi



FURUNO

FELCOM 50

SPECIFICATIONS OF THE INMARSAT FLEET F55 SHIP EARTH STATION

1. ANTENNA UNIT
Gain
Axial Ratio
Polarization
Antenna Beamwidth
Stabilization
Tracking

2. COMMUNICATION UNIT
Standard Functions

Transmit Frequency
Receiver Frequency
GIT

EIRP

3. INTERFACE
PC:
Navigator:
USB:

ISDN:

4. POWER SUPPLY
Power supply
Rated current

FELCOM 50

Greater than 17.5 dBi
Less than 2.0 dB
Right circularly polarized wave
20 deg. approx. (at —3 dB)
Triple-axis control type

Step tracking system

Global beam: Voice 4.8 kbps

Spot beam: Voice 64 kbps
G3 FAX 9.6 kbps, G4 FAX 64 kbps
Data 56 kbps, 64 kbps
(UDI, 3.1 k audio, speech)
MPDS 64 kbps

1626.5 MHz to 1660.5 MHz

1525.0 MHz to 1559.0 MHz

Better than -7 dB/K

BPSK: 20 +1/-2 dBW

0-QPSK (4.8 k Voice): 20 +1/-2 dBW

0-QPSK (9.6 k FAX): 22 +1/-2 dBW

16QAM: 25 +1/-2 dBW

RS-232/RS-422

IEC 61162-1 ed.2 (2000/7)/NMEA0183

B connector

Max 3 ports (2-RJ-45 connectors and 1-terminal)

12-24 VDC
1.3 A (St-by), 3.5A (Tx) at 24 VDC

SP-1



FURUNO FELCOM 50

5. ENVIRONMENTAL CONDITION
Category of unit Antenna unit: To be installed in a Exposed area
Others: To be installed in a protected area
Ambient Temperature Complies with Inmarsat SDM and IEC 60945 (Ed.4)

Antenna unit: -25°C to +50°C

Communication unit: -15°C to +55°C

Handset: -15°C to +55°C
Relative Humidity 95% at 40°C (Inmarsat SDM 95 & IEC 60945)
Waterproofing Complies with IEC 60529;

Antenna Unit: IPX6
Communication Unit: IPXO0
Handset: IPX0
Vibration Complies with IEC 60945
e 2 - 5 Hz and up to 13.2 Hz with an excursion of +1 mm +£10 %
(7 m/s? maximum acceleration at 13.2 Hz)
e 13.2 - 100 Hz with a constant maximum acceleration of
7 m/s?
Complies with Inmarsat SDM
ADU: Frequency 4-10 Hz: Max. vibration 2.54 mm
Frequency 10-15 Hz: Max. vibration 0.76 mm
Frequency 15-25 Hz: Max. vibration 0.40 mm
Frequency 25-33 Hz: Max. vibration 0.23 mm
BDU: Frequency 4-15 Hz: Max. vibration 0.76 mm
Frequency 15-25 Hz: Max. vibration 0.40 mm
Frequency 25-33 Hz: Max. vibration 0.23 mm
Frequency 33-40 Hz: Max. vibration 0.13 mm
Frequency 40-50 Hz: Max. vibration 0.07 mm

Motion Roll: £ 30°/8s, Pitch: £ 10°/6s, Yaw: + 8°/50s, Surge: + 0.2G,
Sway: = 0.2G, Heave: £ 0.5G, Rotation: 6°/s, Speed: 30 kt

6. COATING COLOR

Antenna Unit Munsell N9.5
Communication Unit Munsell N1.0
ISDN Handset Munsell N1.0

SP-2
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1.

INTRODUCTION

1.1

General

The FELCOM 50 consists of the Above Deck Equipment (ADE) and Below Deck
Equipment (BDE).

Above Deck Equipment - ADE

The FELCOM 50 Above Deck Equipment consists of:
e Servo stabilized antenna dish with RF-Transceiver

e GPS receiver
e Radome

e Optional tower or mast mounting

Below Deck Equipment - BDE

The FELCOM 50 Communication Unit (CU) - which constitutes the major
electronic part - is designed for wall or desktop installation.

The CU mains input is 12-24 VDC (actual power 11-32 VDC).

The CU supplies 48 VDC power to the ADE through the coaxial cable.

ISDN Handset

The ISDN Handset keypad and built-in display allow dialing and control of the
CU and antenna.

cb

The CD ROM supplied with FELCOM 50 contains program for PC (vtLite Mobile)
and driver software.

1-1



1. INTRODUCTION

1.2 Communication services

FELCOM 50 provides the following services:
e Speech: 64/4.8 kbps
e Data: 56/64 kbps (UDI)
e MPDS: Mobile Packet Data Service

FWD = 64 kbps, RTN = 64 kbps

Shared channel
e Telefax: 9.6 kbps Group 3 via Terminal Adapter (TA)

64 kbps Group 4
e Audio 3.1 kHz (Audio)
Internal communication
Equipment connected to the various interfaces may communicate with each
other via an internal MSN (Multiple Subscriber Number) assigned to each unit.
However, calling from an analog telephone via terminal adapter is not possible.
Control interface
The RS-232/RS-422 or USB port allows connection of a PC for configuration of
the FELCOM 50 Communication Unit (CU).
A PC program (vtLite Mobile) that provides the software to operate and configure
the CU is supplied on the enclosed CD (requires at least Windows 98).

J
&L
% G
Additional = Analogue telephones Telefax Serial printer
ISDN Handsets PC Terminal Adapter (wall or desk) (Group 3 or 4)

1-2

Additional equipment



2. OPERATION FROM HANDSET

2.1  Display Panel and Key Panel of ISDN Handset

Handsfree microphone
Display indicators:

¢~ appears at hook OFF

((4)) flashes when receiving a call

m
¢ (4)) 1( ALPHA

Net provider & Ocean Region
i{ appears when loudspeaker
is ON

aLpHA appears when selecting
letters on the keypad, e.qg. for
Phone Book entries

#/mim signal strength indicator
mmn alarm indicator

Function keys:

allows adjusting the earpiece
volume during conversation

opens/closes Phone Book
reverts to previous position
used to transfer a call
selects function menu
handsfree microphone/

loudspeaker ON/OFF (hook
ON/OFF when in cradle)

hook ON/OFF

@ ..... number keys.
The keys include letters for
Phone Book entries.
enters selected choise

deletes last character or
complete entery

@ scrolls up/down through
function menu/choices

Handsfree loudspeaker

Display and keys

KDD IOR
Ready for call
Aum

|

7pqrs 8 tuv

W;

DPBH0QE
3lE151HI0N0
81351016

J

Hook ON magnet

Holder/cradle wallmounted

2-1



2. OPERATION FROM HANDSET

2.2  Switching ON

The ON/OFF switch located on the rear panel of the Communication Unit
switches all basic units of the FELCOM 50 terminal on/off:

* the ISDN Handset

* the Communication Unit (CU), and

* the Antenna Unit.

See figure below for location of the power ON/OFF switch and indicator.

SIM card =
Cover

®
@ 11-32 VDC / 110!

NOT IN USE RF
(50QTERM)

AN
@)

N,

Power
ON/OFF
switch

indicator

LED's

[© © o @] (G: Green, R: Red)

GGGR

\

‘ Alarm: indicates that an alarm occurs.

SYNC: indicates that the unit is synchronized with a satellite.
48 VDC: indicates that 48 VDC is supplied to the antenna.

ON: indicates that the power is turned on.

Location of SIM card and ON/OFF switch

Note: Wait about 10 seconds to turn on the power after turning it off.

2-2



2.3

2. OPERATION FROM HANDSET

SIM card

The SIM card carries subscription information from your Net service provider on
an integrated circuit. The FELCOM 50 used with the SIM card assumes the
identity of the SIM card.

The SIM card has its own set of Inmarsat Mobile Numbers (IMN) on which the
user can be contacted irrespective of the FELCOM 50 used. All outgoing calls
will be billed to the owner of the SIM card.

The SIM card is protected by a SIM PIN (Personal Identification Number).
Contact your Net service provider if you do not have the PIN code.

If the PIN code entered does not match the PIN code on the SIM card, operation
with that particular SIM card will lock-up after three failed attempts. You must
then use the SIM un-block code (PUK code) provided by your Net service
provider to un-lock the card. Contact your Net service provider if you do not
have the PUK code.

Note: When the PUK is used, the SIMPIN issetto 1 2 3 4.

To change or disable the PIN code, see "5.3 Access level" later in this manual.
The SIM card can store various information, e.g.:

* PIN code (Personal Identification Number)
* Phone book
* Allowed Net service providers

Note: FELCOM 50 can be used with or without SIM card. The Net service
provider, however, sometimes requires the use of SIM card.

The SIM card driver is located on the rear panel of the Communication Unit, see
page 2-2. The cover must be removed to access the card slot. The cover is
attached by two serrated screws. No tools are required to loosen the screws.

Note: Turn on the power, wait for the indication “Ready for call’, and then insert
the SIM card. If the ship’s mains is turned off instantaneously, eject the
SIM card and turn the power off and on again.

When entering SIM card, the terminal prompts you for SIM PIN:

Fleet F55
SIM PIN: _
&

2-3



2. OPERATION FROM HANDSET

2.4

2.5

2-4

ISDN Handset

When connected initially, the handset is automatically set to Fleet mode,
providing an idle display as shown on next section.

To switch back to ISDN Handset mode, press and hold down when turning
ON power.

Switching back to Fleet mode is then achieved as follows:
1. Open the MENU and scroll down

to Reset to Fleet
2. Press (9.

The handset will now

stay in Fleet mode.

= } >Active MSN
. Kayclick

1 Ringer

. Answer beep
| Backlight

. Language

1 MSN

. Protocol

1

SW version

n??@ Reset to Fleet

FELCOM 50 starts up

FELCOM 50 automatically initializes the system and searches for the satellite.

Furuno Fleet

Euro-ISDN Waiting
KDD IOR
Initializing KDD IOR
Searching KDD IOR
Ready for call
Z m

See “3.2 Satellite search” in this manual to restart a search manually.
If required, see "3.4 Selecting default Net service provider".

Idle

When idle, the ISDN Handset displays as follows.

Ocean Region

Service provider —KDD IOR
Ready for call

Signal strength & mm m
indicator ———————<X.

Alarm indicator

The alarm indicator flashes when an alarm condition occurs. The indicator stops
once the alarm has been read in the Display Handset by pressing >
Information > Alarms & messages”.

The indicator continues to be displayed if the alarm condition persists.

Note: If the searching begins suddenly due to satellite blocking, restart a search
manually, specifying your ocean region. See page 3-3 for details.



2.6

2. OPERATION FROM HANDSET

Making a call

1. Dial 00, country code and subscriber number, e.g.:
1 (0 )0 )82 )6 7 )2 )4 )47 )0 )0 )3y

Japan (}
@/( Mg,
For normal call Z
For handsfree call
« When entered, the display g
. 008167244700
reads: # mm

* When the remote end answers,

the display reads: Soat6 7244700, %
# mm
The timer starts. Timer, minutes:seconds

Disconnected

2. End the call by pressing
hook ON/OFF &), or 7t
replacing the handset in the cradle.

Use key to modify entries: Pressing key once, erases one digit.
Holding the key more than 0.5 second erases the whole number.
Use the handsfree key (#() to toggle the loudspeaker ON/OFF.

Alternative dialing:
Press or () to get the dialing tone, then dial the number.

1= (0 0 B )(6. )T 23 )3 )T )0 )0 NE)

2-5



2. OPERATION FROM HANDSET

2.7 Redialing

The Redial Memory stores the last 30 called and received numbers (incoming
IMN numbers are not conveyed from “ashore”).

The data are erased when disconnecting the handset or FELCOM 50 is switched
off.

To redial calls made:
1 Press the arrow up key to recall the

. KDD IOR
latest number dialed. Ready for call
Z um
2 Use the arrow keys to scroll through Q @} OUT: Aug 01 02:11
the list. "Redial list entry” .~ "A008179803113» 01
appears if no number @ # mm
3 Pressing hook ON/OFF sends the 's stored . OUT: Aug 01 01:45
chosen number. @ 008179560215 >02
A mm
To view calls received: '@
4 Press the arrow down key to recall the (,
last number received. Scroll through (v a0 1300

"Received call list" ﬁzo o1

list. if no numberlssy'x mm
Initiall call @
=

. INFEB10 16:11
To delete a listed number: } i S————”

5 Press to clear the chosen number  External call # mm
from list. 1=(2)
Press OK to delete:
Revert to idle:

lI%’ } Clear?
00467244700

II%’ &
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2.8

2.9

Dialing from phone book

1 Press the phone book key and scroll through

the phone book. = } »BT
Furuno
= &
2 Press the hook ON/OFF key to call the
selected number. ALPHA
= } BT
#
ol
Calling ...
&
Incoming calls to handset
The handset rings when receiving a call. The ringing symbol \\ﬁ
flashes until the call is answered. 7 Ringing symbol
« Answer the call by pressing hook ON/OFF key or . e
handsfree key () 4.8«5 p):aech
. . & mm
With the ISDN Handset in the cradle, the loudspeaker and
microphone are ON for handsfree operation. C

If lifting the handset, the loudspeaker turns off.

. OPERATION FROM HANDSET

ALPHA

00:00

Use the handsfree key (#0) to toggle the loudspeaker on/off. | ¢ mm \

Timer,
minutes:seconds

« End the call by pressing hook ON/OFF key (&), or

replacing the handset in the cradle.

* Reject the call by pressing DEL key.

Note: If the ringing symbol is displayed when in idle, you have missed a call.



2. OPERATION FROM HANDSET

2.10

2.11

2-8

Call hold and transfer

Pressing during a conversation will put the current call on hold. Another
internal call may now be made.

Switching between the two calls:

« After putting the 1% call on hold by pressing , * fon .
the 2™ call is established by keying: oV on
[MSN] () = @
 The 1% call is put on hold, and the 2" is connected. N2
\‘} 2 on hold

» Toggling between the two calls is achieved by
pressing repeatedly.

Call transfer (connection via satellite):

MSN/Handset Id
——
(R) () () (0) () Hang up

® toggles between subscribers

Exception!
Transfer from analogue to ISDN is not possible.

Internal communication

FELCOM 50 allows calls to be made internally between the connected ISDN and
analogue telephones.
Internal calls:

MSN (example)

0G0 (2)(0) &)

When receiving a call to an ISDN phone, the caller’'s MSN number will appear in
the display (if programmed). When FELCOM 50 is busy with a satellite link call, it
is possible to make internal calls.

Example of internal call connections:

U a
Analogue ISDN Handset ISDN Handset |SDN DECT
phone MSN20 MSN23 phone
MSN21 MSN22 MSN24 MSN25



2.12

2. OPERATION FROM HANDSET

Various call procedures

Call from a standard telephone

(0JCoJCel(1JC6 )(7](2)(4)4)(7)(0)C0)GEH)

Short number dialing from Phone Book (prefix 23)

fetches and sends the telephone number stored in the Phone
Book under short number 15.

Short number dialing (prefix 23) through selected Net service provider

fetches and sends the telephone number stored under
short number 15 via the selected Net service provider (KDDI=no.3).

Service calls

Special information services are accessible with 2-digit service address code.
Note: Not all Net service providers offer every service.

Examples:
Obtaining assistance from the International Operator:
Calling the technical staff of the Land Earth Station (LES):

Telefax

On a telefax with keypad, enter as the last digit before starting
transmission.

(oJCoJCaJaJCe (7244 )6 (2 ) )E &

Note: Some types of equipment do not have # implemented in software even if
the #-key is on the keypad. Then in front of the telephone number use.
903 if dialing the number digit by digit, or
902 if for the number to be sent as a block. e.g

(9JoJ(2] (0JCo]J (4)7) @.....@@ Ced)

2-9



2. OPERATION FROM HANDSET

2.13 To call FELCOM 50

Dial the international prefix (normally 00) followed by 870 and the IMN number,
e.g. 00 870 762420510.
The common Ocean Region access no. 870 connects the call to the dialed
FELCOM 50 terminal regardless of the Ocean Region the terminal user currently
communicates through.
If the Net service provider does not support access no. 870, call the Ocean
Region directly:

871 - AOR-E (Atlantic Ocean Region East)

872 - POR (Pacific Ocean Region)

873 - I0R (Indian Ocean Region)

874 — AOR-W (Atlantic Ocean Region West)

2.14 Phone book entry

The entries in the FELCOM 50 phone book may consist of maximum 100
numbers. The number/name list is stored in the Communication Unit.

Programming:
»Add
1 Open the phone book > menu. = ) Editﬁmer})

2 Open the Add entry function by pressing Ok Z um
before starting to key in characters:

g@ } edd name:ALPHA

Aum
3 Enter the name, e.g. Fera ASA: S
Press [3] key three time to enter “F” and as follows: . ALra
n% } ?gii name:
Note that the additional characters accessible ﬁ,} Add name: 7
with the key appear momentarily. -
Add :
See the character table on next page. . } Ferailame
For modifying an entry, . } ég‘g n_ame;
see “2.15 Phone book editing.”
Add name; ALPHA
ng} Fera_A
An entry can be erased by pressing U
@} Fera_AS '
4 Press the OK key. YrT———
n&} Fera_ASA'
&

b (o)
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2. OPERATION FROM HANDSET

Enter the telephone number e.g.:

Pressing stores the entry in
the phone book.

7 Press @ to revertto idle.

The character table shows all the characters accessible.

IS } Saving »
20

ng@@) ALPHA
676 )@ )4 70 o Number.

008167244700
A

A

Notes:

» The # -key toggles between upper-case

and lower-case characters.

* Names written with none Anglo-American

characters such as /&, @, A etc., can only

contain 6 different special characters

(however, 2 equal characters count as 1).

D et
# mm
1z G } KDD IOR

Ready for call

#
Key |Uppercase| Lowercase
L2/ 2=
ABCAAA2 | abceeds2
DEF3 def3
GHI4 ghi4
5ik ) | JKL5 kIS
MNO@ 06 mnogo6
PQRS7 pars7
TUVUS tuviig
WXYZ9 wxyz9
0 0
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2. OPERATION FROM HANDSET

2.15 Phone book editing

2-12

Open phone book menu and scroll down to the
required function.

If "Sort by ShrtNo" is selected, the function
switches to "Sort by Name".

ALPHA appears when letters are
to be entered.

Use to modify entries.

= } »Add Entry
Edit number

1

| Edit name

' Delete

1 Search book
. See number

Copy
[@@ Sort by ShrtNo

Aa:{Entryng} Add name: ALPHA

1 Furuno Satcom_
1

Edit

number Il%’} Number:
1

. 004767244700

1

Edit namegss } Edit name:
' Furuno Satcom
1

De:lete II%’} Deleting

ALPHA

Search CUER
bopk == } Name search:
1 —_

1
ALPHA

See
number IJ%’} (1] 0047672447
| 00

1
! ALPHA

Colpy II%’} ghort Number:

1
Short by ALPHA
ShriNo 1 } [1] 0047672447
00
1
Sort by ALPHA
name n%’} Furuno
& mm



2. OPERATION FROM HANDSET

2.16 Analogue telephone

1 Speaker

2 Keypads
®- 3 R-button (not used)

4 Storing / Microphone

muting

5 Last number redial

6 Hook on / off
@ 7 Line cable outlet

@ 8 Microphone
® 9 Memory (stored numbers)
@ 10 Volume control
® — ® 11 Ringing signal High / Low
® @
Outgoing call

1 Lift handset and receive dial tone
2 Dial the subscriber number (and #)
3 When finished, replace the handset

Redialing

If the subscriber is busy, or you want to make a new call to the last dialled
subscriber, you can lift the handset, receive new dial tone and then press the
[REPETER] button.

Note that this button is for manually dialled numbers only. Stored numbers will
not be repeated using this method.

Storing abbreviated numbers

Ten subscriber numbers can be stored in the telephone’s memory in short from.
The numbers can be used for outgoing call, by pushing 2 buttons only.

Lift handset and press [LAGRE/SEKR] button (Don’t worry the dial tone)
Press [MINNE] button.

Select relevant storing address by pushing one button.(0 - 9)

Dial the subscriber no. and # (max. 21 digits).

Press [LAGRE/SEKR] button.

Replace handset. The number is stored.

Repeat the step 1 - 6 to store additional numbers.

N o o WDN PR

If required to change a number, just overwrite existing number.
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2. OPERATION FROM HANDSET

Abbreviated call

1 Lift handset and receive dial tone

2 Press [MINNE] button.

3 Press relevant storing address (0 — 9). The subscriber number is
automatically dialled.

Note: If you put the analogue phone, facing the key pad down for holding on
call, the line will cut.
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3. HANDSET FUNCTIONS

3.1 Overview

} »Sat. Search —} Opening Search <} »Search all «} Searching...IOR Tuning to IOR KDDI  IOR
B m— AOR-W Elevation 0 Elevation 17

Phone setup Ready for call

==y
ey @ Set Network

AOR-E
Ports - POR Elevation: 0...90°
n%’ Information — IOR
1
[}
: g »#1: 4.8 Speech
! £ #2: 64k Speech
i 2
1
: } »Tone#l
' . Tone#2
. 4’ »Active MSN ,—’ »0n Tone#3
: Kgycllck Off Tone#4
1 Ringer Tone#5
, Answer beep Tone#6
| Backlight Tone#7
1 »Tone
\ Protocol Tone#8
! SW version Volume
\ Tone#9
1
|
- )
1 4} »0n
' 1.4.00 270103 off wila
! Medium
1 High
. Increasing
: 4’ »0n
' »Euro-ISDN off
X NI-1¢ 30 second
: Dimmer—’ Dimmer [100%)]
: 90%
: 4’ »002/Stratos 10-%
. 004/Telenor
1 005/0TE
: 012/XANTIC
' '\
= reverts to idle ? See next page

* NI-1 can not be used.

3-1



3. HANDSET FUNCTIONS

»Sat. Search
Phone setup
Set Network

Ports
= m Information

* % Speed

Note! Not

= reverts to idle

% % % Course over ground

% % % % Logging mode needs to be set to
print to RS232 in vitLite Traffic Log

) »Port A
4 Port B
COM defaults
NMEA port

—’ »0n

Off

»Dump trf. log

% % % %

—’ »Diagnostics J_ »HW(fwd):A988531
Traffic log

Forward Id —)

Version Info

—_—

T

Network Info

Alarms & Msgs — L’ IOR Spot: 5
Position ——— Ready for call
NCSC Curr: 1
NCSC Actv: 0

Registration
SUCCESSFUL

Speed/Course

2. ¢
»Speed: 0.0
Course: 000
ok k

to be used for navigation

»Clear Causes
Alarms List
Info Log

»010d29m02s E

059d52m11s N

1200bps*
\ 2400bps
P | »Speed 4800bps
Format 9600bps
Flow control 19200bps
- 38400bps
57600bps
»115200bps
»Driver switch »RS-232
Speed RS-422
Format
Flow control d=7,p=none,s=1
d=7,p=e,s=1
d=7,p=0,s=1
d=7,p=m,s=1
d=7,p=s,5=2*
—’ »d=8,p=none,s=1
d=8,p=e,s=1
} d=8,p=0,5=1
REL 2.0
d=8,p=m,s=1
18 Nov 2004 d=8p=ss=1
d=8,p=none,s=2*
} oysem J__’ 103226 Ver: 2.0 =8 e 525"
*| DSP 17 Nov 2004 d=8,p=0,s=2*
% ' Monitor J d=8,p=m,s=2*
* KDB ’
* RFB—
*x ATB none
* —I } —’ »rts/cts
Only appears with xon/xofftrans
xon/xoff

Diagnostics On

1]

» default settings

Type: 241.00
& mm

3-2
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3.2

Satellite search

3. HANDSET FUNCTIONS

Some geographic locations allow contact with more than one Ocean Region
satellite. It is recommended to choose an Ocean Region providing good signal

quality and cost-effective communication.

Use the Satellite Coverage Map on next page to select the Ocean Region at

your location:

Atlantic Ocean Region West: AOR-W
Atlantic Ocean Region East: AOR-E
Pacific Ocean Region: POR

Indian Ocean Region: IOR
Regions 4-7 are not in use.

To select another Ocean Reqion:

1 Openthe MENU and press Sat. Search.

Pressing opens the list of searching
alternatives.

2 Select as required.

When selecting Search all, the antenna searches
one Ocean Region after the other until a satellite
signal is found.

When selecting a specific Ocean Region (AOR-W,
AOR-E, POR or IOR) the system knows the
elevation and will find the satellite fast if visible.

The antenna performs an hemispheric search at
antenna elevation angles varying within 0°
through 90°.

i @0 )

»Sat. Search
Phone setup
Set Network
Ports
Information

& i

Qn%’} Opening Search 7

Ql@}

)

)
)
)
)

»Search all
AOR-W
AOR-E
POR
IOR

Searching...IOR
Elevation 0

Tuning to IOR
Elevation 17

KDD IOR
Logging on

KDD IOR
Ready for call

g
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3. HANDSET FUNCTIONS

—— Global beam I Spot beam
LONGITUDE — (circles)
180W 160W 140W 120W 100W 80W 60W 40W 20W 0 20E 40E 60E 80E 100E 120E 140E 160E 180E

60 N 60 N
30N 30N
— -
5 5
20 03
O o
m m
30S 30S
60 S 60 S

50 Elevation=> 50 Elevation 50 Elevation 50 Elevation 50 Elevation
TEL: 870 or 872 TEL: 870 or 874 TEL: 870 or 871 TEL: 870 or 873 TEL: 870 or 872
Pacific Ocean Region Atalantic Ocean West Region Atlantic Ocean East Region Indian Ocean Region Pacific Ocean Region
POR AORW AOR-E POR

AOR-W IOR

AOR-E POR

Satellite Coverage Map
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3.3
33.1

3.3.2

3. HANDSET FUNCTIONS

Phone setup (ISDN Handset)
Active MSN (Multiple Subscriber Number)

When making a call , the device connected to FELCOM 50 identifies itself locally
by its MSN number.
The first ISDN Handset connected has the following MSN numbers:

Identity MSN number Speech quality
01: 20 4.8 k Speech
91: 30 64 k Speech
Keyclick

When activated, a click is heard when pressing a key. The keyclick can be
turned on/off as follows.

} Sat. Search

1 Open the MENU and scroll down to Phone v »Phone setup
setu Ug@ Set Network
p' Ports
Information
| | BRCON i
2 Select the Keyclick function. @ Z
] ﬂ%} »0n
3 Press and scroll to On or Off, as required. = ,,?:m

4 Press to store the setting.



3. HANDSET FUNCTIONS

3.3.3 Ringer
The tone sound and level heard when the phone . Sat. Search
rings may be selected as follows. s V) i
mgrsmation
1 Open the MENU and select Phone setup > Ringer. (} Keyclick
= } »Ringer
@ & mm
2 Press to select the Tone function.
ﬂ% »Tone
Volume
3 Press again and scroll down to required e >

tone.

Q[E% »Tone#l
4 Press to store the selected one. }

! Tone#2
1 Tone#3
. Tone#4
1 Tone#5
! Tone#6
1
1

5 Select the Ringer function again and scroll down Tone#t

to the Volume function. Tone#8
II%’@ Tone#9
6 Pressing lists the choices. Scroll down to .} Tone
. . = »Volume
required sound level, and press to store it. CUr
n%’} »Low
. Medium
' High
n%’@ Inlgreasing

3.3.4 Answer beep

FELCOM 50 may be set to emit a signal in the handset when an outgoing call is
answered. The signal will also sound when a call is transferred at the remote
end.

The signal is not active during handsfree calls.

The answer beep can be turned on/off as follows. } oot comch
at. Searc

=
»Phone setup
IS5 @ Set Network
Ports

1 Open the MENU and scroll down to Phone setup. Information

Qng } »Active MSN

Keyclick

Ringer

2 Scroll down to the Answer beep function. l@®} OI»A"SWH iy
mm

3 Press and scroll to On or Off, as required. 1@} on
O

“%@ # mm

4 Pressing stores the chosen mode.
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3.3.5

3.3.6

3. HANDSET FUNCTIONS

Backlight On/Off

The display and keypad backlight can be set to:

* On, permanently ON

» Off, permanently OFF

» 30 seconds ON when pressing a key or receiving a call, and stays ON 30
secs after last event.

* Dimmer, intensity adjustable in 10 steps.

Sat. Search

Changing the setting: . }
1 Open the MENU and scroll down to Phone setup, o v) s
and scroll down to the Backlight function. Ports

Information

2 Press and scroll down to required setting. Q“g} ective SN

[ Keyclick

1

1

! Answer beep

ng@ } »Backlight

3 Pressing at Dimmer opens the backlight oL

adjustment window.
e v (o)
Adjust with up/down arrows.

»0n
Off
30 second

1
1
ﬂ%’@ Dimmer

4 Press to store. = Dimmer [100%]
O o

(v)
Ty

Protocol

FELCOM 50 allows selection between the following ISDN protocols.

* Euro ISDN for connection to equipment conforming to the European ISDN
standard (default)

* NI-1 protocol: Not used

Note: All ISDN device and the CU must use the same protocal.

The check for current protocol: } oot ot
1 Open the MENU and scroll down to Phone setup, EG) »Phone setup ?

. Set Network
and select the Protocol function. S

Information

Qn% } »Active MSN

[ Keyclick
2 Press and scroll required protocol. |
! Language

ng@ } »Protocol

# mm

II%’} »Euro-ISDN
To change the default setting in the CU, see “5.9.1 ISDN @@ N

protocol configuration”.

3 Pressing stores the chosen ISDN protocol.
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3. HANDSET FUNCTIONS

3.3.7

3.4

3-8

Software version

This function displays the ISDN Handset software version.

1 Open the MENU and scroll down to Phone setup, = } oat, Search
. . »Phone setup
and select the SW version function. “§’® Set Network 7

Ports
Information

Qng } »Active MSN

1 Keyclick
1
1
1

2 Press to read.

Protocol

ey @ } »SW version

Z mm

= } 1.4.00 270103

Selecting default Net service provider

The default Net service provider for a satellite (Ocean Region) is automatically
used when dialing ship-to-shore.

When using SIM card, selection of a Net service provider is restricted to the one
stored on the SIM cards!

Changing default Net service provider:

1 Open the MENU and Scroll down to Set Network.
(15 } »Sat. Search
hon
1( V) | SorNemont
Ports
Information ))

2 Scroll down to the required Net service provider.

Qﬂf } »001/CMC

002/Stratos
004/Telenor

3 Store the new Net service provider for the Urion

current Ocean Region. @
} Saving data ....
To preprogram Net provider for all Ocean Regions,

. _ P
“viLite Mobile” software must be used. See chapter 5. -



3.5

3. HANDSET FUNCTIONS

Setting ports

Serial ports A and B

The data speed, format and flow control for the RS-232 serial ports A and B
are set up as follows:

[y } Sat. Search
! »Phone setup

Set Network

1
' Ports
> @ Information

1 Open the MENU and scroll down to Ports.

See “3.1 Overview” for available choices. Q.@} »Port A
Port B

@G} # mm

2 Select the parameter to be set for Port A. C)n%} »Speed

Format
0= @ Flow control

3 Select the listed data Speed 115200bps (default).
Note that 1200 bps can not be used.

Q@ } »115200bps

# mm
4 Select listed format: Q
8 data bits, no parity and 1 stop bit (default) v (00 o v i
Note that items of “S=2" (stop bit: 2 bits) can not a=
be used. Q
= @O e,
5 Set flow control to rts/cts (default). # mm

Note that “xon/xoff trans” can not be used.

Port B driver switch

Select data speed, format and flow control as described above.

Switching the driver from RS-232B to RS-422: . } .
X Phone setup
1 Set Network
6 Select Ports, and scroll down to Port B. - Eo >
v V) )

Information

7 Open the Driver switch function and Port A

scroll down to RS-422. Qng@} SPOIt B )j

2

The RS-422 terminal block is now activated

Format

C»ng .Gb } »Driver switch
Speed )}

for connection of e.g. PC using cables of up Flow control
to 100 m. (} o~
The RS-232 serial port B is disconnected. r@} RS-422

= @ S
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3. HANDSET FUNCTIONS

3.6 Information available

Open the menu and scroll down to read various information, as indicated
(examples):

= } »Sat. Search

. Phone setup
' Set Network
1

Ports
U%’@ Information )—>
C)ng)} »Diagnostics
] Traffic log
X Forward Id > B%} »System
' Version Info ! Ctrl SW
X Network Info ! DSP. *
| Alarms & Msgs ! Monitor
@ Position ' KDB %
= Speed/course ' RFB %
,@® ATB  *
n&} el r@} REL 2.0
! ! 18 Nov 2004
1 1 1
D trf. | % Only appears with
| } »oump . fog Diagnostics ON : } 103226 Ver: 2.0
! ** Speed t 7117 Nov 2004
! } HW (fwd): A98853 % %% Course over ground !
1 Note! Not to be used for navigation ! } 1.92 >*
. .
! } IOR Spot: 5 :
. Ready for call !
X ! } 1.05 *
. } »Clear Causes )—»ng} 1) IFII/03501 :
I Alarms List Subscriber busy !
! Info Log : } 1.30 *
1 1
1 1
! 1) Burst not I
'} 010d29m02s E } sent ! } *
! 1 1.00
! 059d52m11s N )
1 1
' * K } 1) No contact !
n%@} Speed: 0.0 with GPS n%@} Type: 241.00 | %
Course: 000 T
S mm Kk kk & um

Alarm
The alarm indicator flashes when an alarm condition occurs:

Telenor IOR
Ready for call

Zmm /m

Alarm indicator

The indicator stops once the alarm has been read in the Display Handset by
pressing > Information > Alarms & messages.
The indicator continues to be displayed if the alarm condition persists.

The red alarm indicator on the CU (see next page) flashes in step with the alarm
indicator in the display.
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4. OPERATION FROM PC

4.1 Installing the PC program

The vtLite Mobile program allows FELCOM 50 to be operated or configured
from a PC, including functions such as:

* Phone book
* Traffic log

» Configuration of ports
(ISDN/RS-232/USB/RS422)

» Configuration of the CU

Connect the PC as shown belpw.

The vtLite Mobile program is available on the enclosed CD and must be
installed on the PC hard disk.

For an explanation of the functions, see later in this manual.

Note: To install the vtLite Mobile, the user name of the PC should be one-byte

characters.
A AN
@ ON @
ot
ALARM @ |
RS-232 A RS-232 B USB m
54321 54321
oEDe E© (=) || I
P Xk % X ISDN
® A of T

The driver used with
the RS-232 B (DATA)
port can be switched
to be used with the
RS-422 (DATA) port
instead. The switching
is performed with the
ISDN Handset.

— .
/ USB port
‘ PC serial port
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4. OPERATION FROM PC

Procedure:

1 Insert the CD and open it from the “My Computer” icon.

2 Install the “vtLite Mobile” to the PC hard drive.
a. Open the “vilLite 6.2” folder.
b. Double-click the “setup.exe” icon and follow the instruction displayed.
c. Double-click the “furuno.bat” icon.

3 Connect the serial cable between the PC serial port and one of the RS-232
ports on the FELCOM 50 Communication Unit. See previous page.

4 Switch ON the Communication Unit.

5 Start the vtLite Mobile program by clicking Start>Programs>vtLite Mobile.
If no contact, click Mode>Terminal MMI.

View Configure Help

- T n' '“'.
Crl+1 fis E { Internal GPS) ' '

Test Interface Chrl+T F

AT Mode Chrl+A

Offline Chrl+L
Exit

224) in POR

Elevation 39
Ready for call

P T
5 hdenu

. Sesk

SES G542 COM1 41C 31C 06:10 pTC+o0:00)

6 Click Configure>Port to check the port settings.

Mode  Wiew NENTIEN Help

o E (Intermal GPS )
o FURUNO
ESC Print handing  Ctrh+H
SES CoM1 41C Jic 06 13 [uTc+00:00)

CoﬁlseﬂmgszeMetseﬂmgsl

Port Data Stop = Speed bps <
. . = = Save
corr 1 HF A = |[1s200 = | setings

7 The USB port can be used to run vtLite Mobile.
The USB modem driver required is accessible on the CD.
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4. OPERATION FROM PC

4.2  Starting up

* Switch ON FELCOM 50. See figure on page 2-2 for location of the ON/OFF
switch.

e Turn ON the PC and click Start>Programs>vtLite Mobile.

Note: The vtLite can only be used on one PC at a time.

1 The satellite search program is initialized.
See also "3.2 Satellite search”.
= 5

Mode View Configure Help

034d45m00s N 135d22m30s E (Internal GPS )
Esc FURUNO

B0 Bock| KDD (@@3) in POR
& _Log

IZF Menu
e Sesk

S?S i} COM1 01:14 rC+00:00
I

| .
Beam was selected. In global beam, "GLB" is shown.
If spot selection is not complete, SBS is shown as above.

Initializing., please wait.

2 FELCOM 50 starts searching for last known satellite/elevation (Ocean
Region) as default.

3 When receiving a satellite signal, a signal strength bar will appear in the
search window.
The longer the signal bar or higher the signal strength indicator value, the
better the signal quality. The maximum marker indicates the highest signal
strength achieved during the current search.

Mode Wiew Configure Help

034d44m328s N 135d21m16s E (Intarnal GPS)
ese FURUNO

Satellite search

J—
E A is satellite?

06:23 uTe-00.00)
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4. OPERATION FROM PC

Note: It is recommended that the signal strength reading (S/N=Signal/Noise
ratio) should be at least 550, typically 600. The antenna will automatically
fine-tune to the best signal and accept it.

Clicking Seek starts the search again. If required, select a specific satellite by
clicking New.
See also "5.4 Selecting default Net service provider".

4 The equipment is ready for use when the Main window appears.
FEX

Mode Wisw Corfigure  Help

034dddmBs M 135d21ml1Bs E ( Internal GPS )
esc FURUNO

& ook | KDD (83) in POR Elevation 34
&ea | BESY, FOT o

eady for call

I Menu

. Seek

SPT 577 CoM1 Jz2c 2aC 00 48 [uTcson00)

SIN ratio
SPT is shown with a spot beam selected.

Main window with “Diagnostic” ON

To make a connection, see "2.6 Making a call”
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Phone book

Adding and editing entries can also be done from the handset, see “Chapter 2
OPERATION FROM HANDSET".

Phone book capacity

Cu SIM card
(Data vary with card type)
Phone numbers: 100 entries 100 entries
Number length: 19 digits 19 digits
Name length: 29 characters 12 characters
Entry numbers: 0-99 100 and up

The SIM card entries and "CU" entries merge when the card is inserted. The list
is sorted by name.

Abbreviated dialing (prefix 23)

1 Clicking Book opens the Phone book.
1

Mode View Configure  Help

034d44m28s N 135d21m16s E (Interal GPS )
Esc FURUNO
/>

8 & KDD (283) in POR Elevat ion 34
b PO eam evatlion
i% Ready for call

F Menu

& e

SPT 977 COM1 32c 260 00 48 uTC.o0.00)

2 Scroll through list [[J/[A] to wanted entry.
Example: dialing (2J3)(L(0)#) on the analogue telephone or ISDN keypad
fetches and sends the telephone number stored under short number entry 10.

2 [ =

Mods Wiew Configurs Hel

034d44m28s N 135d21m16= E (Interal GPS)
Esc FURUNO

Phone book
P> The phone directory is empty.

New
Cit

SHES 554 CoM1 420 320 06 25 (UTC+00:00)
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4. OPERATION FROM PC

Adding or editing entri

es

3 Clicking New (window 2 on previous page) opens the window used to add an

entry to the book.

Use Del to modify. Save stores the new entry.

= EoE
Mode ‘¥iew Configure Help
034d44m2as N 135821m16s E ¢ Intemal 6PS)

Esc FURUNO
=+ Dol New entry in Phone book

>Name:

Number:

Ntk rial network: @@

= errestrial network:

SBS

No.: 1

554 COM1 420

jzc 06:26 (UTC+00:00)

4 Clicking Edit (window 2 on previous page) opens the window allowing
changes to be made in the Phone book.

Use Del to modify. Remov erases the entry.

Note: The book is also used with the restriction “Dial from book only”, see
"Restricted dialing setup” on page 5-13.

Netwk=Net provider

Another Net provider may be selected when dialing this number from the
phone book. If no selection, the system uses the default one.

Terrestrial network

It is possible to change Terrestrial network on the selected Net provider
(00 is most common). Call your Net provider for more information.

4

nfigure

Help

O SIS
Mode  Wiew Cor

ESC

034d44m28s N 135d21m16s E (Internal GPS)

= el

1

= Save

SBS

Name :
>Number:
etwk:

I

New entry in Phone book

Furuno Felcom
PP481798652113

Terrestrial network: @@

No.: 1

547 COM1 420 3ac

06 29 [UTC+00:00)
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4. OPERATION FROM PC

Traffic Log

This function logs all outgoing and incoming calls both with and without SIM card
inserted. Incoming calls may be logged as well.

Up to 100 calls can be logged.
Circuit switched calls (Cct) including:

* Speech
o fax

e data

Packet switched data calls (Mpds) including:
* Mobile Packet Data Service calls

The FELCOM 50 owner may set the log output mode as follows, (see "4.5
Traffic log settings"):

* paused

* cleared (stops logging and clears the log)
* enabled

* automatic printout to RS-232A

e automatic printout to RS-232B

Traffic log readout

1 Clicking Log opens the Traffic log window.

2 The Traffic log window shows whether the logging is enabled, whether
incoming calls are logged, and the total number of unprinted calls (MPDS
and Cct calls).

1 Mode Wiew Configure Help

034dd4rn28s M 135d21m16s E (Internal GPS )
eso FURUNO

Book | KDD (@@3) in POR
Log | Spot beam 4 Elevation 34
= Ready for call

I3 enu

. Seek

SPT 577 Cok 1 3z2c 260 00 48 [UTC+00:00)

X

2 Sil Traffic log

Lot %o?gina modet:d Ll Enableg
= oo | ggaincggggg gal??: = Enabled
= 0k

£

+

[

ct - Circuit switched calls
ds - Packet swit

(See next page.)
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4. OPERATION FROM PC

Circuit switched calls:
Clicking Cct displays the list of calls.

3 Scroll to wanted call record and press [=] to display details of the
selected call.

4 The call details include data such as dialed number, start of the call, duration,
service and terminal Id.
Quit reverts to main window.

3 Cct Dialed number Started Dur.
214>  QO4767244632. 175ep ©8:30. @:01 >~
J—
x Q04767244627, 17Sep ©B:27. B:01
™ #Incoming call. 168ep 19:15. @:@1
#Incoming call, 165ep 1% 1% 8:81

= _qui |y #Incoming call 15:9

* Calls not yet printed  # Tagged for printout

Dlaled number: PR4767244632
4 ___J etw elenor

Satelllte

<R No: 14 Start: 17Sep @8:30

Prlnted: Ho Durationm:  @:2@:11

agged: No
EFAQﬂJVSEPVLCE Speech(@1)

Mobile Packet Data Service calls:

5 Clicking Mpds displays the list of Mobile Packet Data Service calls.

6 The call list include data such as Net provider, start of the call and duration.
Scroll [E] to wanted call record and press [=] to display details of the
selected call.

7 The call details include data such as forward errors in the MPDS system,
forward frames received, etc.

Quit reverts to main window.
5

Traffic 1
*_EE_J>Logglnﬁ de parTic fos Enabled >
nerin

ted calls:
*__ |

Log incoming calls: Enabled
= Ok

Cet - Circuit switched calls
Mpds - Packet switched data

~ MPDS Netwk: Started Dur.
elenor ug 13:52 @:07
238> #Jelenor Q9Aug 10:59 2:49 >
— Telenor ©%Aug 10:53 e )
S TR g@Med gw
elenor ug H H
== _aut |y Telenor ©%Adg 19:45 @:01

# Tagged for printout

No.of 5and  Forward errors Forward  Tx/Rx in Retransmitted
20ms slots in the MPDS frames Kbyte frames Tx/Rx
used system received direction

t Rx: V 2.2Kbo1. Kb
r;@%gggg SreiS Tx/Rx: d

4.9 Tim InitsCor:_ 1/0

B0
457 SynclLost: % Vg7]

S

ear Codes
cum Tim

Peak and average -~ Time adjustment  Lost Clear cause
number of users on  of slot due to synchronisation levell/level2
the same channel location on earth



4. OPERATION FROM PC

4.5  Traffic log settings
(owner level only, see "Shifting to owner level” on page 5-4.)

1 In the Main window, clicking Log opens the Traffic log window, which
displays the current log mode, number of unprinted calls, and whether
logging of incoming calls is enabled/disabled.

» Click Edit or to open Logging mode window.

* Paused: any logging is off.

» Cleared: all log entries are deleted (incoming and outgoing).

* Enabled: outgoing logging is on.

* Enabled & Automatic printing to RS-232A: output to local printer
* Enabled & Automatic printing to RS-232B: output to local printer
Scroll to wanted mode, and click or press ENTER to select.

« Scroll down [ to Log incoming calls and click or [=] to enable or
disable logging of incoming calls. Press ENTER to select.

Circuit switched calls:
2 Clicking in the Traffic log (window 1 shown in the figure below) opens the
list of all call records except MPDS calls.

Print outputs all unprinted calls (marked with a star):

« Clicking marks all calls with a hash, which adds the records to the
printout file.

* Clicking marks the selected call with a hash, which adds the record to
the printout file.

* Clicking again untags a selected record.
3 Pressing at a record when in window (2) displays detailed call data.

1
Traffic 1
= Lo N\ dLogging mode rarrie les Enabled\ *
otal anprinted calls:
E——l Log incoming calls: Enabled
B\ cet - Cireutt switehed call
ct - Circuit switched calls
= ok | \Mpds - Packet switched data
§13 440 39C  08:3

ause
I — | [Cleared
[Z] | [Enab1ed

|Autometic printing to RS-232A.

|Autometic printing to RS-2328

Eiﬂ Lag mcaming cals:
= = &
u (izabled

2 S Brint Cct Dialed number Started Dur.

S| @14>1 804767244632, 175en 08:20. 0:01
faat| OLA Y AR 544eT. T78en 6827, Bil
—w g B L i
= out |y zlncoming call. 1£8ep 18:85, bl

* Call not yet printed ~ # Tagged for printout

3 S bt Ri?lﬁd number: BR4767244632
it | et wk :

Telenor

(Snemo| Satellite: I0R
X {Reg. No: 14 Start: 17Sep @8:30
= Tag Printed: No Duration: @:@@:11

- T : N
= _out | yService: Speech (@1)

Hours:minutes:seconds
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4. OPERATION FROM PC

Mobile Packet Data Service calls:
4 Clicking in the Traffic log (window 1 on previous page) opens the list of
Mobile Packet Data Service call records.
5 Print outputs all unprinted calls (tagged with a hash):
« Clicking marks all calls with a hash, which adds the records to the
printout file.

* Clicking marks the selected call with a hash, which adds the record to
the printout file.

* Clicking again untags a selected record.

6 Pressing at a record when in window (5) displays detailed call data.

4 Traffic 1
EM )Logglnﬁ de fattic loa Enabled\>
Mpdsh Jotal npr1nted calls: %]
é Log incoming calls: Disabled
Edi
— Cect - Circuit switched calls
=+ o< | Mpds - Packet switched dat
B\ SIM 11:0
\ [
@ Cleared
. Enabled
£ ag mcoming calls: £
5 K i e 1enor pokua 15552 "' " g:a7
Tag 238> #Telenor' P9Aug 10:359 2:44 >
Telenor PS9Aug 10:50Q B:86
=» Tag %eienor B9Aug %822 %8%
elenor : :
== _aut |y Telenor 14:45 2: 01
- # Tagged for printout
Port bytes Tx/Rx: 3.7Kb/68. BKb
6 5 Bt | Rx Cre: @/1735 SreiS Tx/Rx: 8/0
S emoy] L, IS/ 20ms 1 25/631 Connects: 1
= (Elf/Av Eser's 2/ Tim Iait/Cor‘. 1@
-
oo Kecam TimAdi: 210 SyncLost: B
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4. OPERATION FROM PC

4.6  Traffic log printout viewer
4.6.1 Normal calls (Cct)

The viewer lists tagged call records. Records that have not been printed out are
marked with a hash. The record file can be printed out or saved to disk. For
default setup, see "5.15 Print handling setup”.

Clicktosave  Clickfor ~ Subscriber Typeof Startdate Call duration Terminal MSN  Net User name if
record file printout  number service andtime  in minutes [o} number service access code
and seconds provider is activated
s s a]3

Click to delete Edit Sedrch

record file \%@n =) 1 \ \ \ l / / y

T Ref  Dialed number Service Started Duration Term. MSN Net User
Ref. no. 114 # 65 9K6 Data 030415 20: 09 0:26 21 60 012 Xantic
115 # 004766779070 9K6 Data 030421 15:54 9:17 21 60 012 Xantic
116 # 004795437975 9K6 Data 030421 16: 10 2:25 21 60 012 Xantic
117 # 004722225220 9K6 Data 030422 14:18  11:37 22 63 012 Xantic
118 # 004766779016 Speech 030422 14:30 0:32 02 21 012 Xantic
119 # 004722225220 9K6 Data 030422 14:36  53:33 22 63 012 Xantic
# 004722225220 9K6 Data 030422 16: 07 0:49 21 60 012 Xantic
127 # 0033297880736 9K6 Data 030422 17:00 0:54 21 60 012 Xantic
128 # 00870763706017 Speech 030423 09: 37 6:30 02 21 012 Xantic
#: Record not 131 # 004767244621 9K6 Fax 030423 10 : 40 1:03 11 40 012 Xantic
printed. 133 # Incoming call 9K6 Data 030423 11:35 3:17 21 60 012 Xantic
"No hash" when '135 # 004766779070 9K6 Data 030423 11:43 7:29 21 60 012 Xantic
. e 139 # 004766779070 9K6 Data 030423 12:02 3:10 21 60 012 Xantic
printed firsttime. {1140 # 004791381198 Speech 030423 12:16  0:15 02 21 012 Xantic captain
14 records printed 03.04.23 12:22 (UTC+02 : 00)
Outgoing calls summary :
Speech : 437 s ( 7.28 minutes)
9K6 Fax : 63 s ( 1. 05 minutes)
9K6 Data : 5380 s ( 89.67 minutes)
aQ e AN
Number of Duration in seconds Accumulated time in minutes
records per service and 1/100 of a minute

4-11



4. OPERATION FROM PC

4.6.2 Mobile Packet Data Service calls (MPDS)

The viewer lists tagged call records. Records that have not been printed out are
marked with a hash. The record file can be printed out or saved to disk. For
default setup, see "5.15 Print handling setup”.

Click to delete  Clickto save Click for ~ Start date Call duration Net service Transmitted Received Retransmitted
record file record file printout  andtime in minutes provider data in Bytes data in Bytes frames
and seconds /

HE Printout Yiewer

File Edit \ Search
Ref. no. % @ =
e ¥ ¥ ¥ ¥
NRef Started Dur. Het T Rz RxSreg Talreg CRC b
00Z,# 020813 12:26 0:44 Telenor 2.2EB 1.5KB 0 0 i ooo
020813 12:27 3:05 Telenor 4.8EB 107.9¥8 O 0 i ooo
g))# 020813 13:02 0:16 Telenor 115 36 0 0 i ooo
14 020813 14:25 0:23 Telenor 385 166 0 0 i ooo
#: Record not
P“nte‘i . MPDS traffic summary :
No hash" when ||7otal MPDS Tx: 507KB Total MPDS Rx: 312.4 Sum MPDS: 819.4KB
printed first time. / /
[ /
Total transmitted Total received Sum of MPDS files Forward errors in Clear cause codes.
files in KiloBytes files in KiloBytes in KiloBytes the MPDS system  000=normal clearing
of connection
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Traffic log output to serial printer

When connected, traffic log details are automatically output as indicated below.
One line is printed out after each call. To dump the traffic log, select menu >
information > Traffic log in the ISDN handset.

Select logging mode in vtLite Mobile Traffic log to: Automatic printing to RS232A
or RS232B, see Traffic log settings earlier in this manual.

Reference Subscriber Typeof Startdate Call duration in Transmitted & MSN Net User name if
number  number service andtime  minutes and received data  number service  access code
\ 1X.00 of a minute  in KiloBytes provider s activated
\ l l

\ \ NN N vy v

Ref Dialed number Service Started Duration Tx+Rx MSN Net User

001 004791381198 Speech 030616 07:10 0:19 20 004Tel

002 004722225220 64K Dat 030616 07:14 1:26 60 004Tel

003 004766981978 3.1 Aud 030616 07 :23 0:52 42 004Tel captain

004 0047911381198 Speech 030616 07 : 26 0:06 21 004Tel

005 Incoming call Speech 030616 07 :27 1:03 20 004Tel

006 MPDS MPDS 030616 07 :45 1407KB 004Tel

007 004722225220 64K Dat 030616 07 : 47 3:14 63 004Tel

008 004766981978 9K6 Fax 030616 09: 30 0:54 40 004Tel

009 004791381198 64K Spe 030616 09:45 0:20 30 004Tel

010 MPDS MPDS 030616 11:26 112.5 004Xan

10 records printed 03.06.16 11:26 (UTC + 02 :00)

Outgoing calls and MPDS traffic summary :

Speech . 83s ( 1.38 minutes)
64K Speech o 12's ( 0.20 minutes)
3.1KHz Audio : 31 s ( 0.52 minutes)
64K Data : 270 s ( 4.50 minutes)
9K6 Fax 32 s ( 0.54 minutes)

Total MPDS Tx : 521.5KB
Total MPDS Rx : 997.0KB
Sum MPDS . 1632.0KB

W

4-13



4. OPERATION FROM PC

4.8

4-14

Telefax service

General

FELCOM 50 provides access to telefax service
e Group4 fax at 64 kbps via the ISDN connector
e Group3 fax at 9.6 kbps via the Terminal Adapter
e Group3 fax using 3.1 kHz Audio service

Limitations

FELCOM 50 is fully compatible with the world’s leading telefax machines and
telefax software standards. However, transmission may not be possible through
some of the telefax machines available on the market. Please check with your
Net service provider/FURUNO Distributor before purchasing a telefax for use
with FELCOM 50.

Transmission

Telefax calls made by FELCOM 50 are telefax only. Any telephone handset
connected to the telefax machine can not be used.

To send a fax, use the same dialing sequence as when making a call. See "2.12
Various call procedures™" earlier in this manual.

Note! On a telefax with keypad, enter [ # | as the
last digit before starting transmission.

The 9.6 kbps telefax transmissions normally take 1 minute per standard text
page using standard resolution. Using superfine or halftone resolution will double
the transmission time. To save time, avoid using a separate cover page.

If a call failure should occur while sending a multi-page document, re-send only
the failed pages.

= ISDN—

—
FELCOMS50 CU ‘

‘., @

Digital ) Analogue Analogue
telefax(G4) telephone telefax(G3)



takahasi


4.9
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Data service

Data transmission

FELCOM 50 provides access to the international ISDN/PSTN network data
services through its built-in modem capability.

The service is suitable for applications such as high-speed file transfer, video,
e-mail and internet.

The transmission rate over the satellite is 64 kbps, and any standard PC with a
serial port can be used.

Ports supporting 64 kbps data service (UDI):

« RS232A

*+ RS232B/RS422
« USB

« ISDN

For connecting up and configuration, see chapter 6.

Wm

@ [ S1)8NVDC @
—— SYNC
\— ALARM @

RS-232 A RS-232B

USB

54321 54321
L. ool Ofi)

o } [ of

1]

The driver used with
the RS-232 B (DATA)
port can be switched
to be used with the
RS-422 (DATA) port
instead. The switching
is performed with the
ISDN Handset.
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D.

CONFIGURATION FROM PC

5.1

Menu functions

Point at icons and double-click the mouse to open menus and functions.

Maode Wiew Configure Help

~=lolx

Position: 010429015 E 059d52m11s N
Esc|
t] Boagk
v\ Log
15 Menu Funclion meny

. Seek

Net provider level

..-...- {i).
t. 4L B

Exit Menu 1. Set default™ 2. Setaccess 4. Phone

il

9. Advanced
setup menu  functions
J

Mail*

} - Phane selup meay

Exit Menu 2. Call

t. @ P

7.Message 3.MPDS Call 4. Settime
duration guard  indication

Waiting zone

. ©

Exit Menu 1. Access
control

4’ X - Advanced funclions mens
= g 2

D &

3.Software 4. Alarms 7.
update prep. and messages Configuration

—

FF - Access canlrof ment J
L
S %«
Exit Menu 1. Restrict 2. Access 3. Restrict
dial code SIM usage

B - Copliguration mesy

t. % & ® %

1 IéDN

Exit Menu 2.Netservice 4. Set 6.USB
configuration  providers  diagnostics
9. Spot Beam

Report Method

ﬂp

—
t.

Exit Menu 2.Misc. 3. Transceiver 4.EIRP table 9. Network
version Id Status status information
information

Only appears when

Diagnostics is ON

B8 - Cysiomizalian memi

O A

available 1

Only appears when
Diagnostics is ON

8. Information 9. Customize

- Only appears in OWNER level.

i

t. @ &

Exit Menu 1. Paid 2. Phone
functions name setup

*: "Mail" is not in use.

**' This icon is not displayed when using SIM card.
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5.2

Function reference list

Reference number for direct selection. Click menu in main window and then key

in the number.

Ref. | Function Features

1 Set default Net provider | Allows changing Net service provider (and terrestrial network).
See "3.4 Selecting default Net service provider".

2 Set access level Allows shifting between user level and owner level, changing PIN
code and owner password. See "5.3 Access level".

4 Phone setup menu

42 Call duration guard Sets maximum call duration for 64 kbps calls.

43 MPDS Call waiting Calls may be received during an MPDS session.

44 Set time zone Sets time zone.

a7 Message indication Switches indication of received call on/off.

9 Advanced functions menu

91 Access control menu See "5.6 Advanced functions".

911 Restrict dial Only allows calls from Phone Book. List of barred numbers may be established.

912 Access code Set personal codes for using FELCOM 50.

913 Restrict SIM usage Only allows calls with specific card, no card or any card.

93 Software update prep. Prepare software update.

94 Alarms and messages | See information on chapter 7.

97 Configuration menu

971 ISDN configuration Chooses between ISDN protocols.

972 Net service providers | Changing Net service provider data.

974 Set diagnostics Allows additional system information to be displayed

976 USB Choose single port or dual port for USB operation.

979 Spot beam report method | Sending spot ID or position

98 Information available See "5.6 Advanced functions".

982 Misc. version Id information | Displays a series of version information windows.

983 Transceiver status Displays max/min voltages and temperatures in RF unit

984 EIRP table Carrier status (not in use)

989 Network status information | Displays various network status information.

99 Customization menu See "5.6 Advanced functions".

991 Paid functions Not in use

992 Phone name setup Allows altering the phone name.
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5.3 Access level
The FELCOM 50 user program (vtLite Mobile) is accessible from two levels:
* USER LEVEL

* OWNER LEVEL - accessed by owner level password.

Warning: To prevent misuse, passwords other than default must be entered
before putting the FELCOM 50 in operation.

5.3.1 Activating/Changing user PIN code

1 Double-click the Set access level icon on the Function menu.
1 Fumciiae meny

.-..- '!:'.'l‘ S
N b B
Exit Menu 1. Sstdefault 22, Setactess 4. Phone 4 Advanced
Mot pronicker lewal setup meny  functions

Mail

2 Click Edit to enter/modify the PIN code.

2@ B
Mode View Configure  Help
N34044m 285 N 135021m16s E (Intemal GRS

Esc FURUNO

T 2 - Set access level

Edir | >Access level: User levelm
= o |

SBS 564 COM1 42C 33C 07 08 [uTc+no.0m

3 Keyin:
* Old PIN code (default: 1234)

* New PIN code (4-10 digits possible)
* Retype to confirm

Click Ok for each entry and to store new code.

L
Mode  Visw Confioure  Help

Pastion (M0d23m01s E 059452m11= b

==X

ESC|

= [el | Edit phone PIN
— | Red BHN: -
|>Retype new PIN: ®exexxix
= Dk |
B14 38C 34C 09:41

S —

Note: Clicking Ok without entering any numbers for New PIN and Retype new
PIN disables the PIN code.
Note: The Old PIN code must be entered to reactivate the previous PIN code.

Note: If the PIN is accidentally lost, it is possible to reset the user’s password to
default (1234) by logging in as owner:
'] + owner’s password" (Resetting is not possible on SIM card.)
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5.3.2

5-4

Functions requiring owner level

Programming of the functions below requires that the user access is set to
OWNER LEVEL.:

Traffic log settings/printouts

Modifying password

Net Service provider names

Restricted dial

Restricted SIM usage

ISDN configuration (except data/time element)
Access code

Paid functions

Phone name setup

Spot beam report method

Shifting to owner level

1 Click Owner in Set access level window.

1

Mode View Configure  Help

034d44m28s N 135d21m16s E { Internal GPS)
esc FURUNO

T 2 - Set access level
Edir | >Access level: User levelm
= o |
SBS 564 COM1 42C 33C 07 08 [uTc+no.0m

Key in the password.

Note: The default password is“12 3456 7 89 0.” Clicking Ok activates
the Owner level.

Mode  Wiew Configure  Help

034d44m28s N 136d21m1fis E (Internal GPS )
esc FURUNO

=+ Dol | 2 - Set access level
] Access level: Owner
___|[>Password: ®xxxxxxxxx

ok |

SB3 556 COM1 43 33c 07:18 utc+on0n)
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Changing owner level password

3 Open the Set access level window again, and click Edit to modify the owner
password. Key in:

e Current password
* New password (10 - 12 digits)

* Retype to confirm

3 i) 5]
Made Wiew Configure  Help
Brsitinr 034044m27s M 135021m16s E ( Internal GPS) FURUNO
ESC|
=+ Do Edit password
0ld password: EREXRERERK
New password: AXEXKKKEXRK
’Retvpe new password: ¥XEXXEXEXKm
=+ 0 |
SBS 601 COM1  43C  33C 14 51 urcs0a00)

4 Click Ok for each entry and store new password.

To revert to User level, open the "Set access level” window and click User.
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5.4  Selecting default Net service provider

The default Inmarsat Net service provider for a satellite (Ocean Region) is
automatically used if the user does not select another one when making a call.
Make sure that you choose the Net service provider who commissioned the
equipment. You will otherwise be barred or charged additional rate. In this menu
default Net service provider can be preprogrammed for the current Ocean
Region.

When using SIM card, selection is automatically restricted to one of the allowed
Net service providers and does not need to be programmed!

Procedure:

1 On the Function menu, double-click the Set default Net provider icon to
display the current selections.

1

Mode Wiew Configure Help

fFunchion meny

Pnsitinr

EsC| . % m
Exit Menu 2. Set 4. Phone 8. Advanced - ]
BCCESS lewel  setup menu functions
Ml
SBS 660 com1i 44C 45C 05:42 uTCc+00:00)

2 Scroll up/down to change satellite: [T/,

Mode Wiew Configure  Help
Position:  059d52m12s N 010d29m01s E F u n u “ o
ESC/|
; Satellite Default Net provider
= Edit | POR 012 Xantic
003> IOR 022 Xantic >
gegmn g blocked
= Selct egion MES category ocked.
Region 6 MES category blocked.
=+ Ok Region 7 MES category blocked.
SBS 511 Com1 43C 37C 10:20 [UTC+02:00]

3 Clicking Selct or pressing/opens the window promting you to confirm the
choice of satellite with the current default Net service provider.
To change default Net service provider for a satellite region, see next page.

Mode  Wiew Configure  Help

Position:  059d52m12s N 010d29m01s E F u n u “ o

ESC/|

= Yes

Use IOR as new satellite?

1
= No |

SBS 502 com1 43C 37C 10:22 [UTC+02:00]




5. CONFIGURATION FROM PC

4 Clicking Edit or pressing at the satellite region selected in step 2,

displays the list of available Net service
4

providers.

Mode Wiew Configure Help

Prsitine 034d44m27s M 136021 m16s E (Internal GPS )

ESC|

=+ Dal Satellite: IOR
>Default Net:
P
_

errestrial network
= Save

863 _KDD
2%}

SBS 636 comi 45C

460C 05:25 [urce+00:00)

5 Scroll to required Net provider: [[1/[3], and press to enter chosen Net

as default.

Save stores the selected Net provider for this satellite (Ocean Region).

5

Mode Wiew Configure Help

Pnsitine  034d44m28s N 135d21m16s E (Internal GRS}

ESC |

LI

Do B TeEeeee
= Selct Dis.
15

Telenor
OTE

Korea Telecom
887 Indosat

 Net service providers

SBS 658 comi 44C

47C 0S5 27 [urc+on0n)

6 Click Yes sets Net service provider for all satellites (Ocean Regions).

6 =]
Mode  Wiew Configure  Help
Position:  059d52m12s N 010d29m01s E = u n u N o
ESC|
= Yes
Do you want the selected net service
provider to be default for the other
satellites as well ?
= No
SBS 509 com1 43C 37C 13:45 [uTC+02:00]




5. CONFIGURATION FROM PC

5.5

5-8

Phone setup

This phone setup menu includes the functions:
* Limitation of call duration

» Setting time zone

* Indication of received calls(See next page.)

Double-click the Phone setup menu icon in the Function menu to access the
functions.

Call duration limit

The call duration guard prevents accidental transmission of prolonged 64 kbps

calls. The timer sets the point at which the call is automatically cleared.

1 Double-click the Call duration guard icon.

2 Click Edit to set the timer.

3 Scroll to select the required limit (either “Stay connected” or in steps
between 15 minutes and 12 hours), and click Selct to store the setting.

= _{ox]
1 Mode Wiew Configure  Help
Positf L LICHER mEny
osit
B %)
ESCl t“ g ;J\ m
Exit hleny 1. Setdefault 2. Setaccess 4. Phone selup 9. Advanced
Het provvider lewel 7 menu functions
Ifail
= ¥ - Phone seifup meny
S ¢
—— | Exit Menu 2. Call 7.Message 3.MPDS Call 4. Settime -
duration guard  indication Waiting zone
2 42 - Call duration guard

= eq | 7Connection Limit: Stay connected
After the time shown data calls are
= Ok cleared - even if still active ||
= e — |
3 & ected >

30 ninutes

calls are
ive

MPDS call waiting

The MPDS call waiting is to notify the presence of a fixed-originated routine
priority voice or SCPC data call to a dialed-MES that is engaged in an on going
MPDS call. Support for call waiting allows a user to remain connected to the
MPDS network without worrying about missing a call.

The default is “disabled”. If enabled, calls may be received during an MPDS
session. Accepting such calls ends the MPDS session. Note that the call waiting
functionality must be implemented on the LES.



1 Double-click the MPDS Call Waiting

5. CONFIGURATION FROM PC

icon.

f - Fhone selup meni

t. g

Exit Menu 2. Call 7. Message
duration guard  indication

Q)

3.MPDS Call 4. Set time
Waiting zone

Y

Mode View Configure Help

ESC

034d44m28s N 135d21m16s E (Internal GPS)

= Disab| If enabled.

If . i calls
> see || calls ends

43 - MPDS Call MWaiting
=4 Enab | >MPDS preemption: Disabledm

PDS session. Accepting such
the MPDS session

may be received

SBS 581

COM1

17 51 wrcos00)

2 Click the Enab or Disab button.

3 Click the Save button to store the setting.

Setting time zone

The function sets the time displayed in the windows.

1 Double-click the Set time zone icon to
2 Press the Edit button to open the List.

change zone.

Mode Wiew Configure Help
Pnsitine  Searching GPS satellites Funu“o
ESC |
44 - Set time zone

Edit :
> Lot | >Current time zone: UTC+B@9:020 >
= Ok

SBS 0 CoM1 31C 3zc 13 05 urc.oa00

3 Scroll to select the required zone. Click Selct to store the selected

zone.

Time rone s F1H

UTC-03=30

Message indication

When the Massage Indication function is set On, a received data and/or fax call
is signaled in all FELCOM 50 Display Handsets:

pilanl gad gl
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The ringing stops when pressing &», or when the

Call is finished.

F2Mdatacal

PressESC......
Data call; & mm m
Fax call: P

& mm m
(F2M = Fixed-to-Mobile)

Telenor

Ready for call
When the call is finished, the display reverts to idle. A "

Setup:
1 Double-click the Message Indication icon in the Phone setup menu.

Mode View Configure  Help

Basifinr f - Phone sefup meny

Esc| . <BJ-]- @
Exit Menu 2. Call 7.Message 3.MPDS Call 4. Settime
duration guard  indication Waiting zone
SBS 596 com1 14:54 [TC+0%:00)

2 Select Fax or Data and Enable or Disable indication of received messages,
as required.
Press Save to store the settings.

Mode “iew Configure  Help

Pasitine 034d44m27s M 135d21m16s E (Internal GPS) F u n u “ o

ESC|

47 - Message Indication
>Fax: on
= Enab Data: On-
=i Dizab
=¥ Save

SBS 600 Ccom1 14 55 uToens:00)

Default G3 fax connection is configured on TEL2 on TA (MSN40).

Fax = 9.6 kbps fax or
3.1 kHz Audio

Data = 64 kbps data
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5.6

5. CONFIGURATION FROM PC

Advanced functions

“9 Customize” is accessible from OWNER LEVEL only. The OWNER LEVEL is
protected by password. For shifting to owner level and assignment of password,
see "5.3 Access level".

“ 4 Alarms and messages” is accessible when Diagnostics is turned ON.

o

Mode Wiew Configure Help
. F-Advanced funclions meny
Prsitiar : ' “ 0

ESC/| €. ® t:j

Exit Menu H Accessué 3. Software 4. Alarms

i update prep.  and messages Configurstion

8. Information 9.
| avaiakle

SBS 6139 comi 42c  38C 15 04 Tceos00)

The Advanced functions include the following menus.

e Access control: Restrict dial
Access code
Restrict SIM usage

* Software update prep: Prepares software update

* Alarms and messages: Indicates alarms and messages. See page 7-4 for
details.

* Configuration: Net service provider names
Set diagnostics
ISDN configuration
USB
Spot Beam Report Method

* Information available: Misc. version Id information
Network status information
(when diagnostics is ON, see "5.9.3 Set
diagnostics")

* Customize: Phone name setup (owner level)
Paid functions

5-11



5. CONFIGURATION FROM PC

57 Access control
5.7.1 Restricted dialing

The restricted dialing function allows the owner to establish a Barred list of
subscriber numbers that cannot be called; or set FELCOM 50 for dialing from
Phone Book only. The restricted dialing modes prevent misuse of FELCOM 50.

* Barred list, which may contain up to 10 phone numbers or part of numbers
that can not be called. E.g. the entry "0087" in the barred list prevents all
mobile-to-mobile calls.

» Dial from Book only, which restricts calls to the numbers in FELCOM 50
Phone Book. It is still possible to append: an entry with number field "0047"
means that it is possible to dial all Norwegian numbers.

When a SIM card is inserted, the SIM entries will not be merged with the
"phone” entries. The function is active for non-SIM operation and for one
specific SIM card. See "5.7.4 Restricted SIM usage”.

* No restrictions.
Only one mode can be active at one time, as selected by the owner, see next
page.

Checking the dialing setup

=10l
Via the Function menu > N e
. Positi L UREUGR mEnY - SN
Advanced functions menu, ol | B OB B
double-clicking the Restrict dial Bl S 2 s Pl 9, Marces
icon on the Access control menu L @’*Zmﬁ{%"m D &
H ail ocf 2 G’. t 4
ShOWS the actlve mode = o ‘ }' ExtMenu {1 Access 3 ware 4. Alarms 7&%
 Barred list s vos e : J
. —— P -
 Dial from Book only — % S _ [~
] ] Exit Menu 1 Re‘:ltr\ct 2 /C\ggzss gml;izggé
« No restrictions i A
911 - Restricted dialing

1 Current mode: Barred list

=g List

\ 911 - Blocked numbers

—
2015>00448168657@1xxx
R4767244700xxx

Alternative
modes

‘ 911 - Restricted dialinag

&J Current mode: Dial from Book onl

= Book

911 - Restricted dialing

| Current mode: No restrictions
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5. CONFIGURATION FROM PC

5.7.2 Restricted dialing setup (owner level only)

"Barred list" and phone book are established as follows:

1 Open the Restricted dialing window as shown on the previous page.

2 The Restricted dialing window shows which list is currently active.
Edit allows selection of restriction mode. Scroll up/down to select.
(Selct enters the chosen mode)

3 Clicking List displays the blocked phone numbers.
The List key only appears when Current mode is Barred list.

4 Clicking Edit allows the barred number to be modified.
The field is empty when clicking New to add a phone number to the list.
Remove deletes number. Save stores the changes.

5 When the restriction mode "Dial from Book only" is active, clicking Book
allows data to be entered.

Note: Remember to revert to user level

1= ~lolx
Mode View Configure Help
Posiy 22 ~Access conlrol meny
osity
ESC . fﬁﬁ k%h
ExitMeny 1. Restictdial 3. Restict S
usage
SBS 511 coMm1 \ 43C  33C 14 43
2 ?i& 911 - Restricted dialing
Edit :
= S >Current mode: Barred list >
= List — -
Fvpe of restirclion

[
= | |Dial fron Book only
@ Ho restrictions

911 - Blocked numbers

Bemovw

cor | 901>004481686570 100

= 44700 % %
LW\/’

4 — B 911 - Blocking number
>Barred root: 00448168657@1
Ll
5 - : —
911 Restricted dialing
%X&E£J>Current mode: Dial from Book only >
= Book L
|lnt=S
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5. CONFIGURATION FROM PC

5.7.3

Access code (owner level only)

Access code can be activated for 4.8 kbps/64 kbps speech only.

When the access code function has been activated, the user is always prompted
for a 1-8 digit personal code when making a call.

All telephones are activated. To release a telephone for use without access code,

see “5.13 MSN configuration”. Entering the personal code allows the
subscriber number to be dialed, e.g.:

KDD IOR
ISDN Handset: Code* Dl
& m

@) 1T E 3 i
SO0 6 )@ )6 )7 2 )@ Ja 7@ 6 e

Analogue telephone:

= 43
> E)DEDEBDEDE

Setup:

1 Double-click the Access code icon in the Access control menu and press
the button.

2 Pressing New opens the Access code add entry window, allowing a name
associated with the particular code to be entered.

3 Pressing Ok allows entering the personal code. Pressing Ok again prompts
you to confirm the entry.

4 When pressing the Access code icon the next time (1), the window displays

a list of the names associated with the programmed access codes.

Mode View Configure  Help

Eo& = [EETES)
Mode Wiew Configure  Help Mode Wiew Configurs  Help
BF - Acress conirol meny 034d44m27s M 136d21m16s E { Internal GPS ) '
Prsif
pasti o UNoO| [ FURUNO
ESC| t. 20" \ Esc|
Exit Menu TURedrictl 2 sccess 3. Restrict ]
dial code M usage Access code add entry
................. = el
>Mame: captainm
=+ 0k
sBS 604 com1 [43c  33C 14 57 uTC.0800) SBS 597 COML 43C  33C 15:02 TC+09:00)
i
(] myl []

]
Mode View Configurs  Help

ESC|

Praitinr 034d44m28s M 135021 m16s

?/ﬂema‘ GFS) F u n u “ u Prsitinr  034044m27s M 135021m165 E { Intemal GPS) .: u n u “ o

Esc|
= Seup 912 - Access code — Access code add entry
Enab . Name: captain
= Ens | >Access code: Disabledm J—
=# Disah SCode: *%%%
= ok | = Ok
S8Bs 597 comML  43C  33C 14:58 UTCH300) SBS 613 cCoM1 43C  33C 15:04 UTeenson
) = o alE
Mode View Configure  Help Mode Wiew Configure Help
Prsitine 034d44m27s N 135d21m16s E {Internal GPS ) F u n u “ o Pnsitine 034d44m27s M 135d21m16s E {Internal GPS ) F u n u “ o
Esc| Esc]|
Access codes -+ Dol Access code add entry
DE>No codes set. Name: captain
= plew >Confirm code: XX%¥m
= Quit = Ok
SBS 534 COM1 43C  33C 15:01 [uTC+aznn SBS 595 COML1 43C  33C 15 05 (UTC+05:00)
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5.7.4

5. CONFIGURATION FROM PC

Restricted SIM usage

Allowed SIM
FELCOM 50 can be set to operate from:

* Lock SIM, locked to one specific SIM card. Any other SIM user will be
rejected.

* No SIM card. All SIM users will be rejected.
* Any SIM card.

Setting SIM restrictions

(owner level only)

1 Double-click the Restrict SIM usage icon.

2 The SIM restrictions window shows an example with the setting Allowed
SIM: No SIM.
Click Any (default) to set FELCOM 50 for operation from a specific card only.

Lock SIM:
3 Click Lock and insert the actual SIM card.

FELCOM 50 can now be operated with that specific card only.
4 When retracting the card, the Id of the SIM provider is displayed.

Ok stores the settings.

Mode Wiew Configure J3Ed

Praitinr G7 - Access contrad meny ' “ n

ESC| €. % R

Extmenu [ REstiic 2. Access 3. Restrict

i izl i code SIM usage \\

SBS 609 COM1 43C 33C ) 14:36 [UTC+09.00)
Il

v

= Lok | 913 - SIM restrictions
=% nosii | 2A1lowed SIM: No SIM

> &v |
I =+ 1o s

——

913 - SIM restrictions
>Allowed SIM: Anvm
Please insert the actual SIM card.

6 -  — @ _—

4 = Lock 913 - SIM restrictions
= ot | > Allowed SIM: Locked to one

iy Card number: 89001234567867
L m Please retract the SIM card.
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5. CONFIGURATION FROM PC

5.8  Software update preparation

1 Open the Function menu and then Advanced function menu.
2 Double-click the Software update prep icon.

(o] O
Mode Wiew Configure  Help
Pasitine 034d44m28s M 135d21m16s E (Internal GPS) F u n u - o
ESC|
=+ e 93 - Software update prep.

J— Prepare for software update 7

Note: This function will clear

=+ No | the traffic log f

SBS G641 COM1 43C 33C 15 39 uTC+nson

3 Press the YES button.

o]

Mode Miew Cofigurs Help

Pasitinr  034d44m38s N 135d21m16s E ( Internal GPS )

| FURUNO
ESC

=5 Doy 93 - Software update prep.
The terminal is now ready for update !

View update description by pressing
. the [Descrl button.

SBS 621 COM1 43C 33C 15 44 TC.0300)

4 To view update description press the Descr button.
5 Press the OK button.

The update information is printout.
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5.9
5.9.1

5. CONFIGURATION FROM PC

Configuration menu
ISDN protocol configuration

1

Open the Configuration menu via the Function menu > Advanced
function menu>Configuration.

Double-clicking the ISDN configuration displays the ISDN configurations
implemented in FELCOM 50.

Press the up or down arrow key to select a item and the right arrow key to
show the selection dialog box.

Switch to owner level to choose protocol.
* Protocol

Select Euro ISDN for connection of equipment conforming to the European
ISDN standard. (NI-1 can not be used.) Select same protocol for all ISDN
handsets and PC.

* Date/time element

When enabled, date and time is sent to the connected Terminal Equipment
during call establishment. Some ISDN devices do not survive this message.
The date and time transmission may then be disabled.

* Layer 2 Activation

The layer 2 connection is deactivated after some idle time as default. Some
ISDN devices interpret this as an alarm situation. Layer 2 deactivation can
then be disabled.

 Default service - T
Some ISDN devices can not 1t tme e
signal their own MSN number. escl | e - A ]
Such a phone will be able to use B oraer  imeer! séuihnﬂgﬁu incione”
. . — _9 Advanced/yndlonsmenu
=] & @ N
Ehe 64 kbp:s service sm.ce all ] r [ ® FORYT
unknown” speech devices are = | e e uspds;gw;er; s Lo
required to use the 4.8 kbps sBs  s05 ”:j”" %'" v B <
speech service. The user can set EL B CISON 2 Netsonce 456 o.uss -
providers
FELCOM 50 to map all ) W
“unknown” devices to 4.8 kbps Repor Method
speech service. —
Note: Remember to revertto 2 [EES Co®
user Ievel Prsitinr 034044m27s N 135021m16s E (ntemnal 6r5) [ LD n u N &
ESC|
971 - ISDN configuration
*M >Pr$1és??r]ﬁe element: Etﬁlgg{gDN- ?

¥ ctivation: Auto
ault service: AMBE

15 09 urce0s00)
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5. CONFIGURATION FROM PC

5.9.2 Net service providers (owner level only)

Adding, editing, or removing entries in the list of Net service providers.

1 Viathe Function menu > Advanced functions menu, double-clicking the
Net service providers icon in the Configuration menu displays the list of
Net service providers including their station codes.

2 Scroll to required Net service provider with key. Clicking Ok returns
you to the Configuration window.

Remov deletes entry.

3. Clicking Edit opens the window allowing the station code and provider name
to be modified.

Use Del to modify. Save stores the changes.

4 Clicking New (window 2) opens the window allowing station code and
provider name to be added.

Note: Remember to revert to user level.

=1oix|

1 tode wew configwe el
Doy FURCHER mERY
osity
- 5 il
ESC| . el J\
ExitMenu 1. Setdefault 2.Setaccesst 4.Phone g advanced
Net provider level setup menu  fynctions
— 4 - Advapced lunctions meny.
PN = 2\ L&
t. @ s
-] 1| ExitMenu 1.Access 3 Sofware 4.Alarms 7.
control updata prep. and messages Configuration
A7 - Conliguraiion meny.
a05

t. % W B %

Exit Menu 1. 1SDN 2. Netservice 4. Set 6.USB
configuration  providers  diagnostics

9. Spot Beam )
Report Method
_ X
2 %HEMW ~ KDD 972 - Net service providers
s | 224> Telenor
ﬁ = ETE Tel
Hew orea Telecom
b Indosat
= 0 |V France Telecom L
L - ————
3 972 Edi i i
> B - it Net service provider
Station code : 4
J)Provider name: Telenor
= Save L
L I s S
4 > B 972 - New Net service provider
~ | >Stati de :
1 Prgviggrcga:e .
= Save I
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5.9.3

Set diagnostics

Additional system information is displayed when diagnostics is turned On.

5. CONFIGURATION FROM PC

See also “5.1 Menu functions”.

1 Double-click the Set diagnostics icon via the Function menu > Advanced
functions menu > Configuration menu.
2 Click On or Off as required.

1 1= |
Mode Wiew Configure  Help
Posit] WACHOR MERy
osity —
t Bl
EsC| = e
ExitMenu 1. Setdefault 2.Setaccess 4.Phone 9.Advanced
Net provider level setup menu  functions
Mail
— 9 - Advanced functions meny. N
a5 t ® =i
X & 2
————— | EXitMenu 1. Access 3. Software 4. Alarms 7
control - ypdata prep. and messages Configuration
7 - Configuralion ey
Exit Menu 1.1SDN 2. Netservice 4. Set 6.USB
configuration  providers  diagnostics
9. Spot Beam
Report Method
2 974 - Set diagnostics
= gy |?Diagnostics: Offm
= Of
= Ok

When choosing On, the following terms appear.
* Alarm and message icon (menu 9)

e Transceiver status icon

* EIRP table icon (menu

(menu 9-3)
9-4)

* Power supply unit temperature

* Calculated spot beam

* Antenna elevation

When pointing at the time indication, a popup window shows the year and date.

Mode Wiew Corfigure Help

Esc|

Pnsitine 034d44m28s M 135d21m16s E { External GPES ) F u n u - o

B o< | kDI (PE3) in IOR

. [= i
5 L Spot beam 6 Elevation 88
2 Loy | Meady for call A
I Menu
. Seek
p39 42C 37C 15 46 uTC.ns.00

Calculated spot beam

Antenna elevation
Power supply temparature
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5. CONFIGURATION FROM PC

594 Dual-port USB

The Dual-port USB allows several programs to operate at the same time via a
single USB port. Connect a USB cable between the USB port of the
communication unit and the USB port of PC.

¢ One channel for data communication

* One channel for control (vtLite)
The default setting is “Single port”.

To set the dual port, do as follows.

1 Double-click the USB icon via the Function menu > Advanced functions
menu > Configuration menu.

Mode View Configure Help

034d44m2Bs N 135d21m1Es E (Internal GPS )
Esc FURUNO

976 - USB
= Edit | ’Profile: Single Portm >
This unit _ will appear to the host
as a single port CDC compliant

= _0k standard USB modem
SBS 590 COM1 20:54 [UTC09:00)

2 Click the Edit button. Three selections are provided.

= o

Mode Wiew Configure Help

034d44m28s M 135d21m16s E (Interal GPS )
Esc FURUNO

(Single Port
Dual Port (HDH)

>Pr'0‘ Dual Fort (Conposite)

= gelct | Thi
as |
4 sta

SBS 574 COM1 20 56 (UTC-09.00)

e host
ant

* Single port: This unit will appear to the host PC as a single port CDC
compliant standard USB Modem.

* Dual port WDM: This unit will appear to the host computer with a profile
matching the Windows dual port device driver.

* Dual port (composite): Not in use.

3 Choose Dual port WDM and click the Selct button.
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5. CONFIGURATION FROM PC

4 Clicking Save opens Welcome to the Found New Hardware Wizard which

=]

Mode Wiew Configure  Help

allows the selection of new USB drivers required to achieve parallel
operation via the USB port.

034d44m27s N 135d21m15s E (Internal GRS )

I
___J)Profile:
1

976 - USB
Dual Port (WDM)m

This gnit w%%l appe?rlto ththStth
computer wi a profile matching the
< sove| [jindows dual port device driver

SBS 603

COM1

20:58 [UTC-0%.00)

5 The Welcome to the Found New Hardware Wizard installs the Nera dual

6

B Control Panel

File Edit View Favorites Tools  Help

J Bach \J I" ’}:H Search || '_ Folders v

port modem driver required for Dual Port operation.
Click Next and then Finish to complete the installation.
The Welcome to the Found New Hardware Wizard now automatically
reopens for installation of the Nera control driver.
Click Next and then Finish to complete the installation.
Open the Control Panel and double-click the Phone and Modem Options
icon verify com ports used on the PC.

Address |G' Contral Panel

E.‘" Control Panel

g & =

Accassibiity  Add Hardware
G Switch to Category View Ciptions

See Also

& Wwindows Update
@) Help and Suppart

2 B
> 9

Game Inkernet
Controllers Cptions

Conneckions — Madem ...,

e 3

Regional and  Scanners and

Language ... Cameras
Speech Swskem

e LY

ek, Phone and  Power Options  Printers and

Date and Time Display Folder Options Fanks

FEX
,;‘.
» ‘ Go
D
Add or Adrninisty ative
Remov... Tools
~a w
Li/ e
& T
Keyboard Mouse

4 &

Faxes

2 9

Scheduled  Sounds and
Tasks Audio Devices

h 8

Taskbar and  User Accounts
Start Menu
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5. CONFIGURATION FROM PC

8 Clicking the Modem tab shows the new driver installations (examples):
COMBG to be used for vtLite Mobile
COMS3 to be used for dial-ups

Phone and Modem Options

Dialing Fules | Modems | Advanced
? > The following modems are ingtalled:
todem Attached To
Standard 33600 bps Modem com1
Nera control Port COM6
[ Add... ] l Remove ] [ Properties
’ ] ] [ Cancel ]

9 Open vtLite Mobile and click Port. Select the Port COM setting for the new

driver, i.e. 6.
Click Save Settings.

S

Mode  View NEEGEIEN Help
v Port ChrlHP

o Device manager  Ctr+D E (limemel EFS) F u n u “ o
ESC print handing — Chrl+H
Sound 4
SPT COM1 34C 280 00 57 [UTC+00:00)

Com settings ITeInet seﬁingsl

Data Stop Speed bps M

Sawve

Port
carn | 4 e = Fj Tis200 o Setings

10 Click Mode > Terminal MMI to reestablish vtLite Mobile. You can now
perform data communication at the same time, see the application:
Mobile Packet Data Service via USB, or Mobile Data Service via USB
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5.9.5

Spot beam report method

1 Double-click the Spot beam
report method icon via the
Function menu > Advanced
functions menu >
Configuration menu.

2 Two selections are provided:

* Do not transmit my position

* May send position (default)

May be changed in owner level
only

2

5. CONFIGURATION FROM PC

Positi |27 =~ COBRGUISIGT ETY
ositi

t. % & ®

Exit Menu 1.I1SDN 2. Netservice 4. Set
configuration  providers  diagnostics

@ 7

9. Spot Beam
Report Method

EsC|

“

6.USB

979 - Spot Beam Report Method

Network Capability:

>Block Position reports:

Only Spot ID
No

Hhare available pesition reporting

Reducing congestion for all users.

Hay send position (reconended)

allous for optinized netuork usage.

06 Rt Francmil mi bosTEloR
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5. CONFIGURATION FROM PC

5.10

Information available

Miscellaneous version Id information

The Information available function displays the terminal forward Id and system

versions.

available men

available data.

windows.

Open the Function menu > Advanced functions menu > Information

u.

Double-clicking the miscellaneous version Id information icon displays the

With Diagnostics On, pressing opens a series of version information

Network status information

(owner level only)

This function displays various network status information.

4 Double-click the Network status information icon in the Information

available menu for readout.

NOTE: Remember to revert to user level.
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1. Access 3. Software 4. Alarms 7

t. ©
control  updata prep. and messages Configuration

Esc|

]

| ExitMenu

FE - fnformaition aveilable

LN

Exit Menu 2. Misc.

Al )

8. Information 8.
available

SBS 605

9.Network
version | status inf..

Al A

12 I

M 982 - Version information
B@l)Ter‘ﬂl‘idpal For‘wasr;lé:l Id

— 9BEC
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——

System version
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22 Sep 2003
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2,22 - Vergyen,t
PR2>System version
REL 2.0
22 S%P 2003

Program_version.  _
=+ o |v PN:101476 Ver2.0 !

S

989 - Network status

2 5
Lk:@@ Lk:20 Lk:2@ Lk:08 Lk:02
Region registration: Not determined
Current ocean: AOR-E
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Active spot beam Id:
o ———

= DReqg
=
= Chide

= PAdy
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5.11

5. CONFIGURATION FROM PC

Customization menu (owner level only)

1 Open the Customization menu via the Function menu > Advanced
functions menu.

Paid functions

This function is not supported by the FELCOM 50.

Phone name setup

2 Double-clicking the Phone name setup icon in the Customization menu
displays the Phone name, i.e. FURUNO F55. To change, key in
uppercase/lowercase letters as required. Use Del to modify. Save stores the
changes. This name appears at some screen.

NOTE: Remember to revert to user level.

Cni— - 1o ]
Mode View Configure  Help
I
Esc| . [ «J\ M

ExitMenu 1. Setdefault 2. Setaccess 4.Phone 9. Advanced
Net provider level  setupmenu functions

4 -Advanced functions menu.
o I 2
t. @
ExitMenu  1.Access 3.Software 4. Alarms 7.
control updata prep. and messages Configuration

i
8. Information 9. Customize ﬁw B
available

Mode View Configure Help

Position:  No GPS position|

EsC|
991 - Paid functions
@B1>Traffic log
Precharge
= New Restr—ictegll dial

=+ ok |y Agsgfmgegos:rvice level
High Speed Data

44C 38C 12 43

MPDS
ESC|
= BT 991 - Open new paid function
| >Code: 3415679574345%m
.
S \ Ok

643 43C 13 42

Mode Wiew Corfigure  Help

Position: No GPS position!

EsC|

> 992 - Phone name setup
>Terminal name: FURUNO F55
i
=¥ Save

635 430 13:10
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5. CONFIGURATION FROM PC

5.12 Routing of incoming calls
When applying for IMN numbers, a Terminal Id (OID/DID) is received from the
Net service provider. All devices connected to FELCOM 50 can make outgoing
calls. For incoming calls it must be assured that the Terminal Ids and MSN
numbers configured are as commissioned.
To make an incoming call reach a particular device, an MSN number and the
Terminal Id "connected"” to the IMN number must be programmed into the
Communication Unit (CU). See later in this manual.
The table below lists valid MSN numbers for the available ISDN services.
Numbers to be programmed:
In ISDN device: In Communication Unit:
MSN number MSN number and Terminal Id
(the Terminal Id is paired with a specific IMN number)
For an easy start, the some Terminal Ids and MSN numbers have been
preprogrammed into the CU (marked with a star in the table).
In the 4.8 kbps speech, 3.1 kHz audio and 9.6 fax columns of the ISDN
PORTS table the Term.Id is represented by an X, allowing an ISDN Term.Id to
be used for analogue ports.
Note: A Term.ld already entered is not accepted.
LIST OF VALID TERMINAL IDs AND MSN NUMBERS
VIA 2-line TA ISDN PORTS ISDN/RS-232/USB PORTS
48speech 48kbps speech | 64 kbps speech 31kHz audio 9.6 fax 56 kbps data 64 kbps data
Termld MSN |Term.d MSN | Term.dd MSN | Term.d MSN | Term.Id MSN Term.ld MSN Term.ld  MSN
02* 21* | 01* 20* | 91* 30* | 6X  4X | 1X  4X | 71* 50* 51* 60*
0X 21| 92 31 | 62 42* | 12*r 41* | 72 51 52* 61*
0X 22| 93 32 | 6X 4X | 1X 4X | 73 52 53 62
0X 23| 94 33 | 6X 4X | 1X 4X | 74 53 54* 63
OX 24| 95 34 | 6X 4X | IX 4X | 75 54 55 64
o6kbpsfax(cy) | OX 25| 96 35 76 55 56 65
0X 26| 97 36 77 56 57 66
Termld MSN | OX 27 | 98 37 78 57 58 67
11* 40 | OX 28| 99 38 79 58 59 68
3.1 kHz/ 51/60, preset for ISDN port
11/40: -fax on 64 kbps 52/61, preset for RS-232A port
TA audio service 53/62, preset for RS-232B port
54/63, preset for USB port
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5. CONFIGURATION FROM PC

Routing of incoming calls (examples)

The table below illustrates the use of appropriate Terminal Ids for the various
services combined with examples incoming IMN numbers.
* Preprogrammed, see table on previous page.

Note: If the Net service provider does not specify which Terminal Id should be
used with the various IMN numbers, select Term. Id no.1 for the first 4.8
kbps telephone, then no. 2 for the second phone. Use the same principle
for the other type services. It is advisable to note down the selections.

Provided by ISP:

Name Service MCU ports
Term.ld | IMN
Bridge MSN20* 4.8 kbps speech 01* 762420510 4=
Saloon MSN21* 4.8 speech 02* 762420511  4mui

Radio room MSN22 4.8 kbps speech 03 762420512 4=

Nera TA MSN40* 9.6 kbps fax 11* 762420513  4mui

Fax Gr.4 MSNG60* 64 kbps data 51* 600020521 4=

Data MSN61* 64 kbps data 52* 600020522  4mni
Data MSN62* 64 kbps data 53* 600020523  4mu
Router MSNG63* 64 kbps data 54* 600020524 4=
Bridge MSN30* 64 kbps speech 91* 600020525  4mni
Captain MSN31 64 kbps speech 92 600020526 €=
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5. CONFIGURATION FROM PC

5.13 MSN configuration

You are prompted to enter the owner level password (default: 1234567890). For
security, the password should be changed before or after configuration of a
device. See “Changing owner level password” on page 5-5.

Mok WiEw | Configure
Port

Chi+f mids M
Devica manager ChrbD

Escl ik handing  Ctrl+H

+ Sound 3

£| Elauk.l
& Log | Telenor in IOR
1% poru | Ready for call

@ e |

Pasdtias

Gl2 18 34

Click to open Device Manager for configuration of ISDN/RS-232/ RS-422/USB.
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5.13.1

ISDN Handset

5. CONFIGURATION FROM PC

» ISDN Handsets will automatically be configured with Handset MSNss in the

Device Manager.

* The first ISDN Handset connected will be given MSN20 and MSN22.
* The next ISDN Handset will be the next available MSNs.

* The MSNs can be controlled independently, e.g. if two handsets are given the
same MSN, they will both respond to an incoming call to that MSN.

» To verify selected MSNs of a handset, check in the Device Manager or press
the "R"-button on the Handset.

To open device manager, see previous page.
Right- clicking a Dedicated Handset and then clicking Handset Configuration
starts the Handset Setup Wizard. Enter Name/Location of the installed Handset,

as equipment

#/dDevice Manager (User level access)

Devices

=1of

x|

®

Refresh

New ISDN

Q

Exit

rAnalog Telephony Ports rDedi

ted H
=] ﬁ HANDSET HS3AFC

: 4.8 Speech 10:01 MSN:20
64K Speech ID:91 MEN:30

decat
s

Handset Configuration
Test Handset

rISDN Devices
! 64K Speech B

rSerial Ports - 64K UDI

VN

b 31 Audc Rs232 () [ld=5zh MSN=61 | |
- -[®)] Terminal 1d: 62. MSN: 42
Rs232 (B = 62 |
B 64K data (UD) ® [le=53h Msh=e2 | [
-[E] Terminal 19: 51. MSH: 60 use [Ta=53h MSN=63 | o]
B 56K Data (v110)
¢ oot vt 72 wacnn en (2
Ready ‘

% Handset Setup ‘Wizard

The Handszet can be set with huo MSNs whose value
and associated service can be independently

controlled
Name/Location 7E0000120/Bridge
Service MSM Teminal Id (hex)
[45K Speech =] |20 01
[6ak Speech =] [30

[ Requie Acosss
Code per call

Em
Require Access Code
must be unchecked to
allow this Handset to be
used without entering a code.
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5. CONFIGURATION FROM PC

Deleting an ISDN Handset

Unplug the ISDN Handset to be deleted and rightclick the same in the
Dedicated Handset list. Clicking Test Handset removes its data, leaving the

Terminal Id and MSN number vacant for another Display Handset.

If necessary, click refresh: -®: and repeat clicking Test Handset. The
Communication Unit will remember the handset connection data. All handsets

are given a unigue name.

Note: A triangle symbol £ in the Device Manager appears when a Display

Handset is missing.

iz Device Manager {User level access)

Devices

-lo|x|

Mew ISDN

rAnalog Telephony Ports

&)
Refresh Exit

rDedicated H
-8 HANDSET HS3AFC
4 8K Speech ID

dsets

64K Speach 1D:91 M3N:30:

7 Test Handset

01 MEM:20

Handset Configuration

rISDN Devices

B4k Speech
3.1KHz Audin
[@)] Terminal 1d: 62
B4k data (UDI)

Terminal Id: 51

SBK Data (v110)

PO Tt 11 74

=
. MSH: 42

. MSN: 60

=
wcw. &n

Rs232 (B)

UsB

rSerial Ports - 64K UDI

Rs232 @) [Id=52h MSN=61 | .|

Id=§3h MSN=62

Id= §4h MSN=63

Fieachy |
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5.13.2 ISDN port

Selection example: 4.8k speech

5. CONFIGURATION FROM PC

Open device manager and click the New ISDN button to open ISDN Setup
Wizard.

U= Device Manager (Owner level access)

From yout registiation document, enter the Terminal Id

k4

- =

m; | 1 <%
Mext

Back

Devices
. Add ISDM device
b
Mew ISDM | Refresh Exit % ISDN Setup wizard
rAnalog Telephony Ports Dedicate)
and service type for this devize
+ 45 HA|
Service
Terminal Id [hex]
rISDN Devices Serial P
- |25 ISDN DEVICE
S 48K Speech Rs232 ()
gt Terminal 1d: 02. MSN: 21
= Rs232 (B) [ Id= 52 MS
- Fax
é Terminal 1d:12. MSHN:41 USE ld= 54h MS
Add ISDN device
Remove
) Edit
Feady k\ \

Echo Cancellation is performed
automatically for all voice calls.
Uncheck if problems with echo
cancellation.

Require Access Code is checked
when used for 4.8 speech and 64
kbps speech.

Apply charge tone is used when
connecting pay phone.

Selection example: 64 kbps data service

= Device Manager, (Owner, level access)

Add ISDN deyice

Feady

Add ISDN device
% ISDN Setup Wizard

The Directory number or MSN must be entered on the
actual device and below to faciitate routing of calls to
this device

MSN

Fiequire Access Code

per call =

Echa Cancellation

Professional Priorty
Service

[~ Applychargetone” [

“hcoess codes must be enabled system wide to take effect

A«

M

Select the required service:

4.8 kbps standard speech service
64 kbps speech service

3.1 kHz Audio

56 kbps data service (V110)

64 kbps data service (UDI)

fax (9.6 kbps fax)

Click to continue.
The system selects the Next
available Terminal Id. Check with

Terminal Id received
from Net provider.

Key in MSN number
if not using the
recommended one.
Access Code is not
used for ISDN data.
2 Click to enter
number.

= T - P 150N setup wizard Select the required service: .
e d  From pour registration document, enter the Teminal Id + 48 kbps standard SpeeCh service
rAnalog Telephony Ports Dedical .5l e o his device * 64 kbps speech service
+ {5 1 + 3.1 kHz Audio
Service * 56 kbps data service (V110)
’_K + 64 kbps data service (UDI)
Texminal g her) 3 « fax (9.6 kbps fax)
- = Click to continue.
rISDN Devices Serial § Dok | Tew The system selects the Next
= [35] ISDN DEVICE Re232 ( available Terminal Id. Check with
4.8K Speech Terminal Id received
+ Fax A2l BDE oo from Net provider
B4K Speech % Rs232 (B) | [d=53h MS Q15D Setup Wizard P ’
3.1KHz Audi ;
e L USB 1= 54N MBI TheDirector rumber or MSN st be eriered on the Key in MSN number
B4k data (UDI) actual device and belaw to faciitate routing of calls ta . .
S5k Data (v110) A4 ISDN device (64K deta (LDD) this device if not using the
MSN m recommended one.
Access Code is not

used for ISDN data.

Click to enter
number.
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5. CONFIGURATION FROM PC

5.13.3 RS-232 port

Open device manager and click [---] button of the RS232 on the Serial Ports-
64K UDI to open Serial Port Setup window.

Key in MSN number if not using the recommended one. Click Proceed button to
enter number.

~=1ol x|
Devices
» 9
Mew ISDN | Refresh Exit
rAnalog Telephony Ports rDedicated Handsets
Elﬁ HAMDSET HS3AFC
: 4.8k Speech ID:01 MEMN:20
G4k Speech ID:91 MSh:30
~ISDN Devices ~Serial Ports - 64K UDI————— Click to open Serial Port Setup.
=] ISDN DEVICE = H B H
= E - Re22 ) [Ta=52n MseeT i Key in MSN number if not using
‘ ﬁ Terminal Id: 02. MSHN: 21 the recommended one.
G- Fax Rs232(B) [ld=53h MSN=62 .| Click Proceed to enter number.
B4k Speech 5
T ErEm e Portld RS232(A)
Ready A
Id (hex) M 52

MSN B1 ’\E 5
! ‘ Proceed
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5.13.4 USB port

5. CONFIGURATION FROM PC

Open device manager and click [---] button of the USB on the Serial Ports-64K

UDL.

a Device Manager (User lev:

Devices

Tew ISDN

Refresh

Q

Exit

rAnalog Telephony Ports

rDedicated Hand
= ﬁ HANDEET HE3AFC

! 4.8k Speech ID:01 MEMN:20

B4k Speech D:91 MSR:30

ts

“18DN Devices ~Serial Ports - 64K UDI Click to open Key in MSN number
4 ISON DEVICE = Serial Port if not using the
5. 10K Speech Rs232¢%) [ld=52h MSN=61  |..| || Setup. recommended one.
i =02, H C“Ck NeXt tO
& immmal WIS ] reas2 @ [Tawn wereez _|Z"2 enter number
-5 Terminal 1d: 1. MSN: 40 use MTa=5ah Mot 63 I .
bR g Serial Port Setup Wizard
Feah

From your registration document. enter the
Terminal Id for the UDI service on this port

Port Id
Id (hex)

MSN
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5. CONFIGURATION FROM PC

5.14

prior to replacing software.

Procedure

Saving and reloading configurations
The FELCOM 50 configuration settings may be stored on the PC hard disk, e.g.

1 Open the Device Manager window as indicated.

2 Clicking Devices > Save config to a file automatically stores the data in a
“Config. cgf” file in the vtLite directory c:/program files/vtLite Mobile.

3 After installing the software, the settings may be transferred back to

FELCOM 50 by pressing Load.

4 Clicking Restore Factory Defaults loads default FELCOM 50 configurations.

Printout/storing a configuration summary:
5 Clicking Print Summary opens the Printout Viewer (see next page) which
lists the settings of the end user equipment, and allows filing and/or printout.

Note: Save config to a file only saves the Device Manager settings. Setting
such as Net provider / Access codes / ISDN protocol are not saved.
Phone book data and traffic log must be saved in the Book and Log

menus.

Mode

View NEEIRITES Help

Part: Chr+P
Device manager Ctrl+D
Print handling  Ctrl+H
Sound 3

Pos miis E

ESC|

tl Book
& Lag Xantic (B22) in
I Menu | Ready for call

. Seek

OR

620

10 44 uTC+0000)

\\

Devices
Load Config from a file  Chrl+L {
5

Save Config to a file Chrl+5

!.T‘Ll_Device Manager {Dwner level access)

Restare Factory Default Chrl+Dr

Print Summaty Chrl+P

=0l

decaf

Dedicated H ]
+- 2 HANDSET HS3AFC

rISDN Devices
=I-{%a8] 150N DEVICE 2
= 4.8K Speech
%‘j
= Fax

¢ Terminal 1d: 11. MSN: 40
B4k Speech

=l
DAL Al

Serial Ports - 64K UDI

Rs232 (@) [ld=52h MSN=61 .|

Rs232 (B) [ld=53h MSN=62 .|
ld=54h MSN=63 .|

USB
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5. CONFIGURATION FROM PC

Configuration printout viewer

The list is sorted by Terminal Id.

Print to local printer

£ Printout Yiewer

Save to disk ~—|

Terminal Id and ‘ E @%

MSN number —— | Modem configuration
'ID = 01 MEN 20
1 b Service 4.0K Speech on the IZDH interface
Tyep Of service Attributes: 3tu incapable EchoCancel ON Access codes apply

.. . Handset Mame = HSE3AF
Individual device 1/
D = 02 MEN 21

Senlngs Service 4.8K Speech on the ISDN interface
Attributes: 3tu incapable EchoCancel ON  Access codes apply

3

Name/location, D - 03 wEn 22

|f entered Service 4.8K Speech on the ISDN interface
Attributes: Stu incapable EchoCancel ON  Access codes apply
Handset MName = HSE3AF

ID = 12 MZW 41
Service Fax on the ISDH interface

|
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5.15 Print handling setup

The Printout from modem window is used for setting of default output of Traffic
log, Modem configuration, etc.

Clicking Configure > Print handling opens the Printout from modem window.
The following settings are selectable.

Default print action:

Normally, choose Print to screen which causes the file to be output via the
Printout viewer. For an example, see “4.6 Traffic Log Printout viewer”.
For direct printout, choose Print to default windows printer.

Print to screen settings:

Determines the output of records via the Printout viewer. Normally, use
Concatenate print jobs which “chains” the jobs to be printed or saved to file.
The alternative choice clears the screen after each printout.

Printer settings:
For hardcopy printout, make sure that the appropriate printer and font are
selected.

1 Printout from modem |

General |

Default print action

AR Coniigure [0 T~ .
B Chil+P &
Dievice manager ChikeD Frint o screen =
ESC Print handing  ChieH —> =
h a i+ =
Sou

Frint to default windmws printer e

Printer. settings

I\\HDEVDEIN SEPSON(PARA] Frnter. |
I&rial [12) E— |

Print to screen settings

Frintout iz sent to a desktop windaw with
optionz to zave and print.

Courier [12] Font. .. |

Clear thiz screen area autonatically

each time a new print job is s

performed

Concatenate print jobs N i
<\

Quit |
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5. CONFIGURATION FROM PC

5.16 Ethernet interface

Port configuration gets an additional tag for Telnet settings. Click Configure >
Port and Telnet settings tag.

Mode Wiew Configure Help

034d44m28s N 135d21m16s E (Internal GPS)
esc FURUNO

LEEE

SPT COoM1 3oc 33c 08 47 [uTC+o00m

Cam settings  Telnet settings ‘

Server I~ Enable access via LAN Sawve

’7 Settings
I~ Employ ERE access mode

If Enable access via LAN is ticked then vtLite will attempt to communicate
using a raw telnet connection to the server address given in the server box. It will

use the default telnet port 23.

If Empty ERB access mode is also ticked then over the telnet session the vtLite
will attempt to login to an Ethernet Router Board (currently no in use).

If the Ethernet connection is used then the vtLite port indicator will show “LAN”
rather than the port number.
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6.

DATA COMMUNICATION

6.1
6.1.1

PC w/Windows

2000 or later

Mobile Packet Data Service (RS-232)

Introduction
The Mobile Packet Data Service complies with the communication protocol
defined by the Inmarsat system.

The transmission data rate over the satellite link is typically 20 kbps (a 64 kbps
channel is shared with other users).

Switching between MPDS and Mobile ISDN service is done from the PC.
The PC must have Win 2000 or Win XP installed.

With MPDS you only pay for the amount of data received or transmitted, rather
than for the time you are connected.

MPDS can be efficient for applications that involves brief bursts of
communication followed by periods of inactivity, such as:

* E-mail

* Internet/intranet

* Navigational updates

* Scada

» Database queries

* E-commerce

* VPN - Virtual Private Network

N
LS
0 "o
,¢‘:':' S
R e
> ¥ o L2
o*® o0 ~
‘G’ " 0 %
* o e »,
> * 4 L)
PO AR o, Land
L * 4 L )
FeLcoM 70" oS . E? rfh
B A hJ ation,
R FELCOM 50 £l com 30 **., LES

SBS (Shared Base Station) assigns channels to
the MPDS user and handles the MPDS
communication. Terminals in MPDS mode share
data channels with other users.

RLES (Regional Land Earth Station) sets terminal
in MPDS list. A terminal can not receive a voice
call when in MPDS mode.

Home LES (Home Land Earth Station) gives
access to MPDS service like Internet/e-mail. It
also handles the MPDS biling system.

== [nternet

System Overview
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6. DATA COMMUNICATION

6.1.2 Connecting up
Installation

Connect the RS-232 serial cable between the serial port on the PC and the
RS-232 port on the CU.

The default settings are:
Data speed: 115200 bps
Format: 8 data bits, no parity, 1 stop bit
Flow control: Hardware (RTS/CTS)

Modem Drivers

Win 2000/XP:
- Std 33.600 bps

FELCOM 50

RS-232 A RS-232B
54321 54321

oo oo @)
—le f
[

(CRoJOXoXO)
ee®e

9876
/ PC serial port

DTE
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6. DATA COMMUNICATION

6.1.3 MPDS - setup

(Windows XP is used as an example)

Ensure that vtLite Mobile is closed.

1 Open the Control Panel on the PC and double-click the Phone and Modem

Options icon.

B Control Panel |Z”EHE|
File Edit View Favorites Tools  Help :,.
\J Back “\3 |I }'—\ search lL-— Falders '

Address D— Control Panel "l Go

ﬁ’ Control Panel G, % ,‘E %

Accessibility  Add Hardware Add ar Adrninistrative
G Switch ko Category Yiew Options Remov. .. Tools

See Also
Date and Time Display Folder Options Forks

‘ SWindows Update

@) Help and Support ”:
P = 0

Garne Internet Keyvboard Mouse
Contrallers Options
(") Ba! é K B
= L =
Metwark, Phone and  Power Options  Printers and
Connections  Maderm ... Faxes

e 8 2 9

Regional and  Scannersand  Scheduled  Sounds and

Language ... Zameras Tasks Audio Devices
Speech System Taskbar and  User Accounts
Start Menu

2 Click the Modems tab.
Click Add, see next page.

Phone and Modem Options

| Dialing H%Modems | Advanced |
L The following modems are installed:

tModemn Attached To

A

Add.. Flemaove Froperties

L ak. J [ Cancel Apply




6. DATA COMMUNICATION

3 In the Add Hardware Wizard window check "Don't detect my modem", and
click Next.

Select Standard 33600 bps Modem in the Models field, and click Next.

Install New Modem N
Do wou wank Windows to detect your modem?

“wWindows will now tiy to detect pour modem. Before
continuing. you should

1. If the modem is attached ta your
computer, make sure it iz turned on.

2. Quit any programs that may be using
the modern.

Click Mext when you are ready to continue,

—_—— /-

— ~~
( v Don't detect mp modern; | will select it fromalist.)
S~
~_~— -
[ < Back ” Mext > ] [ Cancel I
—1
| Manutachurer || Madels “_I

[Standard Modem Types) o Standard 14400 bps Madem
M‘JI Standard 19200 bps Madem

& Standard 28500 bps Modem

ard cdem

D |

[5F This diver is digitally signed

Tell e why driver signing iz important

< Back H Next > I[ Cancel ]
—1

N

4 Select the port to which the Modem driver should be installed.
Click Next and then Finish to complete the installation.

Add Hardware Wizard

Install New Modem st
Select the port(s] you want to install the modem on

“You have selected the following modem:

Stﬂﬂaﬂ}jﬁﬂﬂ bpsﬂdem\

~
T

AN

On which ports do you want to install i

Al ports
* Selected ports

[ < Back ” Mext » }[ Cancel

2
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6. DATA COMMUNICATION

5 Opening the Phone and Modem Options window confirms the established

modem connection.
Select “Standard 33600 bps Modem”.

Phone and Modem Options

Dialing Fiules | Modems | Advanced|
Eb The fallowing moderms are installed:
Modem Attached To
EStandard 33600 bpz Modemn COm1
Add.. Fiemave Froperties
L ] J [ Cancel ] Apply

Note: The setup for data transfer to the CU is based on the Windows 2000/XP

default parameters:

8 data bits - no parity - 1 stop bit - flow ctrl: Hardware
Clicking Properties allows checking the parameters.

6 Open the Control Panel on the PC and double-click the Network

Connections icon.

B Control Panel I._HE”Zl
File Edit View Favorites Tools  Help aa,.
\J Back \‘i) |_’: ,':\ Search “ Folders v
Address G’ Contral Panel bt ‘ 0

& ¥ D
- X D W
E:’ Control Panel e L
Accassibiity  Add Hardware Add or Administrative
G Switch to Category View Options Reemov... Toals
g ® @
See Also L §\ L"'j
Date and Time Display Folder Options Fanks
& Wwindows Update
@) Help and Suppart - ? 9:)
Game Inkermet Keyboard Mouse
Controllers Cptions

&

Metwork,
Connections

=

Language ...

&

Speech

Regional and  Scanners and  Scheduled

-

Phone and  Power Options  Printers and

Modem ... Faxes
32 2 9
=/ 4

Sounds and

Cameras Tasks Audio Devices

¥ &4 =

Swskem Taskbar and  User Accounts
Start Menu
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7 Click Create a new connection to open the New Connection Wizard.
Click Next.

% Network Connections ‘._”Elg‘
File Edit View Favortes Tools  Advanced  Help o
e Back = </ ‘r p ) Search Folders Ev
address | @ Netwark Connections v‘ &

LAN or High-Speed Internet

1394 Connection
45| Create a new connection o’ Enabled
T__/& 1394 Met Adapter
See Also e Local Area Connection
. ' Enabled
T @ InteliR) PROJLO0 WM Netwark ...

Network Tasks ®
2~

i) Metwork Troubleshooter

4
i New Connection Wizard
d Welcome to the New Connection
@ Wizard
This wizard helps pou:
D

* Connect to the Intermet.

* Connect to a private network, such as your workplace
rietwiork.

To continue, click Mest

—1

N

8 Check Connect to the Internet. Click Next.
Check Set up my connection manually.

Click Next.
New Connection Wizard
Metwork Connection Type
“what do you want to do?
——— T ——

N

— —
() Connect to the Internet
~_ Cornect to the Intemet so you can browse the 'Web and read email pd
~— — —_—

- —
() Connect to the netwoik al my workplace
Connect to a buginess netwark [uzing dial-up or WPM] 20 you can wark from home,
a field office, or another location.

() Set up an advanced connection

Connect directly to another computer using your seral, parallel, or infrared part, or
set up this computer so that other computers can connect ta it

N

[ < Back ” Mext > }[ Cancel

How do pou want to connect ta the Internet?
O Cﬂ):&&om‘llmlﬁlﬁne[ TeIvICE mlden-[IS.E:]\

— =
" (*) 5et up my connection manually ~

( For a disl-up connection, you will need your account name, password, and a )
phone number for wour ISF. For a bioadband account, pou won't need a phone

~ ~ imber. _—
O Use the COT@otfromam G- — — —— =

™

[ < Back ” Mext > }[ Cancel
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Check “Connect using a dial-up modem”. Click Next.

New Connection Wizard

Internet Connection
How do pou want to connect ta the Intemet?

Thiz tbype of connection uses a modem and a regular or ISON phone line.
() Connect using a broadband tion that requi a uger name and
password

Thiz iz a high-zpeed connection uzing either a DSL or cable modem. our ISP may
refer to thiz type of connection as PPPoE.

(") Connect using a broadband connection that is alwayps on

Thiz iz a high-speed connection uzing either a cable modem, DSL or LAk
connection. |t is always active, and dossn't require pou to sign in.

[ < Back “ Newt > 1[ Cancel ]

10 Check “Modem Standard 33600 bps Modem.” Click Next.

Enter the name for the connection e.g. MPDS. Click Next.

Mew Connection Wizard

Select a Device
This is the: device that will be used to make the conhection

*You have more than one dial-up device on your computer.

Select the devices to use in this connection:

odem - Standard 33600 bps Modem [COM1)

New Connection Wizard

Connection Name
‘What iz the name of the service that provides pour Internet connection?

Type the name of your ISP in the following box.

5P Mame

[MPDS |

The name you twpe here will be the name of the connection you are creating.

< Back ][ Newt > ]I Cancel




6. DATA COMMUNICATION

11 Entering phone number **94# automatically connects you to the Internet
Service Provider through your default Net Provider. Click Next.
Check Anyone's use, and click Next.

New Connection Wizard
Phone Number to Dial
Wwhat iz your SP's phone number?

——

/" Type the phone number below ~ \
( Phore rumber: /
| o4
N O <

_—— —
*rou might need to nclude a 1" or the area code, or both, [f you are not sure
yiou heed the extra numbers, dial the phone number on vour telsphane. If you
hear a modem sound, the number dialed is comect

Note: Hash # may be
omitted on some PCs/
Windows versions.

[ < Back ” Mext > 1[ Caricel l

A connection that is created for your use only is saved in pour user account and is not
available unless you are logged on.
—_——

-
Create this connection fuh
\@ Anpong's use /
—
M3 use only

™

l < Back ” Nest » ][ Cancel

12 Enter name and password for the connection.

Uncheck Turn on Internet Connection Firewall for this connection. Click
Next.

Complete the New Connection, click Finish.

New Connection Wizard

Internet Account Information
*rou will need an account name and password ta sign in bo wour Internet account

Type an ISP account name and password, then wiite dovn this information and store it in &
zafe place. (If you have forgotten an existing account name o password, contact pour [SP.]

Uset name: [FurRUNO
Pazsword: |essnsnns
Canfirm password: |esssssns

Use thiz account name and password when anyone connects ko the Internet from
thiz computer

Make this the default Intemet connection -

—_—

— — —
<|:|§Tum on Intemet Connection Firewal for this cunnectiurf)
= =

< Back ” Next > ][ Cancel ]

TS TOMGTITI Coor T C

MPD5

* Make this the default connection

* This connection iz firewallzd

* Share with all users of this computer

* Usze the same uzer name & password for everyone

The connection will be saved in the Network
Connections foldes —— —— —

—_—
[[] &dd a shortcut to this connection to my desktop ~
S~ . —

T create the connection and close this wizard, click Finish,

< Back Finish Cancel




6.1.4

Checking default settings

B Control Panel

File Edit View Favorites Tools  Help

6. DATA COMMUNICATION

1 Double-click Network Connections in the Control Panel.

J':j Search h:— Folders v

_v‘Go

- Control Panel & % @ %

Accassibiity  Add Hardware Add or Administrative

0- Switch to Category View Ciptions

Remov... Tools

NP & @ @

& Wwindows Update

@) Help and Suppart .

Metwork,
Conneckions — Madem ..., Faxes

e 3 9 9

Regional and  Scanners and  Scheduled Sounds and

Date and Time Display Folder Options Fanks

P = D

Game Inkermet Keyboard Mouse
Controllers Cptions
e b % &

Phone and  Power Options  Printers and

Languagse ... Cameras Tasks Audio Devices
Speech Swskem Taskbar and  User Accounts
Start Menu

" Network Connections

Fle Edt Vew Favortes Toos Advanced Help

Qek ~ () (T Dot [ rokers [~

2 Right-click the MPDS dial-up connection and click Properties.

EEIX

Address | Netwark Carnections

Network Tasks

[8] Create anew connection
@ Start this connection =

]} Rename this connection
72 Delete this connection
Change settings of this
connection 1394 Connection
Ensbled
T L, 1394 et Adapter

Other Places

@ Cortrol Panel

& My Metwork Places
{2} My Documents
9 iy Computer

Details

MPDS
Dial-up

Discormected

Standard 33600 bps Modem
a4

LAN or High-Speed Internet

O;K v 8

Connect.
Status

Cancel as Diefault Connection

Create Copy ction

Create Shortout 0 VP Netwark .o
Delete

Rename
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3 Check settings in the MPDS Properties window:
* Modem - Standard 33600 bps Modem (COM1)

e Phone number: **94#.

Click Configure.

f= MPDS Properties

General | Options | -Se oty Nemarking-- Advanced
3

-
7 Carmect uzing: \\
[ 38 Modern - Standard 33600 bps Modem [COM1) ,{'
—
B p— Configure...

Phone number —
— ~

/F'hnne narnber; N

\

I

| [ Alternates

fl =
e s
S~ -

—_—

[ Use dialing rules

Show icon in notification area when connected

I_ Ok, _H Cancel ]

4 In the Modem Configuration window, check that the Maximum speed (bps)
is set to 115200.

Modem Configuration

@) Standard 33600 bps Mademn [COK1)
G

b aximum zpeed [bpz]: 115200 w

Modem protocol
Hardware features
Enable hardware How contral
Enable modem errar contral

Enable modem compression

[] Shows terminal windaow

] Enable maderm speaker

0k, ] l Cancel
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5 Inthe MPDS Properties window, click Networking and check that Internet
Protocol (TCP/IP) is selected. Click Settings.

f= WPDS Properties

General | Optionz Securit_l.Jl Hetwaorking |Advanced

Type of dialup zerver | am calling:

PPF: Windows 95,/98/MT4/2000, Intemnet W |
i /Thyunne-chan—uses—ﬁwe-ﬁnllumr@em&:

7 Internet Pratocal [TCRAP)

[ Packet-Sehedier

O .@ File and Frinter Sharing for Microzoft Metworks
O % Client for Microsoft Metworks

Dezcription

Tranzmizzion Control Pratocol/Internet Protocal. The default
wide area network, protocol that provides communication
across diverse interconnectad networks,

[ OF. H Cancel ]

6 Inthe PPP Settings window, Negotiate multi-link for single link
connections should be unchecked.

PPP Settings @

Enable LCF extenzians
Enatle software compression
~

—
C [] Megatiate multidink far zingle link connections )
~—~ —

_—

_—

ok |

Cahcel ]

7 Click OK button to finish.
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6.1.5 Connecting to server
Initiating an MPDS call

Open the Control Panel on the PC and double-click the MPDS icon in the
Network Connections window (i.e. the preset dial-up connection).

If provided for the specific server connection, enter the User name and
Password.

Dialing **94# establishes the MPDS connection via the default Net provider (to
HomeLES, see system overview).

"= Network Connections |Z”E|E|

File Edit ‘“iew Favorkes Tools  Advanced  Help #

@Back i -_\_;l l,!; pSearch It_ Folders v

Address @) Network Connections N "| Ga

# |  Dial-up
Network Tasks

B crea m Drcer
reate anew
Disconnecked
conneckion )

[ L Standard 33600 bps Madem

See Also LAN or High-Speed Internet

A Network 1394 Connection
Troubleshaoter Enabled

il | 1394 Net Adapter

Other Places = Local Area Connection
Eniabled

[} Zontrol Panel \*ﬂﬂ Inkel{R) PROJ 100 WM Metwork ...
8 1y Network Places

(5} My Documents

i My Computer

Details

Network Connections
System Folder =

4

Click Dial to establish the connection to the server.
See Connection in progress on next page.

Connect MPDS |

User narme: | FURUNO |

Fazzword: |ffo change fhe saved password. click heral |

Save thiz user name and passward for the following users:

(@iMe onl

() Anyone wha uses this computer

Dial. e =

M

L Dial ,] [ Cancel ] [ Froperties ] [ Help J
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Connection in progress

Displayed on the PC screen:

=
) ( Diaing wgg

Connecting MPDS...

— _—
- ( Werifying usermname and pasaword...
- ~ —

Connecting MPDS...

— —_—
ﬂ CRedistering your computer on the network...
" ~

——— e — —

Cancel

The FELCOM 50 ISDN Handset displays:
(must be in diagnostic mode).

MPDS: TUNED
AOR-E  Spot:6
7 mm MPDS:Registering
AOR-E Spot:6
& MPDS:Regjistered
AOR-E Spot:6
& i MPDS:Connected
AOR-E Spot:6
A
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When connected:

> Open the browser/program to be
used on the connection.

FURUNO

FURUNO ELECTRIC CO,

/ Welcome to FURUNO Website.
Please select language.

~

Copyright{c)2001, FURUNO ELECTRIC CO.,LTD. All rights reserved.

Connection status

Appears when right-clicking the MPDS dial-up icon or clicking the PC icons in
the lower right corner of the screen.

I= MPDS Status

General | Detailgl

Connechion

Status: Connected
Diuration: 00:00:23
Speed: 115.2 Kbpz
Activity =

Sent ﬂ Feceived
Bytes: 1544 a68
Campression: 0% 0%
Errore 0 0
Froperties ] Digzonnect ]
(/\’/

Note: Click Disconnect when shutting down the call.
It is not enough to close the browser alone.
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Switching between MPDS and ISDN mode

The connection window provides sensing on the telephone number.
If dialing an international number instead of **94#, the terminal switches back to
ISDN mode of operation.

Examples:
Dialing “~*94# T—> MPDS via default Net service provider
(no subscriber number is sent to the Net provider).
Note: Hash # may be omitted on some
PCs/Windows versions.

Dialing 008166850170 > ISDN mode.
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6.1.6 Traffic log

Mode View Configure Help

Position:  059d562m11s N 010d29m01s E

Esc| P

B Book g
&5 Log | Telenmor in IOR
Iz menu | Ready for call

“ Seek

SBS 629 com1i 13:50

C/No

In the vtLite idle window, clicking Log lets you select between traffic logs for
packet switched data (MPDS) and all other circuit switched call types.
Clicking the right arrow key expands the level of detail on entries listed.

In the Traffic Log window:

MPDS: note that this information is included for information only and should not
be used e.g. for billing purposes. It contains some of the information also
indicated in the "Real Time" status indications, and can be usefull to pinpoint any
potential problem during a call. Alow C/No < 535, will most likely give many
retransmissions on the sattelite link. You should see this in the number of Srej
TX and RX being higher than normal.

Mode Wiew Configure Help

Position:  [059d52m11s W 010d29m071s E
Esc|
-+ Ca | >Logaing m IpEk i 16 Enabled 3
-’—';ds, gtalncg:';}\gtggl‘fsalls Enabled
= _Edit |
-+ ok || fichs - BAcECit.avitphgeacElls

SBS 641 coMm1 41C 37C 11 56
= EER
Mode Wiew Configure Help

Posibon:  058d52m11s N 010d29m01s E
ESC/|
- o |~ MPRS Netwk:  Rtartigdey Dur-p.0p
- MagE| 024> #lerenor  j2jus 58:8%  Bide
= Ta Telenor SAug B9:48 2:01
+ouly HElshor  12AMS 8% 8%

SBS 648 comi  41c 0840 Press [-] key.
= EEX

Mode Wiew Corfigure Help

Postion:  058d52m11s M D10629m01s E
ESC/

byt /R Kb/68.
= _pint | Em‘érav 85256 X Sredg ?x/th SKB
ms onnec S
= S| {PkrsAv user‘s 2/@ Tim Init/Cor: 1/@
=& Tag Clear ause: .
e Accum TimAdi: 21@ SynclLost: @
SBS 645 com1 41C 13747
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AT-commands

The commands listed below are performed automatically with the dial string
**Q44#, but can be useful for advanced debugging of the MPDS system (e.g. SBS
and HLES):

selects Net Provider (XXX = LES access code) for the serial port used.

Example:

selects Telenor: 004

sets and retrieves MPDS MSN.

Up to 22 digits are supported and the value is immediately saved to flash. The
value is not used and is only provided for information.

registers the user with the default Net Service Provider.

This command will make the terminal register at the R-LES only, i.e. the terminal
will not be connected to the Internet. In many cases when the MPDS system
does not work it is important to verify whether the fault is in the SBS, RLES or
HLES.

If this command is performed via e.g. Hyperterminal and you get the prompt
Registered, then the fault is probably located in the H-LES.

If you do not get registered, your mobile is either rejected because of limited
SBS resources or your mobile is not registered (commissioned) in the RLES.

deregisters the user.

sets the FELCOM 50 terminal in MPDS mode.

This is implicitly done when using the **94# dial string. This command will make
the FELCOM 50 terminal Register at the RLES when the Windows
dial Up adapter sets up a PPP connection to the H-LES (Internet).

sets the FELCOM 50 terminal back to Normal mode (UDI) mode.

Note: Local echo of keyboard entries is set to ON with the commands:

6-17
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Note that all the above commands are not required if you use the Dial String
**94# to select MPDS; all other Dial Strings will use SCPC.

It is included for information only. However when you are not able to establish
the Dial Up Adapter, the "FURUNO" procedure has been to try the At+Wreg=1,
in order to verify whether or not this has been a SBS or RLES problem.

Verifying MPDS with AT-commands

Access to AT-commands
Instead of using the PC hyperterminal facility, access can easily be
accomplished using vtLite Mobile, or using Hyperterminal.

=]
50 View Corfigure  Help
v Terminal MML - CtrbHM

osition!

T Mode CtrA
Trace ChrHR
Offline ChrhL
Exit

&5 log || Tetenor in AOR-E 1 (Egam ?)
= evation
I Meru | Busy with call

e Seek

SBS 630 CcomM1 43C i0 16

Start vtlLite again:
You can now key in at+wreg=1 from vtLite:

Mode Yiew Configure Help

Position:.  No GPS position!

Esc|

OK “
atrwles?
+HWLES: 004
Mok A
atrwreg=1
REGISTERED
iy -
T %
\ Send Raw
Tx
Iat&wreg =1

Send

Base
__Hex | AQEC_J Ascii it Cls [~ autosend

r—— A ——— 7
| REGISTERED : MPDS is operational
| FAILED : MPDS is not operational.

|
: ttional. |
| Verify that MPDS is available for |
your terminal. See function 99, |

Customization > Paid functions. |
If necessary, check that MPDS |
|

has been commissioned at your
Net Service provider.
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Troubleshooting

6. DATA COMMUNICATION

Problem

Probable cause

Action

1.No contact with modem or

busy

Wrong setup of
Communication Unit.

vtLite Mobile uses the
same port.

Make sure the vtLite
settings are correct, see
RS-232 configuration.

Try autodect if problems
with the connection.

Try different speed and
COM port settings.

Close vtLite Mobile.

2.Cannot find Dial Up
Networking:

Dial up connection not
installed.

Contact your PC vendor to
get the software.

3.Connection unsuccessful:

Wrong connection
details.

Check the phone number,
user name and password
with your service provider.

Using vtLite Mobile, check
configuration in Device
Manager.

4. Length of serial cable
Length of USB cable

Guaranteed length: 3 m
Guaranteed length: 5 m

5.All dialups dial in MPDS

Use AT+WS45=1 to set port
back to normal mode.

6. User name and password
illegal

Some PCs always
require
username/password.

Enter any name/password
to ensure a successful call.
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6-20

Checking your configuration

Connection attempt fails quickly and reports a hardware error with the
modem

Check that no other application for example hyperterminal or vtLite is using the
serial port and check that the serial cable is properly connected between the PC
and the terminal.

The MPDS real time status display starts but the connection fails to establish
before timing out.

Start hyperterminal or another terminal emulator so AT commands can be

entered to the terminal.

First check the LES being used AT+WLES? The terminal will reply with the LES

access code being used. If this is not what you expect change the value with

AT+WLES=xxx and save the new value with AT&W now check that it is possible

to access the MPDS service by entering AT+WREG=1.

The real time status display should show “Allocating” “Tuning” and finally

“Registered”

If instead you see “Failed” “Inactive” then the terminal has not been able to

connect to the MPDS service with the given access code.

The result of the registration attempt is also shown to the AT interface.

If registration worked then deregister with AT+WREG=0.

The registration attempt succeeds but connection attempts fail
Check that the max speed of the modem that was setup is 115200bps.



6. DATA COMMUNICATION

Faultfinding

After starting the connection as described above one should see:

a) The dial up networking connection dialogue shows the normal progression of
“dialing” “verifying user name and password” and “registering your computer
on the network”

b) The real time status indication on the terminal should show “Registering” then
“Registered”

c) Once a “Connect” has been received from the host the Modem display/ISDN
Handset will show “Connected”.

d) The connection should be established and usable after the completion of
PPP negotiation.

Error and clear cause logging on the vtLite application window

The terminal includes call logging and a record of any errors that occur. To assist
with improving the system please note the contents of these if a problem is
encountered.

C/No display Signal Strength Indication

For data communication it is of major importance that the mobile has a high
enough Carrier-to-Noise Ratio (C/No) before the call is established. (a voice call
is not as sensitive to this as a data call).

Before establishing any sort of data call (HSD or MPDS) verify that the display in
viLite indicates minimum 535.

Diagnostics

To enable diagnostics open menu “Advanced Functions” -> “Configuration” ->
“Enable diagnostics” “9-7-4"

And select “On”. Press ESC key 4 times to return to the idle screen.

Version information

The versions of the software components used in your system are shown in
menu “Advanced functions” -> “Information available” -> “Misc version I1d”.
Use the up/down arrow keys to navigate the list.

Minimum Modem software requirements:
* FELCOM 50: 2.0 system version
(vtLite function n0.982).
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6.2
6.2.1

PC w/Windows

2000 or later

6-22

Mobile Packet Data Service (USB)

Introduction

The Mobile Packet Data Service complies with the communication protocol
defined by the Inmarsat Fleet system.

The transmission data rate over the satellite link is typically 20 kbps (a 64 kbps
channel is shared with other users).

Switching between MPDS and Mobile ISDN service is done from the PC.
The PC must have Win 2000 or Win XP installed.

With MPDS you only pay for the amount of data received or transmitted, rather
than for the time you are connected.

MPDS can be efficient for applications that involves brief bursts of
communication followed by periods of inactivity, such as:

e E-mail

* Internet/intranet

* Navigational updates
* Scada

» Database queries

* E-commerce

¢ VPN - Virtual Private Network

o** 5 ¢ A Land
A Earth
», Station,

®

FELCOM 70

03 4
‘é 0‘0
FELCOM 50 FELCOM 30 \‘ o
2 . ) V4 -7
AZl' L
L

SBS (Shared Base Station) assigns channels to
the MPDS user and handles the MPDS
communication. Terminals in MPDS mode share
data channels with other users.

RLES (Regional Land Earth Station) sets terminal
in MPDS list. A terminal can not receive a voice
call when in MPDS mode.

Home LES (Home Land Earth Station) gives
access to MPDS service like Internet/e-mail. It
also handles the MPDS biling system.

System Overview
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Connecting up

USB driver installation

Prior to installing the USB drivers, remove vtLite Mobile if it is to be used via
USB.

Remove all programs that use virtual COM ports, such as RVS.

The programs may be reinstalled when the USB installation has been
completed.

Procedure:

1 Insertthe CD enclosed with the manual.

2 With the terminal ON, connect the USB port of a PC and FELCOM 50 as
shown below.

3 Windows opens the Found New Hardware Wizard.

See next page.

Modem Drivers

Win 2000/XP:
Mdm4nera.inf

FELCOM 50

(@ ON
€ //_ 48VDC
= SYNC 1SDN

ISDN
\- ALARM @
RS-232 A RS-232 B -ll
54321 54321 usB
o@e oo (=) | [
9876 9876

O

® of filiis o

DTE
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6.2.3 PC setup

Setting up a connection

(Windows XP is used as an example)
Ensure that vtLite Mobile is closed.

1 The Found New Hardware Wizard opens when the USB cable has been
connected.

Check "Install from a list or specific location (Advanced)" and click Next.

Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard

This wizard helps you install software for:

Mera Satum F1 USE Modem

f:') If your hardware came with an installation CD
2= or floppy dizk. insert it now.

what da pou want the wizard ta da?

() Inztall the software automatically (Fecommended)
(®) Install from a list or specific location [Advanced)

Click Mest o continue.

[ Mext }[ Cancel
1

N

2 Check "Don't search. | will choose the driver to install".
Click Next.

Note: Setting up is only necessary to do once.
For future connections, go directly to Initiating an MPDS call.

Found New Hardware Wizard
Please choose your search and installation options.

() Search for the best diver in these locations.

Uze the check boxes below to limit or expand the default zearch, which includes local
paths and removable media. The best diver found will be installed.

() Don't seaich, | will choose the driver ta instal.

Chooze this option to select the device driver from a list. “Windows does not guarantee that
the driver pou chooze wil be the best match for pour hardware

< Back H Hest » ][ Cancel

—1

2
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In the Install new modem window click Have disk. Windows selects the CD

drive and detects the USB driver on the CD automatically. Click Ok.

Install Mew Modem

Show compatible hardware
[ Models

@3 This driver is not digitally signed!
Tell me why driver signing is important

Install From Disk

\.lg

Flease select the maodem you want ta install.

Select the manufacturer and model of your modem. |f wour modem is not listed. or if pou
'\!@ have an installation disk, click Have Disk.

Inzert the manufacturer's installation disk. and then
make sure that the corect drive is selected below.

E Copy manufacturer's files framm:

DR

™

[ < Back ” Newt > ][ Cancel ]

Y

A Browse. ..

4 Select the NERA Generic USB Modem. Click Next and then Finish to

complete the installation.

Hardware Update Wizard

Install New Modem
Flease select the modem you want to install.

ng have an installation disk, click Have Disk,

Show compatible hardware

| Modee— — T
( NERA Generic USB Modem
\ — — /

& This driver is not digitally signed!
Tell me vahy driver signing iz impaortant

Select the manufacturer and model of wour modern, IF pour modem iz not lizted, or if you

™

[ < Back “ Next > l[ Cancel ] -

Completing the Hardware Update
Wizard

The wizard has finished instaling the software for:

Click Finish to close the wizard.

NERA F55 USB Modem

4
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6.2.4 MPDS - setup

1 Opening the Phone and Modem Options window confirms the established
modem connection.
Select Nera Generic USB Modem.

Phone and Modem Options |z”z|
Dialing Rules| Modems | Advanced|
E > The tallowing modems are installed:
Madem Attached To
£33 NERA Generic USB Modem COM3
@ Standard 33600 bps Modsm COM1
[ Add... ] [ Remove ] L Properties J

Note: The setup for data transfer to the FURUNO terminal is based on the
Windows 2000/XP default parameters:
8 data bits - no parity - 1 stop bit - flow ctrl: Hardware
Clicking Properties allows checking the parameters.

2 Open the Control Panel on the PC and double-click the Network
Connections icon.

B Control Panel [Z”EHX|
File Edit Wiew Favorites Tools  Help ﬂ.
\J Each \‘J |_’F /':\ Search I;:r Folders '

Address G' Control Panel V| 0

ﬁ’ Control Panel 6 % @ %

Accessibility  Add Hardware Add or Administrative
[} Switch to Cakegary Yiew Options Remay,.. Tools

2 . w 2

Date and Time Display Falder Options Fantks

% Windows Update
Q) Help and Support

" P = D

Game Inkernet Keyboard Mause
Controllers COptions
e 18- by 2;4 Lex oL
\ ] @ﬂ =
Metwork Phone and  Power Options  Prinkers and
Connections Moder ... Faxes

e 8 9 9

Regional and  Scanners and  Scheduled Sounds and

Language ... Cameras Tasks Audio Devices
Speech System Taskbar and  User Accounts
Start Meru
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3 Click Create a new connection to open the New Connection Wizard.
Click Next.

* Network Connections |L”E|E|
File Edit VWiew Favorites Tools  Adwanced  Help

Qeak - () (T Ot [rodes | [T

Address | € Hetwork Connectians W ‘ E
LAN or High-Speed Internet

Network Tasks

1394 Connection
Create 5 new connection 2 Enabled
T M 1394 Net Adapter

-

See Also \ ﬂ*‘ Loca\ Area Cannection

{ 1 Inta\(R) PROFLO0 M Network ..

r
i Mew Connection Wizard
J Welcome to the New Connection
@ Wizard
Thiz wizard helps vau
D

4 Metwork Troubleshootsr

* Connect to the Intemet.

* Connect to a private netwark, such as your workplace
network.

To contirue, click Nest

e (e )

—1

N

4 Check Connect to the Internet. Click Next. Check Set up my connection
manually.

Click Next.

Network Connection Type
“What do vou want bo do?

e = —

- =
() Connect to the Internet N

~ Connect to the Intemet 5o vou can browse the Web and read email. /
kR s —_—

—
) Connect to the niefwoikal myworkplace -

Connect to a business netwark [using dial-up or YPM) s you can wark from home,
a field office, or another location

() Set up an advanced connection

Connect directly to anather computer using vour senal, parallel, or infrared port, or
zat up this computer so that ather computers can connect to it

™

[ < Back ” Next > I[ Cancel

How da pou want ta connect to the Internet?

O C)sa-ﬁorrrhsr‘rlﬁl—mél—enﬂce p‘ﬂ?lden-[ISE:]

~
- @ Set up my connection manually ~
( For a dial-up connection, you will need your account name, password, and a )

phone number for your [5F. For a broadband account, vou won't need a phone
~ ~_ humber. _— =~

— —

o —
() Use the CO T gotfom-on 157~ —— —— —

N

[ < Back ” Next > l[ Canicel
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5 Check Connect using a dial-up modem. Click Next.

Internet Connection
How do pou want to connect ta the Intemet?

Ol v ing a dial-up mi

Thiz tbype of connection uses a modem and a regular or ISON phone line.

() Connect using a broadband tion that
password

Thiz iz a high-zpeed connection uzing either a DSL or cable modem. our ISP may
refer to thiz type of connection as PPPoE.

qui a uger name and

(") Connect using a broadband connection that is alwayps on

Thiz iz a high-speed connection uzing either a cable modem, DSL or LAk
connection. |t is always active, and dossn't require pou to sign in.

[ < Back “ Newt > 1[ Cancel

6 Check “Modem-NERA Generic USB Modem.” Click Next.
Enter the name for the connection e.g. MPDS. Click Next.

Select a Device
This is the: device that will be used to make the conhection

“f'ou have mare than one dial-up device on your computer.

Select the devices to use in this connection:

Modem - NERA Generic USB Modem [COM3]

New Connection Wizard

Connection Mame
“What iz the name of the service that provides your Internet connection?

Type the name of your ISP in the following bos.
ISF Mame

[MPDS ]

The name pou type here wil be the name of the connection you are creating.

< Back ][ Newt > ]I Cancel
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7 Entering phone number **94# automatically connects you to the Internet
Service Provider through your default Net Provider. Click Next.
Check Anyone's use, and click Next.

New Connection Wizard

Phone Number to Dial
‘What iz your ISP's phone number?

.

— S ~
/Type the phane number belaw. \
( Phote number:
N s /
~~ —~

e e Lol
“f'ou might need to include a 1" or the area code, or bath, If vau are naot sure
you need the extra numbers, dial the phone number an your telephone. IF you
hear a modem sound, the number disled is correct.

Note: Hash # may be
omitted on some PCs/
Windows versions. Q

o

[ < Back ” Mt > I[ Cancel ] i J

A connection that is created for your use only is saved in pour user account and is not
available unless you are logged on.
i

—
( Create this connection fn\
\@ Anyone's use /
e g e
) My use anly

[ < Back ” Next > ][ Cancel

8 Enter name and password for the connection.

Uncheck Turn on Internet Connection Firewall for this connection. Click
Next.

Complete the New Connection, click Finish.

New Connection Wizard

Internet Account Information
“T'ou will need an account name and pazeword to gign in bo wour Internet account

Type an ISP account name and password, then wiite davn this information and store it in a
zafe place, (If you have forgatten an existing account name o password, contact pour ISP

Uset narme: FURUNO
Passward |escasses
Canfirm password: |esssssns

Uze thiz account name and password when anyone connects to the Internet from
thiz computer

Make this the default Intemet connection
- —_—— — —

—_— =
CDETum aon Intermet Connection Firewall for this connectinrﬁ)
o —— ——— =

< Back ” Next » ][ Cancel ]

T TCM T I Lo T

MPD5

* Make this the default connection

* This connection iz firewalled

Share with all users of this computer

Use the same user name & password for everyons

.
.

The connection will be saved in the Netwark

Connections foldse — — — —_—
[ Add a shortcut to this connection to my desktop ~
S~ —

—_—_— e —

Ta create the connection and close this wizard, click Finish,

< Back Finizh Cancel
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6.2.5 Checking default settings

1 Double-click Network Connections in the Control Panel.

B Control Panel ‘._”E‘lil
File Edit View Favorkes Tools Help #
£ ‘.l> Back d L? ‘}_‘_\-‘ Search [1:_ Folders v
Address [} Conkral Panel v| ]

& % B
‘ 9@
E Control Panel X
Accessibility  Add Hardware add or Administrative
G- Switch to Category View Options Remov... Tools
= " :/I j
See Also ® j g I’J J
Date and Time Dizplay Falder Options Fonts
@ Windows Update
@) Help and Suppart . ? !p':)
Game Inkernet Keyboard Mouse
Contrallers Cptions
@ L % ©
\ = L =
Ietwork Phone and  Power Options  Printers and
Connections — Modem ... Faxes
e 3 2 9
Regional and  Scanners and  Scheduled Sounds and
Language ... Cameras Tasks Audio Devices
Speech System Taskbar and  User Accounks
Start Menu

2 Right-click the MPDS dial-up connection and click Properties.

" Network Connections

Fle Edt View Favortes Took Advanced Help I3
Qe - ) (F Pseaen [ rolters [~ (v—’
Ackiress | @) Network Connections v B

Network Tasks

Create a new connection
@ start this connection o | p——
]} Rename this cannection Status
3] Delete this conmection peed Internet
hange settings of this

connection 394

natled

394 et Adapter Create Shortcut 0 M petwerk .

Cancel as Defaul: Connection

Connection Crests Copy iection
s s

Other Places Delste
Rename

B contral Fanel
S My Network Places
(£} My Documents
g My Computer

Details

MPDS
Diskp

Disconnected
Standard 33600 bps Mordem
454
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3 Confirm settings in the MPDS Properties window:

4

"Modem - NERA Generic USB Modem".
Phone number: **94#

Click Configure.

t= MPDS Properties

L]

All devices call the zame numbers

Fhone number

—— —

Z

[ Use dialing rules

(/F'_hEne nurnber: ~ \
\L"*Sdﬂ /l | I_ Alternates ]

Show icon in notification area when connected

(] 4 Cancel ]

J |

In the Modem Configuration window, check that the Maximum speed (bps)

is set to 115200.

Modem Configuration

& Standard 33600 bps Modem (COMT)
G

b aximurn zpeed [bps]: | 115200

Modem protocol

Hardware features
Enable hardware flow control
Enable modem enar contral

Enable madem compression

[ Show terrninal wirdae

[] Enable modem speaker

] [ Cancel
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5 Inthe MPDS Properties window, click Networking and check that Internet
Protocol (TCP/IP) is selected. Click Settings.

f~ WPDS Properties

General | Optiong 5&curit_l,l| Metworking |A|:I\-'anu:ed

Type of dialup zerver | am calling:

PPP: windows 95/38/MT4,/2000, Intemet V|
i /Thyunneghgn-usss-mmlr]iltems:

 Internet P CP/AP)
GroSF acket-Scheduier
O B File and Printer Sharing for Microzaft Metworks

O El Client for Microsaft Metwork s

Dezcnphion

Transmizzion Control Protocol/ nternet Protocol. The default
wide area network, protocol that provides communication
across diverse interconnected nebworks,

[ Ok H Cancel ]

6 Inthe PPP Settings window, Negotiate multi-link for single link
connections should be unchecked.

PPP Settings @

Enable LCP extensions
Enable software compression__

= a om a n \.\
C [ ] Megotiate multi-ink. for zingle link connections )
=~ — _ p— e
] ] [ Cancel ]
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Connecting to server
Initiating an MPDS call

Open the Control Panel on the PC and double-click the MPDS icon in the
Network Connections window (i.e. the preset dial-up connection).

If provided for the specific server connection, enter the User name and
Password.

Dialing **94# establishes the MPDS connection via the default Net provider (to
HomeLES, see system overview).

"= Network Connections |Z”E|E|

File Edit ‘“iew Favorkes Tools  Advanced  Help #

@Back i J L‘I; pSearch W= Folders v

Address @) Network Connections N v| Go
# Dial-up
Network Tasks
_— m MPDS
reate anew Disconnecked

connection —: L Standard 33600 bps Modzm
See also LAN or High-5peed Internet
A Network 1394 Connection

Troubleshaoter Enabled

it 58 1394 Net Adapter
Other Places = Local Area Connection
Eniabled

[} Barliall e il Intel{R) PROJLO0 WM Metwork ...

8 1y Network Places
(5} My Documents
i My Computer

Details

Network Connections
System Folder =

4

Click Dial to establish the connection to the server.
See Connection in progress on next page.

Connect MPDS [

User narme: | FURUNO |

Fazzword: |ffo change fhe saved password. click heral |

Save thiz user name and passward for the following users:

() Anyone wha uses this computer

Dial. e =

L Dial ,] [ Cancel ] [ Froperties ] [ Help ]
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Connection in progress

Displayed on the PC screen:

— —
--"@ ( Werifying uzername and password...

~ —_—

——— e — —

The FELCOM 50 ISDN Handset displays:
(must be in diagnostic mode).

MPDS: TUNED
AOR-E  Spot:6
& MPDS:Registering
AOR-E Spot:6
& MPDS:Regjistered
AOR-E Spot:6
& i MPDS:Connected
AOR-E Spot:6
A
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When connected:

> Open the browser/program to be

used on the connection.

JND BED ETW | N YD ALK
PR - - QA 4 Dz Wencan SEE 2 S E-
FELAMD & htpiwwiuruno.cojpl

FURUNO ELECTRIC CO.LTD.

,!/ Welcome to FURUNO Website.
Please select language.

™

Copyright(c)2001, FURUNO ELECTRIC CO.,LTD. All rights reserved.

Connection status

Appears when right-clicking the MPDS dial-up icon or clicking the PC icons in
the lower right corner of the screen.

I= MPDS Status

General | Detailgl
Connechion
Status: Connected
Diuration: 00:00:23
Speed: 115.2 Kbpz
Activity =
Sent ﬂ Feceived
Bytes: 1544 a68
Campression: 0% 0%
Errore 0 0
Froperties ] Digzonnect ]
(/\’/

Note: Click Disconnect when shutting down the call.
It is not enough to close the browser alone.
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Switching between MPDS and ISDN mode

The connection window provides sensing on the telephone number.
If dialing an international number instead of **94#, the terminal switches back to
ISDN mode of operation.

Examples:
Dialing “*94# T—> MPDS via default Net service provider
(no subscriber number is sent to the Net provider).
Note: Hash # may be omitted on some
PCs/Windows versions.

Dialing 004766850170 > ISDN mode.
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6.2.7 Traffic log

Mode View Configure Help

Position:  059d562m11s N 010d29m01s E

Esc| P

B Book g
&5 Log | Telenmor in IOR
Iz menu | Ready for call

0 Seek

SBS 628 COM1 13250

C/No

In the vtLite idle window, clicking Log lets you select between traffic logs for
packet switched data (MPDS) and all other circuit switched call types.
Clicking the right arrow key expands the level of detail on entries listed.

In the Traffic Log window:

MPDS: note that this information is included for information only and should not
be used e.qg. for billing purposes. It contains some of the information also
indicated in the "Real Time" status indications, and can be usefull to pinpoint any
potential problem during a call. A low C/No, < 535, will most likely give many
retransmissions on the sattelite link. You should see this in the number of Srej
TX and RX being higher than normal.

Mode View Configure Help

Position:  059d52m11s N 010d29m01s E
Esc|
Trafhc log
="_| )Lo?glna i ‘t d 11 Enabled >
Total Unprin ed calls:
= bpds | Log incoming calls: Enabled
o— [ T
- ircui switche ca S

=+ Ok | Mpds - Packet switched data

SBS f4l com1 41C 37C 11 56
= EEX

Mode Wiew Configure Help

Positon:  058d52m11s N 010d29m01s E

ESC|

= e | ;24>MzD§ i i53r58?07 Pur g, g "
e R
Tag elenor ug E E
+ouly  GIEIERSr  13ANS 88136 B8idS
SBS 648 COM1 41C 08 40

Mode View Corfigure Help

Postion:  [59d52mi1s M 010d28m01s E

ESC|

- Port bytes Ix-Rx: 3.7Kbs68. BKb

it | R 92% @/%573231 Sre.chTx/in:: B/?
ms : onnects:

*m] Pk Av ysers: 2/0 Tim Init/Cor: 1/0

= Tag Clear '_:r:auzg 210 3@% Lost: B
g Accum TimAdi: ynclost:

SBS 845 com1 13:47
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6.2.8

6-38

AT-commands

The commands listed below are performed automatically with the dial string
**Q4#, but can be useful for advanced debugging of the MPDS system (e.g. SBS
and HLES):

selects Net Provider (XXX = LES access code) for the serial port used.

Example:

selects Telenor: 004

sets and retrieves MPDS MSN.

Up to 22 digits are supported and the value is immediately saved to flash. The
value is not used and is only provided for information.

registers the user with the default Net Service Provider.

This command will make the terminal register at the R-LES only, i.e. the terminal
will not be connected to the Internet. In many cases when the MPDS system
does not work it is important to verify whether the fault is in the SBS, RLES or
HLES.

If this command is performed via e.g. Hyperterminal and you get the prompt
Registered, then the fault is probably located in the H-LES.

If you do not get registered, your mobile is either rejected because of limited
SBS resources or your mobile is not registered (commissioned) in the RLES.

deregisters the user.

sets the FELCOM 50 terminal in MPDS mode.

This is implicitly done when using the **94# dial string. This command will make
the FELCOM 50 terminal Register at the RLES when the Windows
dial Up adapter sets up a PPP connection to the H-LES (Internet).

sets the FELCOM 50 terminal back to Normal mode (SCPC HSD) mode.

Note: Local echo of keyboard entries is set to ON with the commands:

Note that all the above commands are not required if you use the Dial String
**94# to select MPDS; all other Dial Strings will use SCPC.
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It is included for information only. However when you are not able to establish
the Dial Up Adapter, the "FURUNO" procedure has been to try the At+Wreg=1,
in order to verify whether or not this has been a SBS or RLES problem.

Verifying MPDS with AT-commands

Access to AT-commands
Instead of using the PC hyperterminal facility, access can easily be
accomplished using vtLite Mobile, or using Hyperterminal.

=]
CCH Wiew  Configure  Help
v Terminal MML - CtrbHM

osition!

AT Mode CtrA
Trace ChrHR

Offline ChrHL
'gﬁlkrére or in AOR-E Eleng?gm )
IF Menu || Busy with call
@ see |
SBS 630 COoM1 10 16

Start vtlLite again:
You can now key in at+wreg=1 from vtLite:

Mode Wiew Configure Help
Position.  No GPS position!
ESc|
OK ~
at+wles?
+WLES: 004
Mz — 1
RECIS "RED_]
T J
\ Send Raw
Tx
Iat¥wreg-1
Send
i \ Dec Asci LTl e L jaiisend
\
r— b m
| REGISTERED : MPDS is operational |
| FAILED : MPDS is not operational. |
| Verify that MPDS is available for |
| your terminal. See function 99, |
| Customization > Paid functions. |
If necessary, check that MPDS
| has been commissioned at your |
| Net Service provider. |
S -
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6.2.9 Troubleshooting

Problem Probable cause

Action

1.No contact with Wrong setup of
modem: Communication Unit.

Check cable connection.

Disconnect USB cable, and
reconnect.

On PC, open Phone and Modem
options and check whether USB
Modem driver is connected to COM
port. If not:

1. Remove Modem in Phone and
Modem options.

2.Remove previous USB
installations via Control Panel>
System > Hardware > Device
Manager. Double-click universal
serial Bus Controller and uninstall
the USB universal Host
Controller.
Warning! Remove all USB
drivers.

3. Start again from page 6-23.

2.Cannot find Network Network connection not
Connection: installed.

Contact your PC vendor to get the
software.

3.Connection Wrong connection
unsuccessful: details.

Check the phone number, user
name and password with your
service provider.

4. Length of serial cable: Guranteed length: 3 m
Length of USB cable: Guranteed length: 5 m
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Problem Probable cause Action

5.Using vtLite * Remove vtLite Mobile and USB
Mobile via USB drivers, see problem 1.
fails: « Reinstall vtLite Mobile.

6. Disconnects Wrong setting in dialup. » Check properties>options>idle time
after some time: before hang up.

7.All dialups dial in » Use AT+WS45=1 to set port back to
MPDS mode: normal mode.

8.Username and Some PCs always require » Enter any name/password to ensure
password illegal: username/password a successful call.
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Checking your configuration

Connection attempt fails quickly and reports a hardware error with the
modem

Check that no other application for example hyperterminal or vtLite is using the
serial port and check that the serial cable is properly connected between the PC
and the terminal.

The MPDS real time status display starts but the connection fails to establish
before timing out.

Start hyperterminal or another terminal emulator so AT commands can be

entered to the terminal.

First check the LES being used AT+WLES? The terminal will reply with the LES

access code being used. If this is not what you expect change the value with

AT+WLES=xxx and save the new value with AT&W now check that it is possible

to access the MPDS service by entering AT+WREG=1.

The real time status display should show “Allocating” “Tuning” and finally

“Registered”

If instead you see “Failed” “Inactive” then the terminal has not been able to

connect to the MPDS service with the given access code.

The result of the registration attempt is also shown to the AT interface.

If registration worked then deregister with AT+WREG=0.

The registration attempt succeeds but connection attempts fail
Check that the max speed of the modem that was setup is 115200bps.
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Faultfinding

After starting the connection as described above one should see:

a) The dial up networking connection dialogue shows the normal progression of
“dialing” “verifying user name and password” and “registering your computer
on the network”

b) The real time status indication on the terminal should show “Registering” then
“Registered”

c) Once a “Connect” has been received from the host the Modem display/ISDN
Handset will show “Connected”.

d) The connection should be established and usable after the completion of
PPP negotiation.

Error and clear cause logging on the vtLite application window

The terminal includes call logging and a record of any errors that occur. To assist
with improving the system please note the contents of these if a problem is
encountered.

C/No display Signal Strength Indication

For data communication it is of major importance that the mobile has a high
enough Carrier-to-Noise Ratio (C/No) before the call is established. (a voice call
is not as sensitive to this as a data call).

Before establishing any sort of data call (HSD or MPDS) verify that the display in
viLite indicates minimum 535.

Diagnostics

To enable diagnostics open menu “Advanced Functions” -> “Configuration” ->
“Enable diagnostics” “9-7-4"

And select “On”. Press ESC key 4 times to return to the idle screen.

Version information

The versions of the software components used in your system are shown in
menu “Advanced functions” -> “Information available” -> “Misc version I1d”.
Use the up/down arrow keys to navigate the list.

Minimum Modem software requirements:
* FELCOM 50: 2.0 system version
(vtLite function n0.982).
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Mobile Data Service (RS-232)

6.3
PPP modem via RS-232

6.3.1
Introduction
The Mobile Data Service complies with the ommunication protocol defined by

the Inmarsat Fleet system.
The transmission data rate over the satellite link is:

F77/F55 64 kbps
9.6 kbps

F33
The Mobile Data Service offers 64 kbps connection to the international

ISDN/PSTN network for F77/F55.
The service is suitable for applications such as high-speed file transfer,

store-and-forward video, e-mail and internet.
(PPP = Point-to-Point Protocol).

F -
v
LA ~Q
DAL RS
L4 ~
" o ~
Ok e
* CAN | L)
4 ¢ e
\q Q »
* o ] ~
* Q ] LN
* & n v,
R Q " “~"
* & x ~
» Q

* * ]

* Q []

** & []

o* '0 ]

* ]

* Q

* & L

** * ]

* 4 [

a® / [

FELCOM 70 Q :

. . H

FELCOM 50 [

&
FELCOM 30
Internet provider
L1 Home Office with
analogue modem
supporting

@

9.6 kbps data

.

Internet
service
provider with

64 kbps dial-
up capability

Home
Office LAN with

64 kbps dial-up
capability

‘ PC w/Windows 2000 or later ‘
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Connecting up

Installation

Connect the RS-232 serial cable between the serial port on the PC and the
RS-232 port on the CU.

The default settings are:
Data speed: 115200 bps

Format: 8 data bits,
no parity,
1 stop bit
Flow control: Hardware
(RTS/ICTS)

To change the default setting, see “3.7 Setting ports”.

Modem Drivers

Win 2000/XP:
- Std 33.600 bps

FELCOM 50
MVUW\/W@\
W

)

\- ALARM @

RS-232 A RS-232 B
54321 54321 UsB

oo oEDe (=)
98,76 9876 —

© f ®

54321

(CFoJOXoLO)
ee®e

9876
/ PC serial port
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6.3.3 PC setup

Setting up a connection

(Windows XP is used as an example)
Ensure that vtLite Mobile is closed.

1 Open the Control Panel on the PC and doubleclick the Phone and Modem
Options icon.

B Control Panel Iz”i”g‘
File Edit ‘¥iew Favorites Tools Help .ﬂ'
Qe - @ - (¥ Pseotn [ roders | [T
address | Contral Panel V‘ Go

ﬁ’ Control Panel G. % .‘@ %

Accessibility  Add Hardware Add or Adrministrative
@ Switch to Categary View Optians Remov... Tadls

? & ¥ @

See Also
Datsand Time  Display  Folder Options  Fonts

& Windows Updats

w Help and Support. " o

Internet Keyboard Mause
Controllers Options
e i4e w
— @, =
Wetwork  Phone and  Power Options  Printers and

Connections Modem ...

Q%ﬁ@y

Regional and  Scannets and Schedu\ed Sounds and

Lanquage ... Cameras Audio Devices
Speech System  Taskbarand User Accourts
Start Menu

2 Click the Modems tab.
Click Add, see next page.

Note: Setting up is only necessary to do once.
For future connections, go directly to Initiate a call.

Phone and Modem Options

| Dialing H%Modems |Advanced|
The following modems are installed:

Modem Altached To

AW

Add... Femowve Froperties

L 0K J [ Cancel Apply
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3 In the Add Hardware Wizard window check "Don't detect my modem", and
click Next.

Select Standard 33600 bps Modem in the Models field, and click Next.

Install New Modem o
Do wou want Windows to detect your modem?

“Windowis will nove try to detect your modem. Before
continuing, you should

1. If the modem is attached to your
computer, make sure it is tumed on,

2. Quit any programs that may be using
the moden.

Click Mext when vou are ready to continue.

e e —

= ==
( iv Don't detect my modern; | will select it from a list )
~ — —
[ < Back H Nest > 1 [ Cancel 4
oA
| Manufacturer || Modess *

[Standard Modem Types) S Standard 14400 bips Modem
S Standard 19200 bps Modem
Standard 28200 bps Modem

e

b |

[5F This diver is digitally signed

Tell e why driver signing is important

< Back ” Newt » ][ Cancel ]
—1

N

4 Select the port to which the Modem driver should be installed.
Click Next and then Finish to complete the installation.

Add Hardware Wizard

Install New Modem o
Select the portz] you want ta inztall the modem on,

“fou have selected the following modem:
Standard 33600 bps Modern
e —_—

~
On which ports do you want to install \l?\

Al ports \

s Selected ports

[ < Back ” Next » I[ Cancel
—1

%

N
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5 Opening the Phone and Modem Options window confirms the established
modem connection. Select “Standard 33600 bps Modem”.
Click the Advanced tag and enter command “AT+WS45=1."

Phone and Modem QOptions

| Didling Hules! Modems | Advanced |

[?[%]

@@ The following modems are installed:

Standard 33600 bps Modem Properties

| General | Modsm | Diagnostics| Advanced | Diiver |

Maodern
@ Nera Generic USE Modem
@ Nera Generic USE Modem #2
«% PCTEL 2304WT % 9% MDC Modem
Standard 33600 bps Modem

Attached To
Mat prezent
Mot prezent
Com4

Comi

Extra Settings

Extra initialization commands:
AT+wi545=1

[ agd.

][ Remove ][ PFropertig

[ ok

][ Cancel J

Apd

[ Change Default Preferences. . J

J

[ o

Cancel J

Note: The setup for data transfer to the Furuno terminal is based on the

Windows 2000/XP default parameters:
8 data bits - no parity - 1 stop bit - flow ctrl: Hardware

Clicking Properties allows checking the parameters.

6 Open the Control Panel on the PC and doubleclick the Network

Connections icon.

B Control Panel

EEX
File Edit View Favortes Tools Help 2,.
l\a) |’7 /'_F\ Search [;__ Folders v
Address U' Cantrol Panel V| G
& X B &
i
uf' Control Panel £ - E ‘:ﬁ
Accessibility  Add Hardware Add ar Administrative
Remov. .. Toals

& Switch to Category Yiew

See Also

@ Windows Update
@) Help and Suppart
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Options

P B

Date and Time Display

P = D

Game Inkernet keyboard Mouse

Controllers Options
9 t—l L -'i

Fonts

5

Folder Options

Metwork, Phone and  Power Options  Printers and
Connections Modem ... Faxes
0 ;f’a' A @
Regional and  Scanmers and  Scheduled Sounds and
Language ... Cameras Tasks Audio Devices
Speach System Taskbar and  User Accounts

Start Menu
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7 Click Create a new connection to open the New Connection Wizard.
Click Next.

* Network Connections |L”E|E|
Fle Edi View Favorites Tools  Advanced  Help I

Qeak - ) (T Ot [rodes [T

Address | € Hetwork Connectians b ‘ E
. LAN or High-Speed Internet
Network Tasks &)
1394 Connection
%| Create & new connection s Enabled
T__m_ 1304 Net Adapter
See Also % Lacal Area Connection
. Enabled
4 Hetwork Troubleshoster T Intei(R) PROJLOD WM Netwark ...

* Connect to the Intemet.

* Connect ta a private netwark, such as your workplace
network.

r
1 Mew Connection Wizard
J Welcome to the New Connection
@ Wizard
Thiz wizard helps vau
D

To contirue, click Nest

e (e )

—1

N

8 Check Connect to the Internet. Click Next. Check Set up my connection
manually.

Click Next.

Hetwork Connection Type
“what do you want to do?
. — ———
— —
( (%) Connect to the Internet N

~_ Connect ta the Intemet so you can browse the YWeb and read email e
- R

—_— —
() Connect to the netWolk at My workplace

Connect to a business netwark. (using dialup or YPM] s you can work from home.,
4 field office, or anather location.

(") Set up an advanced connection

Connect directly to another computer uzing your seral, parallel, or infrared port, or
set up this computer so that other computers can connect ta it.

N

[ < Back ” Mext > ][ Cancel

How do you want to connect ta the [nternet?

O Cﬂ)s&konﬁ!‘limlrﬁnﬁlm ﬂ'l’ﬂviden-[lSEx]\

— ~
(¥ 5et up my connection manually ~
( For & dialup cannection. you will need your account name, password. and a )
~ phone number for pour ISP, For a broadband account, you won't need a pho&
~_ number -
— —
() Use the CO T gotfromram |§P— —— —— —

N

[ < Back H Next > 1[ Cancel
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6-50

9 Check Connect using a dial-up modem.
Click Next. Check "Modem - Standard 33600 bps Modem". Click Next.

New Connection Wizard
Internet Connection
How do you want to connect to the Intemet?

— ——— —

— —
— ~
(*) Connect using a dial-up modem N
~_This type of connection uses a modern and 3 regular or ISDN phon@a./
~
f— —
() Connect using a b that ires a user name and
password

This iz a high-speed connection using either a D5L or cable modem. *four [SF may
refer to this tppe of connection as PPPoE.

(") Connect using a broadband connection that is always on

This iz & high-speed connection uzing either a cable modem, D5L or LaM
connection. [tis always active, and dossn't require you ko sign in

[ < Back H Mext > 1[ Canicel ]

Select the devices to uze in this connection:

|15 ModerrStandard 25500 Bps Modem (0K
1]

[ < Back H Mext > ][ Cancel I

10 Enter the name for the connection e.g. Mobile Data Service via RS-232.
Click Next.

Enter phone number. (Through some Net Providers, dialing 28 automatically
connects you to the ISP - Internet Service Provider). Click Next.

New Connection Wizard
Connection Name
‘what iz the name of the service that provides your Intemet connection’?

e ———
— —
—~

peThe - ~
the name of your ISP in the following box.
A N

/ ISP Mame \

E.Mobile Data Service via RS-233 | )

\ The name you type here will be the name of the connection you are creating, /

e _ e
Sy
[ < Back ” Mexst > 1 [ Cancel ] @

/Typ{lhe phane number be\uw.\ N

( Phone number: )
28 !
“You fiight reedtorcitde & 1" or the area code. or bath, [f wou are nat sure

vou need the extra numbers, dial the phone number on vour telephane. IF you
hear a modzm sound, the number disled is comect.

I < Back H Next > 1[ Cancel




11 Check Anyone's use, and click Next.

6. DATA COMMUNICATION

Some Internet Service Providers require user name and password (also on

number 28).

Uncheck Turn on Internet Connection Firewall for this connection. Click

Next.

New Connection Wizard
Connection Availability
“Y'ou can make the new connection available to any user or only to yourself

& connection that i created for wour uze only is saved in your user account and iz not
available unless you are logged on.
——

/ -~
Create thiz connection loh
\@ Anpone's use /

e e e
() My uze only

[ < Back ” Newt > ][ Cancel ]

User name: FURUNO
Fassword: (sssssese
Confirm pazsword: .o .e

Usge thiz account name and password when angone connects to the Intemet from
thiz computer

ke this the default Internet connection

—_———

—_— —
<|:|§Tum on [ntermnet Connection Firewall for thiz Conrection D
-~ =

< Back H Mext > I[ Cancel

12 Complete the New Connection, click Finish.

New Connection Wizard

Completing the New Connection

@ Wizard
“r'ou have successiully completed the steps needed to

create the following connection:

Muobile Data Service via R5-232 2

* Make this the default connection

* This connection is firewalled

* Share with all users of this computer

* Uze the zame uzer name & paseword for everpons

The connection will be saved in the Nebwark
Connections folder, — — —

_—
[ 4dd a shortcut ta this connection to my desktop ~
~ — —

—_—_—— — —

T create the connection and close this wizard, click Finish,

[ < Back T Finish ] [ Cancel
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6.3.4 Checking default settings
1 Double-click Network Connections in the Control Panel.

B Control Panel ‘._”E
File Edit View Favorkes Tools Help #

‘}_‘_\-‘ Search [1:_ Folders v

v| Go
trol Panel & i @ %

Accessibility  Add Hardware add or Administrative
G- Switch to Category View Options Remov... Tools
. - :/I ﬁ
See Also ® j g I’J J

Date and Time Dizplay Falder Options Fonts
@ Windows Update

@) Help and Suppart oy
" P = D

Game Inkernet Keyboard Mouse
Contrallers Cptions
e L % ©
= L =
Ietwork Phone and  Power Options  Printers and
Connections — Modem ... Faxes

e 3 9 9

Regional and  Scanners and  Scheduled Sounds and

Language ... Cameras Tasks Audio Devices
Speech System Taskbar and  User Accounks
Start Menu

2 Right-click the Mobile Data Service via RS-232 dial-up connection and click
Properties.

“« Network Connections [ (=) 3]
Fie Edt Vew Favortes Tools Advanced  Help I

Back = () - | (D search [ Folders -
E i HH

idcress | Network Connections

Dial-up
Network Tasks

filkile Daka Servics s RE232)
Gexlie 8 NELUGERTEELTD Connected, Firewalid —
— t—

Connect

See Also
Status

£ CEsTaE ancel as Default Connection

Create Copy

Other Places
Create Shartcut

Delete

@ Control Panel
LAN or High-Speed Internet | pename

& My Network Places
My Documents
W My Computer

Details

Network Connections
Systen Folder
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3 Check settings in the Mobile Data Service via RS-232 Properties window:
Modem - Standard 33600 bps Modem (COM1)

4

Phone number: 28

Click Configure.

f= Mobile Data Service via BS-232 Properties

PIX

General | Optians|-Secerity| Metwerking | Advanced
2

~~
~~ Connect uzing:

~

AN

I?@ Modem - Standard 33600 bps Modem [COM1)

/|

N

S~
~~

Phiohe number

—_——

/F'hnne nurmber; \‘

— ;
_—_——— | Configure. .

IIN

[2a ]

! [ Alternates ]

—_—

g i
i =

[ Use dialing niles

Show icon in notification area when connected

o |

I

Cahcel ]

In the Modem Configuration window, check that the Maximum speed (bps)
is set to 115200.
Click OK

Modem Configuration

& Standard 33600 bps Modem [COM1)
L

M asimum speed [bpz): | 115200

Modem protocol
Hardware features
Enable hardware flow control
Enable modem enor control

Enable madem compression

[] Shav terminal window

[ Enable modem speaker

QK. ] [ Cancel

[
oA

v/
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5 Inthe Mobile Data Service via RS-232 Properties window, click
Networking and check that Internet Protocol (TCP/IP) is selected.
Click Settings.

=~ Mobile Data Service via RS-232 Properties E|[E|

| Gereral | Options | SEcurit_l,l-| Metworking I_Ad\fanced

Type of dial-up zerver | am calling:
! PPP: "Window S8/MT4/2000, Internet Vl

Settings

2

(] .Q File and Printer Sharing for Microgzaft Metworks
O % Client for Microsaft Metwork s

Dezcnphion

lnﬂin_iitems:
/IP)

Transmizzion Control Protocol/ ntermet Protocol. The default
wide area network, protocal that provides communication
across diverse interconnected nebworks,

[ OF. J[ Cancel ]

6 Inthe PPP Settings window, Negotiate multi-link for single link
connections should be unchecked.

PPP Settings E]

Enable LCF extensions
Enable softwate campression__
|, — - . - . . \.\
([ ] Megatiate multi-ink for single link. connections )
~~ —_— . — -_—
ar. ] [ Cancel ]
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Connecting to server
Initiate a call

Open the Control Panel on the PC and double-click the Mobile Data Service
via RS-232 icon in the Network Connections window (i.e. the preset dialup
connection).

EEE
Ele Edt Wew Favortes Took Advapced  Help ar

(T Dsesch | rdows [

Qe
| & ia B 52 MPDS
5] Create anew connection Conne jalle Disconnected
anda s Modem | { B, standerd 33600 bps Modem
4 Network Troubleshooter K
@ Contrel Panel
3 i Hetwork Places LAN or High-Speed Internet
e 1384 Connection Local irea Connection
Wty Computer Enabled Hetwork cable unplugged
T, 1954 it Adspter T, Intel(R) PROJL00 VM1 flstwark...

Details

Network Connections
System Folder

Note: The viLite Mobile program must be closed down prior to dialing up the
server.

If provided for the specific server connection, enter the User name and
Password.

Click Dial to establish the connection to the server.

See Connection in progress on next page.

Connect Mobile Data Service via RS-232

Ilzer name: | FURUNO ‘

Paszword: |f?ﬂ citamge ffe zaved pazeword click feraf ‘

Save thiz uzer name and pazsword for the following uzers:

(") Ainyone who uzes this computer

Diat | 28# v|

N

L Dial J[ Cancel ][ Froperties J[ Help J
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Connection in progress

Displayed on the PC screen:

Connecting Mobile Data Service via RS-232...

|:> g" Dialing 2.

Connecting Mobile Data Service via R3-232...

% @ erifying usermame and pazsword...

Connecting Mobile Data Service via R§-232...

% @ Registering your computer on the netwark. ..

§> Open the browser/program to

be used on the connection.

Connection status

Appears when right-clicking the Mobile Data Service via RS-232 dial-up icon or
clicking the PC icons in the lower right corner of the screen.

I~ Mobile Data Service via RS-232 Status 2|

General | Details |
Connection
Skatus: Cornected
Cruration: 00:10:53
Speed: 115.2 Kbps
Activity "
Sent ﬂ Received
Bytes: 3824 2155
Compression: 0% 0%
Errors: 1} 0
[ Froperties ] [ Dizconnect
—1
N

Note: Click Disconnect when shutting down the call.
It is not enough to close the browser alone.
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Troubleshooting

6. DATA COMMUNICATION

Problem

Probable cause

Action

1.No contact with
modem or busy

Wrong setup of
Communication
Unit.

viLite Mobile uses
the same port.

Make sure the viLite settings are correct, see
RS-232 configuration.

Try autodect if problems with the connection.

Try different speed and COM port settings.
Close vtLite Mobile

2.Cannot find Dial
Up Networking:

Dial up connection
not installed.

Contact your PC vendor to get the software.

3.Connection
unsuccessful:

- FELCOM 70
- FELCOM 50

Other end is not an
ISDN connection.

It is not possible to use the RS-232 port if the
modem on the receiver side is not an ISDN
modem.

Wrong connection
details

Check the phone number, user name and
password with your service provider.

Check whether 64kbps data UDI is
commissioned.

Using vtLite Mobile, check configuration in
Device Manager.

4. Connection
unsuccessful:
- FELCOM 30

Other end is not an
analogue line.

It is not possible to dial into an ISDN line.

Wrong connection
details

Check phone number, use name and
password.

Check whether 9.6 kbps data is
commissioned.

Using vtLite Mobile, check configuration in the
Device Manager.

5.Cable length

Guaranteed length:
3m

6. All dialups dial in
MPDS

Use AT+WS45=1 to set port back to normal
mode

7. Using Win 98/NT

Win 98 requires a user name and a password
even if Net provider does not.

“Logging onto network” should be unchecked.

Driver 28800 bps can also be used.
Remember 115000bps port speed

8.User name and
password illegal

Some PCs always
require
username/passwor
d.

Enter any name/password to ensure a
successful call.

9. Disconnects
after some time

Wrong setting in
dialup

Check properties>options>idle time before
hang up.
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6.3.7

6-58

AT commands

General

The AT command set allows you to configure the Mobile Data Service function
directly from your PC keyboard.

The AT characters are a prefix to the commands you issue to the Mobile Data
Service.

Most communication applications do not require knowledge of AT commands.

Every time you type AT, you are essentially asking for the Mobile Data Service’s
ATtention. For instance, if you want to answer an incoming data call, you would
type ATA to answer: ATA[=R]

When a value associated with a command is not entered, it is assumed to be 0,

f.ex.: [2])[@ [&] [©] equals [2] [T] [&] [o] [o].

Hanging up — escape sequence

Once the Mobile Data Service is online to another system, the only command it
recognises is an escape code that contains three typed pluses, (+) which forces
the Mobile Data Service back to command mode.

The following should be done, when issuing the escape command:

* Wait one second after sending the last item of data.
« Type[EH [ with less than one second between the characters.
* Wait one second, an "OK" response should appear.

Do not type the AT prefix or Carriage Return. The guard time of one second
before and after the code prevents the Mobile Data Service from misinterpreting
the occurrence of +++ in the transmitted data stream.

If necessary, the character used in the escape code or the duration of the guard
time can be changed by altering Register S2 or S12, see S-register
commands.

* In response to [F][£][] the Mobile Data Service returns to command mode.
« To hang up, key 2] [ [H [=2xR]
« To return to online mode, key[&] [T][©][=R]
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Operating modes

The Mobile Data Service function may operate in three modes:

* Command mode
The Mobile Data Service responds to AT commands. No remote
communication occurs.

* Online command mode
A data call is taking place and an escape sequence has been initiated, after
which the Mobile Data Service will respond to AT commands during the call.

* Online data mode
Once the Mobile Data Service is connected up, anything arriving from the PC
is interpreted as data and sent to the remote end and vice versa.

Basic AT commands

Note: AT commands may be entered in either upper or lower case (not mixed).

instructs the Mobile Data Service to connect the line and start the answer
sequence of the incoming call.
Used when not configured for auto answer.

instructs the Mobile Data Service to dial the number 00 47 67 24 47 00 via the
default Net service provider.

instructs the Mobile Data Service to dial the number 00 47 67 24 47 00 via the
selected Net service provider, e.g. Telenor (4 = LES access code = Telenor).

dials the telephone number stored under short number
11.

[E][n] [=&]

sets local echo of keyboard commands on/off:
turns local echo OFF.

turns local echo ON.
Default
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hook control:

sets the Mobile Data Service ON-hook when in Online Data Mode.
Disconnects the line and terminates the call.

returns to Online Data Mode when in Online Command Mode during a data call.

[l [n] [=&]

sets responses sent by the Mobile Data Service:

[==]: the Mobile Data Service returns responses like OK or
ERROR. Default.

[==]: the Mobile Data Service does not return responses.
sets and displays S register values. See "S-Register Commands".

L [n] [=&]

sets the Mobile Data Service response format to words or numbers:
selects numeric response.

selects verbal response.
Default

I [n][=&]

selects CONNECT result code format (dial tone detection — busy detection):

basic message set: OK, CONNECT, RING, NO CARRIER, ERROR.

basic message set extended with CONNECT xxxx-yyyy.

basic message set extended with NO DIALTONE.

basic message set extended with BUSY.
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basic message set extended with all of the above.
Default

[==]
resets the Mobile Data Service configuration to last saved command. Also clears
the call if used when in Online Command Mode.

repeats last command.
Re-executes the last AT command string issued to the Mobile Data Service,
including redialing a telephone number.

Extended AT commands

&[T [&] €] [n] [2xR]

determines the Data Carrier Detect (DCD) behaviour:

sets DCD always ON.
sets DCD, only when connected. Default.

[T [&] [©] [n] (2]

selects the Data Terminal Ready (DTR) behaviour:

the Mobile Data Service ignores DTR.

[2R] the Mobile Data Service enters Online Command Mode
when DTR goes inactive.

[==] the Mobile Data Service clears call when DTR goes
inactive. Default.

resets the Mobile Data Service to factory default. The factory default is not
saved as with the AT&W command, so ATZ revokes to last saved values.

6-61



6. DATA COMMUNICATION

6-62

[n]
selects the Data Set Ready (DSR) behaviour:

[2R] sets DSR permanently ON.
sets DSR ON when satellite link is established. Default.

displays stored configuration profile.

saves active configuration profile.

(May be recalled using[2][T] [Z] [=R]).

Extended AT+G, +1 and +W commands

The extended AT+, AT+G and AT+W commands are non-standard features
some of which are designed specially for the Inmarsat system.

displays capabilities supported by FELCOM 30/50/70

displays manufacturer identification.

displays equipment identification.

displays software revision.

[n<format>] [,m<parity>]
specifies the local serial port start-stop (asynchronous) character framing
between the PC and the FELCOM 30/50/70.

displays current settings.
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EX

displays available settings.

Format reference number n :
1 = 8 data bits, 2 stop bits
Default 3 =8 data bits, 1 stop bit
4 =7 data bits, 2 stop bits
5 =7 data bits, 1 parity bit, 1 stop bit

Parity reference number m :
0 =odd
1 =even
2 = mark
Default 3 = space

Example:

specifies a data format of 8 data bits,1 stop bit and space parity.

[n<WP-to-PC>] [,m<PC-to-WP>][]
specifies the local flow control between the PC and FELCOM 30/50/70.

displays current settings.

displays available settings.

FELCOM 30/50/70 - to - PC, reference number n :
0 = no flow control
1 = XON/XOFF (software flow control stripped of control characters.)
Default 2 =RTS (hardware flow control)
3 = XON/XOFF (software flow control with pass-through of control
characters.)

PC - to - FELCOM 30/50/70, reference number m :
0 = no flow control
1 = XON/XOFF (software flow control)
Default 2 =CTS (hardware flow control)

[r+(PC-to-WP rate)] [=&]
specifies the data rate at which PC — FELCOM 30/50/70 interface accepts
commands.

displays current settings.
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B
displays available settings.
Selectable data rates, r :

1200 bps

2400 bps

4800 bps

9600 bps

19200 bps

38400 bps

Example:

HORE & EE R
specifies a data rate of 9600 bps between the PC and the FELCOM 30/50/70
Cu.

indicates which PCCA standard the Mobile Data Service complies with.

HWHEENEMNXX =1

selects Net Provider (XXX = LES access code)

Example:

HWHELEREE =

selects Telenor.

clears UDI/MPDS call on the following ports:
X=0 DTE (RS-232A)

X=1 DTE (RS-232B)

X=2 USB

allows configuration and monitoring of the FELCOM 30/50/70.

[cwi ] [F] switches font.

[cwi ] [X] reverts to AT-command mode.

[0 ) [N (E] [R]) 2] (] [ [0 (] [ (S]] [=]
MEIEEEREEEE OO LER)

sets and retrieves MPDS MSN.

Up to 22 digits are supported and the value is immediately saved to flash. The
value is not used and is only provided for information.
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gives the response: OK or ERROR.

Takes 3-5 secs to complete burn; further 15 secs until the terminal is up again.
The command causes the terminal to burn all its semipermanent data to flash,
e.g. the Bulletin board, and then restart.

causes the terminal to enter standby state as if the power key has been pressed
and held.

causes wake up from standby state as if the power key has been pressed and
held.

HWEEE] = () xR

sets the requested satellite and terrestrial error correction scheme for data calls.

displays current setting.

displays available setting.

Parameter reference number

n: Sat. err. corr. Terr. err. corr. End-to-end

0 non-ARQ non-V.42 NARQ

1* ARQ V.42 ARQ
200 non-ARQ V.42 NARQ
201 ARQ non-Vv.42 NARQ

*: Default & recommended
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S-Regqgister commands

S-registers are special memory locations in FELCOM 30/50/70 for storing
specific configuration and operating parameters.

[n] [=2R]
specifies automatic answer at the n™ ring.
0=0FF, 1-255=0N.

H<n>E3

sets value of register.

displays current value of register.
[=R] turns automatic answer OFF. Default.
answers after 1 ring.

the Mobile Data Service will terminate incoming calls after 95 secs.

[n]
stores the ASCII decimal code for the escape character.
Authorized codes within: 0 to 255.

n =128 disables the escape sequence.

=] <n>[=E]

sets value of register.

displays current value of register.
sets the ESCAPE code to 43 ([Z] -key). Default.
[n]

stores the ASCII decimal code for the carriage return character. Authorized
codes within: 0 to 127.

=] <n>[=E]

sets value of register.

displays current value of register.

[2R] sets the CARRIAGE RETURN code to 13 ([2&] -key).
Default.
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[n]
stores the ASCII decimal code for the line feed character. Authorized codes: O to
127.

[n]
sets value of register.

displays current value of register.

sets the LINE FEED code to 10. Default.

[n]
stores the ASCII decimal code for the editing character.
Authorized codes: 0 to 127.

<n>
sets value of register.

displays current value of register.

sets the BACK SPACE code to 8. Default.

[n]

sets delay before examining DTR (108/2) after dialing and when online with a
mobile-to-net call.

Range: 0-255 hundredths of a second.

[E]<n>[=E]
sets delay value.

displays current delay value.

sets delay to 5 (corresponding to 50 milliseconds).
Default.
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6.3.8 DTE interface
Pin assignments
nufrirk])er Mnemonic | Circuit | DIN S.%E sSol?Jrr]:(Ia Description
1 CD 109 DCE Carrier delect
2 RXD BB D1 104 DTE Received Data
3 TXD BA D2 103 DCE Transmitted Data
4 DTR 108 DTE Data terminal ready
5 GND 102 Signal ground
6 DSR 107 DCE Data set ready
7 RTS CA S2 105 DTE Request To Send
8 CTS CB M2 106 DCE Clear To Send
9 RI 125 DCE Ring indicator
54321
00000
OJOYOIO)
9876

6-68

Signal source DTE means the signal goes from the PC to FELCOM 30/50/70.

Signal source DCE means the signal goes from FELCOM 30/50/70 to the PC.
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Signal descriptions

102 Signal Ground
Digital ground, return line.

103 Send Data
Data transmitted from DTE (PC) to DCE (FELCOM 30/50/70).

104 Receive data
Data Received from DCE (FELCOM 30/50/70) to DTE (PC).

105 Request To Send
OFF requests DCE (FELCOM 30/50/70) to suspend transmission to
DTE (PC).
ON requests DCE (FELCOM 30/50/70) to resume transmission to DTE
(PC).

106 Clear to send
OFF indicates that DCE (FELCOM 30/50/70) cannot accept data from
DTE (PC).
ON indicates that DCE (FELCOM 30/50/70) is prepared to accept data
from DTE (PC).

107 Data Set Ready
Signal from FELCOM 30/50/70 that when ON indicates that a data call
setup is in progress.

108 Data Terminal Ready
Signal from PC. This signal is used in the Hotline mode and indicate
when going from OFF to ON that the PC wants to make a data call.
The PC clears the call by setting the signal from ON to OFF.

109 Receive Signal Indicator
Signal from FELCOM 30/50/70 that when ON indicates that connection
is established and received data will be delivered on circuit 104,
Received Data.

125 Ring Indicator
Signal from FELCOM 30/50/70. This signal is used in the Auto answer
OFF mode and when ON indicates that an incoming call is in progress.
The signal will go OFF when the call is answered by the PC by turning
circuit 108 Data Terminal Ready ON.
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6. DATA COMMUNICATION

6.4  Mobile Data Service (USB)
6.4.1 PPP modem via USB

Introduction

The Mobile Data Service complies with the communication protocol defined by
the Inmarsat Fleet system.

The transmission data rate over the satellite link is 64 kbps, except for Fleet 33
which provides a data rate of 9.6 kbps.

The Mobile Data Service offers 64 kbps connection to the international
ISDN/PSTN network.

The service is suitable for applications such as high-speed file transfer,
store-and-forward video, e-mail and internet.

(PPP = Point-to-Point Protocol).

Internet provider
Home Office with
analogue modem
supporting

9.6 kbps data

Internet
service
provider with
64 kbps dial-
up capability

Office LAN with
64 kbps dial-up
capability

‘ PC w/Windows 2000 or later ‘
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6. DATA COMMUNICATION

USB driver installation

Prior to installing the USB drivers, remove viLite if it is to be used via USB.
Remove all programs that use virtual COM ports, such as RVS.

The programs may be reinstalled when the USB installation has been
completed.

Procedure:

1 Insertthe CD enclosed with the manual.

2 With the terminal ON, connect the USB port of a PC and FELCOM 50 as
shown below.

3 Windows opens the Found New Hardware Wizard.

See next page.

Modem Drivers

Win 2000/XP:
Mdm4nera.inf

FELCOM 50

@ 4OSNVDC
/[ / r——sw\c

¥ ALARM ©

RS-232 A RS-232B
54321 54321 uss

oo oEDe (=)
9876 9876 f —

Note that the explanation of AT commands are exactly same as RS-232 Mobile
Data Service. If necessary, refer to paragraph “6.3.7 AT commands.
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6.4.2 PC setup

Setting up a connection

(Windows XP is used as an example)
Ensure that vtLite Mobile is closed.

1 The Found New Hardware Wizard opens when the USB cable has been
connected.

Check "Install from a list or specific location (Advanced)" and click Next.

Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard

This wizard helps you install software for:

FELCOM 50 F1 USE Modem

f\") If your hardware came with an installation CD
2 or floppy disk. insert it now.
‘what da you want the wizard to do?

() Install the software automatically [Recommended)
(=) Install from a list or specific lacation [Advanced)

Click Mest to continue:

I Mext > ] [ Cancel
—1

2

2 Check "Don't search. | will choose the driver to install".
Click Next.

Note: Setting up is only necessary to do once.
For future connections, go directly to Initiate a call.

Found New Hardware Wizard
Please choose your search and installation options.

() Search for the best diver in these locations.

Usze the check boxes below ta limit or expand the default zearch, which includes local
pathz and removable media. The best driver faund will be installed.

() Don't search. | will choose the diiver to install.

Chooze thiz option to select the device driver fram a list. *Windows does not guarantee that
the driver vou choose will be the best match for pour hardware.

< Back ” Mest > l[ Cancel

—1

2
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3 In the Install new modem window

6. DATA COMMUNICATION

click Have disk. Windows selects the CD

drive and detects the USB driver on the CD automatically. Click Ok.

Found Mew Hardware Wizard

Install New Modem
Flease select the modem pou want to inst

Show compatible hardware
| Madels

¥, This driver is not digitally signed!
Tell me why diver signing is important

Install From Disk

\.g

™

Select the manufacturer and model af pour madem. [ pour modern is not listed, or i you
-\Ey have an installation disk, click Have Disk.

Inzert the manufacturer's installation disk, and then
make sure that the comect dive is selected below.

Copy manufacturer's files from:

all.

™

Next >

[ < Back ” ][ Canicel ]

Y

X

Cancel

hd Browse...

4 Select the Modem-Nera Generic USB Modem. Click Next and then Finish

to complete the installation.

Hardware Update Wizard

Install New Modem

'\E& have an installation disk, click Have Disk

Show compatible hardware

| Models m — — —~
( Modem-Nera Generic USB Modem
~— ——— — /

& This driver is not digitally signed!
Tell me why driver signing is important

Please select the modern you want to ingtall.

Select the manufacturer and model of your modem. [f your modem iz not listed, or if you

[ < Back ” MNext > ][ Cancel ] -

Wi

The

b

Completing the Hardware Update

B

Click Finish to close the wizard.

rard
wizard has finished instaling the software far:

Modem-Nera Generic USB Modem

4
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6. DATA COMMUNICATION

5 Opening the Phone and Modem Options window confirms the established
modem connection. Select Modem-Nera Generic USB Modem. Click the
Advanced tag and enter command “AT+WS45=1."

Phone and Modem Options

Dialing Hules| Moderns |Advanced|

E--, The following modems are installe )
Nera Generic USB Modem Properties [3”§|

A= — — —— —— | General | Modem i|E;rmsliEI_-‘\_\j‘faﬂCEd ‘Emi\f;|
< £3 Modem-Nera Generic USB Modem/
7 Standard 33600 ERs Todem

Entra Settings

Extra initialization commands:
|ATvws45=1

sad. [
Change Default Preferences...
ok

Note: The setup for data transfer to the FURUNO terminal is based on the
Windows 2000/XP default parameters:
8 data bits - no parity - 1 stop bit - flow ctrl: Hardware
Clicking Properties allows checking the parameters.

6 Open the Control Panel on the PC and double-click the Network
Connections icon.

B Control Panel I:HE'E'
File Edit View Favorites Tools  Help 43,.

‘\) \;) I-’: ’.:\' Search ; Folders -v
Address G’ Contral Panel b ‘ Go

= -1 .
v ¢ ¥ D W
E:" Control Panel L

Accassibiity  Add Hardware Add or Administrative
& Switch to Category View Options Reemov... Toals

Date and Time Display Folder Options Fi

W §
€
%

See Also

o
=
b

& Wwindows Update

@) Help and Suppart - ? u:)
Game Inkermet Keyboard Mouse
Controllers Cptions

4
o
Ll

4§

ek, Phone and  Power Options  Printers and
Conneckions — Madem ..., Faxes

e 2 9 9

Regional and  Scanners and  Scheduled Sounds and

Languagse ... Cameras Tasks Audio Devices
Speech Swskem Taskbar and  User Accounts
Start Menu
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7 Click Create a new connection to open the New Connection Wizard.
Click Next.

% Network Connections ‘._”Elg‘
File Edit View Favortes Tools  Advanced  Help o

L
eBack T ‘r /nlsaarth Folders Ev

address | @ Netwark Connections 5 ‘ &

LAN or High-Speed Internet

1394 Connection
4| Create a new connection é‘l Enabled
T 1334 MNet Adapter
See Also e Local Area Connection
. ' Enabled
i) Metwark Troubleshaoter T, InkeliR) PROJLOO WM Network ...

4
i New Connection Wizard
d Welcome to the New Connection
@ Wizard
This wizard helps pou:
D

Network Tasks &
2~

* Connect to the Intermet.

* Connect to a private network, such as your workplace
rietwiork.

To continue, click Mest

—1

N

8 Check Connect to the Internet. Click Next. Check Set up my connection
manually.

Click Next.

Metwork Connection Type
“what do you want to do?
e — ———
s = — —

(%) Connect to the Internet ~N

~_ Connect to the Intemet so you can browse the ‘Web and read email /
— — —_—

—
() Connect to the niefWorkat myworkplace -

Connect to a buginess netwark [uzing dial-up or WPM] 20 you can wark from home,
a field office, or another location.

() Set up an advanced connection

Connect directly to another computer using your seral, parallel, or infrared part, or
set up this computer so that other computers can connect ta it

™

[ < Back ” Mext > I[ Cancel

How do pou want to connect to the Intemet?

O Eﬂ:s&&om‘limlﬁﬁfnﬁalm ﬂ'l’tividen-[lS.Ex]\
o ~~
" (*)5et up my connection manually ~

( For a dial-up connection, you will need your account name, password, and a )
phone number for pour ISP For a broadband account, you won't need a phone
~ number. ~
~

—
—
() Use the CO T gorfrom-an-15P— — —— —

™

[ < Back ” Mext > ][ Cancel
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9 Check Connect using a dial-up modem.
Click Next. Check "Modem-Nera USB Modem". Click Next.

New Connection Wizard
Internet Connection
How do pou want o connect to the Internet?

—_— f—

— _—
(%) Connect using a dial-up modem N
This type of connection uses a modem and a regular or ISDM phane e,
~ 12 fine
~— —_—
() Connect using a broadbamd cormettion That requires a user name and
pazzword

This is & high-speed connection uzing either a DSL or cable modem, Your ISP may
refer ta this type of connection as PFPoE

() Connect using a broadband connection that is always on

This is & high-speed connection uzing either a cable modem, DSL or LAN
connection. |tis always active, and dossn't require pou ta zign in.

™M

[ < Back ” Mext > I[ Cancel

‘r'ou have more than one dial-up device on your computer.
Sal}t the-devicesta TEE In (A CorffiEction— —_

< Modem - NERA F55 USB Modem [COM3]

[ 48 Troderm—Etandard 33600 bps-bodemr{COTAT]

[ < Back ” Mewt > ][ Cancel

10 Enter the name for the connection e.g. Mobile Data Service via USB. Click
Next.

Enter phone number (through some Net Providers, dialing 28 automatically
connects you to the ISP — Internet Service Provider). Click Next.

New Connection Wizard
Connection Name
what iz the name of the service that provides wour Intemnet connection?

—_—

- —
Typethername of your ISP in the fallowing bos. -~ ~
/ IsPName ~

é‘MoblIe Diata Service via ISB |

\

\ The name vou type here will be the name of the connection you are cleating/

G -
~— —_— — -_—
[ < Back ” Next > ] [ Cancel ] @
/T_l,{ethe phone number belaw, ~
( I_:'home hiurmber:
B /
\ - /

ol rghreed h'irrt:lﬁa 1" or the area code, or both. IF you are not sure
you need the extra numbers, dial the phone number on your telephone. [f you
hear a modem sound, the number dialed is conmect.

™M

[ < Back “ Mext > ll Cancel
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11 Check Anyone's use, and click Next.

New Connection Wizard

Connection Availability
“f'ou can make the new connection available to any user or only to yourself

A connection that iz created for your use only iz saved in your uzer account and is not
available unless you are logged on.
—_——

- -~
( Create this connection foh
& ;
\® ryone's use/ S
Co s,
o My uze anly

D

[ < Back ” Nest > ][ Cancel

12 Enter name and password for the connection.

Uncheck Turn on Internet Connection Firewall for this connection. Click
Next.

Complete the New Connection, click Finish.

New Connection Wizard

Internet Account Information
*rou will need an account name and password ta sign in bo wour Internet account

Type an ISP account name and password, then wiite dovn this information and store it in &
zafe place. (If you have forgotten an existing account name o password, contact pour [SP.]

User name: [Fu
Passward: |escssses
Canfirm password: |esssssns |

Use thiz account name and password when anyone connects ko the Internet from
thiz computer

Make this the default Intemmet connection -

it —_——

—_— N

—
<|:|§Tum on Intemet Connection Firewal for this cunnectiurf)
— e — e e e — =

< Back ” Next > ][ Cancel ]

TS TOMGTITI Coor T C

MPD5

* Make this the default connection

* This connection iz firewallzd

Share with all users of this computer

Uze the same uzer name & password for everyones

.
.

The connection will be saved in the Network
Connections foldes —— —— — ___

-~
[[] &dd a shortcut to this connection to my desktop ~
S~ — —_—

—_——_— e —

T create the connection and close this wizard, click Finish,

< Back Finish Cancel
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6.4.3 Checking default settings

1 Double-click Network Connections in the Control Panel.

B Control Panel

File Edit View Favorites Tools  Help

J':j Search h:— Folders v

¢ =

F6)

trol Panel
Accassibiity  Add Hardware Add or Administrative
0- Switch to Category View Options Reemov... Toals
£ & @ @B
See Also b :
Date and Time Display Folder Options Fanks
& Wwindows Update
@) Help and Suppart - ? Lo
Game Inkermet Keyboard Mouse
Controllers Cptions
e b % ©
= L =
ek, Phone and  Power Options  Printers and
Conneckions — Madem ..., Faxes
e 2 9 9
Regional and  Scanners and  Scheduled Sounds and
Languagse ... Cameras Tasks Audio Devices

F O 4

Speech Swskem Taskbar and  User Accounts
Start Menu

2 Right-click the Mobile Data Service via USB dial-up connection and click
Properties.

"= Network Connections

il Fie Edit Wew Favorites Tools  Advanced  Help

@Ba(k - J 'Lf pﬁearth || Folders  [FE)-

nddress | @) Network Connections

Dial-up

L

Network Tasks

Create & new cannection

connects
[FURUNO F55 USB Modem
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& Start this connection
[ Rename this connection
13 Delete this connection

Change settings of this
cornection

Other Places

@ Control Panel

W 1y Network Places
My Documents
My Computer

Details 2
Mabile Data Service via USB
DiskLp

Disconnected

Nera F77 USE Modem

8

LAN o High-Speed Internet

Connect
Stakus

Cancel as Default Connection

Create Copy

Create Shortcut
Delete
Rename

Froperties
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3 Confirm settings in the Mobile Data Service via USB Properties window:
"Modem — NERA Generic USB Modem".
Phone number: 28

4

Click Configure.

fe

Mobile Data Service via USB Properties

Al devices call the same numbers

Fhone number ﬂ
—_———

hone number; \

\L_-Z_S /l | [ Alternates J

F

[]Use dialing rules

Show icon in notification area when connected

Ok ][ Cancel J

In the Modem Configuration window, check that the Maximum speed (bps)

is set to 115200.
Click OK

Modem Configuration

@; NERA USB Modem [COM3]
L&

b awimum speed [bps): | 116200 A4

kadem protacaol

Hardware features
Enable hardware flow contral
Enable modem errar contral

Enable madem compression

[ Show terminal windaw

[]Enable madem speaker

I

ak.

] [ Cancel

Al

2
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5 Inthe Mobile Data Service via RS-232 Properties window, click
Networking and check that Internet Protocol (TCP/IP) is selected.
Click Settings.

f= Mobile Data Service via USB Properties E|E|

General | Optionz Securit_l.J.J Hetwaorking !_Advanced

Type of dialup zerver | am calling:
! PPP; "Window 98/MT4/2000, Intermet Vl

Settings

II:| .@. File and Frinter Sharing for Microzoft Metworks
||:| g Client for Microsoft Metworks

Dezcription

Tranzmizzion Control Pratocol/Internet Protocal. The default
wide area network, protocol that provides communication
across diverse interconnectad networks,

[ OF. _H Cancel ]

6 Inthe PPP Settings window, Negotiate multi-link for single link
connections should be un-checked.

PPP Settings @

Enable LCF extenzians
Enable saftware compression__
— - a o a 2 \.\
C [] Megatiate multidink for zingle link connections )
~ —_— . — -_—
ak. ] l Cancel ]
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6.4.4 Connecting to server
Initiate a call

Double-click the RS-232 port icon in the Dial-Up Networking folder.

" Network Connections |ZH§‘ @

File Edt View Favorites Tools  Advanced  Help 4.

@Back - d l,} psaarch Il_:‘ Falders .

Address | €% Netwark Cornections V| Go
Dial-up

Network Tasks

B Create a new connectian

See Also

i Metwork Troubleshooter

Other Places

@ Contral Panel
83 1y Network Places
My Dacuments
g My Computer

LAN or High-Speed Internet

Details

Network Connections
System Folder

Note: The viLite Mobile program must be closed down prior to dialing up the
server.

Enter the User name and Password provided for the specific server connection.
Click Dial to establish the connection to the server.
See Connection in progress on next page.

Connect Mobile Data Service via USB

Ve
 User name:; ‘FURUNO \ |

Fazzword: ‘ﬁo cftange fe saved password. click fraral ‘j
/

'\ [¥] Save this user name and pazzward for the follawing users:

D e -
~—~ . —
(%) Argone whao uzes this computer

Diak 28 v|

N

L Dial ][ Cancel ][ Properties ][ Help J
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Connection in progress

Connecting Mobile Data Service via USB...

@ Didling 28...

Connecting Mobile Data Service via USB...

|:> @ YWerifying uzemame and password...

Connecting Mobile Data Service via USB...

|:> @ Registering your computer on the network. ..

Open the browser/program to

be used on the connection.

Connection status

Appears when right-clicking the Mobile Data Service via USB dial-up icon or
clicking the PC icons in the lower right corner of the screen.

= Mobile Data Service via USB Status |E|[X|

General | Details |
Connection
Status: Connected
Diuration: 00:01:21
Speed: 115.2 Kbps
Activity
Sent —— ﬁ ——  Received
Bytes: 1654 329
Compression: 0% 0%
Errors: 1} a
[ Froperties ] [ Disconnect ]
—1
N

Note: Click Disconnect when shutting down the call.
It is not enough to close the browser alone.
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6.4.5 Troubleshooting

6. DATA COMMUNICATION

Problem

Probable cause

Action

1.No contact with
modem:

Wrong setup of
Communication Unit.

Check cable connection.

Disconnect USB cable, and
reconnect.

On PC, open Phone and Modem
options and check whether USB
Modem driver is connected to COM
port. If not:

1. Remove Modem in Phone and
Modem options.

2.Remove previous USB installations
via Control Panel>System>
Hardware>Device Manager.
Double-click universal serial Bus
Controller and uninstall the USB
universal Host Controller.
Warning! Remove all USB drivers.

3. Start again from page 6-33.

2.Cannot find
Network
Connection:

Network connection not
installed.

Contact your PC vendor to get the
software.

3.Connection
unsuccessful:
- FELCOM 70
- FELCOM 50

Other end is not an ISDN
connection.

It is not possible to use the USB port
if the modem on the receiver side is
not an ISDN modem.

Wrong connection details

Check the phone number, user name
and password with your service
provider.

Check whether the 64 kbps data UDI
is commissioned.

Using vtLite Mobile, check
configuration in the Device Manager.

4.Connection
unsuccessful:
- FELCOM 30

Other end is not an
analogue line.

It is not possible to dial into an ISDN
line.

Wrong connection details

Check the phone number, user name
and password.

Check whether the 9.6 kbps data is
commissioned.

Using vtLite Mobile, check
configuration in the Device Manager.

5.Cable length

Guranteed length: 5 m
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Problem Probable cause Action

6.Using vtLite * Remove vtLite Mobile and USB
Mobile via USB drivers, see problem 1.
fails * Reinstall vtLite Mobile.

7.Disconnects Wrong setting in dialup * Check properties>options>idle time
after some time before hang up.

8. All dialups dial in * Use AT+WS45=1 to set port back to
MPDS mode normal mode

9.Using Win 98 * Not Supported

10. Username and  Some PCs always require * Enter any name/password to ensure
password illegal  user name/password a successful call.

11. Problem using ~ Wrong COM port * ViLite only autodetects
vtLite via USB COM1-COM®6. Select appropriate port

manually.
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7. TROUBLESHOOTING

General

No regular maintenance is required of the FELCOM 50 satellite terminal.
It is recommended, however, to clean the antenna radome every once in a while.
The real time clock is automatically updated by the built-in GPS.

7.1  Troubleshooting

Problem Probable cause Action

1 | The FELCOM 50 CU power The CU is not switched | « Set the ON/OFF switch to
indicator does not light up. ON. ON (rear panel).

» Switch off, wait 10 secs and
switch back on.

Power is not connected. | « Check that the power cord
is properly connected to
12-24 VDC power source.

2 | The ISDN Handset display The handset cord is not | « Check that the handset cord
freezes or stays completely | connected or damaged. is properly connected and
black. inspect the cord.

* Power CU off/on.

» Disconnect cord from CU
and connect it again.

3 | FELCOM 50 cannot find the | No or weak signals. » Check that no obstacles
satellite. Sight to satellite block the free sight to the
obstructed. satellite.
4 | Low signhal reception Obstructions » The signal strength indicator

should preferably exceed
570 in vtLite Mobile, or 5
bars in the handset display.

* Check that no obstacles
block the free sight to the
satellite.

* Restart the search for any
satellite, or try a satellite in a
specific Ocean Region.

5 | FELCOM 50 functions * Turn off power and
abnormally. disconnect power cable.
Connect power cable, and
switch on again.

* Verify correct voltages to the
CuU: 11-32V

CU: Communication Unit
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Problem Probable cause Action
6 | Unsuccessful call FELCOM 50 is not * Check clear cause.
commissioned. * Call the Net Service Provider.
The called party is * If unsuccessful, wait for some
busy. "Subscriber time and try again.
(kj)_ussyl/aappears in the * Call another destination
ISpiay. (another country).
» Select another Ocean Region.
The following » Check that the correct Net
messages appear in service provider is shown in
the viLite display: "No the display.
DO o et |+ The FELCOM 50 terminal is
(HS: Di ) not commissioned. Check
with the Net Service Provider.
* Verily in ISDN handset
menu> Information>
Networkinfo> (scroll down)
successful=commissioned,
failed=not commissioned.
The called party is » Wait for some time and try
busy. "Subscriber again.
b_usy appears in HS * Call another subscriber.
display.
7 | Problems with telefax Incomplete dialing * Remember to press "#" as

last digit before starting
transmission.

Instead of "#", try to enter:
902 + 00 + country code +
subscriber number.

Fax fails to work in
Global Beam (0)

Works in spot beam only.

Service not
commissioned

See problem 6.

System transmission
delays

The OFF-HOOK time for
handshake should be as long
as possible (e.g. 2 minutes).
When the fax machine is
called, ringing time should be
set to minimum (e.g.
immediate answer).

Set error correction to OFF.

Try a different fax machine.
Check that the telefax (G3) is
properly connected to the
Terminal Adapter.

« Contact the Distributor.
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Problem

Probable cause

Action

No GPS:
“Beam selection failed”

“Not ready for call”

GPS alarm, or GPS
not received

Wait for 15 minutes. The GPS
may use up 15 minutes if
FELCOM 50 has switched off for
more than 6 hours. If not the
case, GPS will report position to
the vtLite Mobile and handset
display when GPS sync. GPS is
needed to select satellite.

Problems with data
communication.

Wrong PC settings

Check the PC program settings:
speed 115200 bps, 8 data bits, 1
stop bit, no parity if RS232 is
used (default settings in CU).

Shore/land has not ISDN line or
does not support UDI service.

Read the application guide in this
manual.

Contact the PC applications
vendor for help.

Data Service fails in
Global Beam (0)

Works in spot beam only.

10

Routing of calls

MSN number not
entered properly

Make sure that the MSN number
entered into FELCOM 50 with the
Device Managetr, is also entered

into connected equipment. Some
devices can be programmed with
multiple MSNs.

Call handset to verify MSN of
other phones.

Read Handset MSN by pressing
“R” button.

11

Problem with local calls

Wrong dialing

Check that you call the correct
MSN number. If Access Code is
used, you need to enter this code
first.

MSN

12

Problem with call transfer

Phone does not support “R”
button.

Not possible to transfer call from
analogue to ISDN.
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7.2 Alarms and messages
7.2.1 Introduction

7-4

ISDN Handset in idle

When idle, the ISDN Handset displays as Ocean Region

Service provider — KDD IOR
follows. Status ——» Ready for call

Signal strength S I

The alarm indicator flashes when an alarm Indicator -
Alarm indicator

condition occurs.
The indicator stops once the alarm has been

read in the Display Handset by pressing = } »Sat. Search
> Information > Alarms & messages". Phone setup
0 Set Network
Ports

1
The alarm indicator continues to be displayed if
the alarm condition persists.

Information )j

The red alarm indicator on the CU flashes in Q@} »Diagnostics

step with the alarm indicator in the display. Forward Id
> Version Info

Network Info

1
Alarms & Msgs
= .
Position

Speed/ Course
Clear Causes and Alarm List are cleared each (}
times the CU is restarted or switched ON. IS } »Clear Causes
The Info stores the last 50 messages. : AT Lt
0> @ Info Log
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Alarms and Messages function

The following information may be read out:

Active alarms and warnings that are not yet read

Information log, list of previous alarm conditions, warnings and event
information

Clear cause log, list of abnormal conditions that have caused a call to be
cleared

Statistics list, statistics on terminal performance

Error log

Restart log

The Alarms and messages icon only appears when Set diagnostics is set to
On.

1

Double-click the Advanced functions icon to open the Configuration
menu.

Double-click the Configuration > Set diagnostics icons. Click On > Ok to
turn on diagnostics.

Double-click the Advanced functions icon again.

The Alarms and messages icon now appears in the Advanced functions
menu.

Double-click the icon to open the Alarms and messages menu. See next

page.

For printout, see "5.15 Print handling setup.”

1E EE®
Mode ‘View Configurs  Help
P Funchen meny
st
tp& - & Fim >\ Aﬁ
EsC| i N L
1. Setdefauf 2. Setaccess 4. Phonesep 9. Advanced
et provvider lewel () funclions
= T - Advanced fupclions meny -
- N r A
w |t v @
— ExitMenu 1. Access 3. Software 4. Alarms T
control  update prep. and messages Configuration
SBS 63 BT - Lpaliguralion meny
|t % & B &
Exit Menu 1ISDN 2 Netservice 4. Set 6.USB
configuration  providers  diagnostics
9. Spot Beam
Report Method
2 974 - Set diagnostics
= 0p |’Di@snostics: Offm
=p D
=h= Ok
3 2 - Advanced lnclions meny
i 4 2z
. @ w
ExitMenu (1. Access] 3. Software 4. Alarms 7
cortrol | update prsp. and messagss Configuration
& Information 9. Customize
awallable
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7.2.2 Alarms

Alarms and messages menu

1 Double-click Active alarms and warnings to open List of active alarms

window.

Mode Wiew Configure  Help

B - Alarms am
Pnsitinr =

EES8GES ey

t.

Exit Menu

5

ESC/

§. Errorlog 9. Restart log

3 % uma
2. Information 3. Clear 7. Statistics
Iogy calse oy list

com1 39c 35C 10:28 [uTC+ns.00)

Mode Miew Corfigure  Help

ESC|

Pasitinr  034d44m37s N 135d21m16s E {Internal GPS )

- prin | 941 - List of active alarms
~ | @a1> Missing output 2
4 Burst not sent

=+ 0 |
SPT 613 coM1 40C 37C 11 50 (UTC+03:00)

2 The List of active alarms displays the alarms and warnings that are not yet

read.

An alarm will remain active until the problem has been solved.

Typical alarm conditions are listed in ALARM List on page 7-8.
Pressing right-arrow displays detailed information and moves the alarm to the

Information Log.

Mode View Configure  Help

ESC|

Prsitine 034d44m27s n 135d21m16s E (Internal GPS )

= IET 942 - Information log
~ |@@1>Updated LES >
4 Hgngsgt Lost
1
= Ok
SPT 610 COM1 40C 37C 11 50 rc+nz0m

3 The Information log lists previous alarm conditions, warnings and event

information.

4 Double-click Clear cause log to open List of clear causes window.
The list of CLEAR CAUSES later in this manual indicates the possible

reason for the event. Refer to page 7-8.



7. TROUBLESHOOTING

5 Statistics list and Error log are used for faultfinding purposes only.
=)

Mode Wiew Configure  Help

Eo®
Pnasitine 034d44m27s K 135d21m16s E { Internal GPS) F un u“o
Esc|
947 - Statistics list
2B1>SPM events >
RFB events
= Selct Dther.evegt?_ ‘i
namilc Statlstlilc
ok Y
SBS 605 COM1 40c 37c 11:51 UTC+09:00)
= ol
Mode Wiew Configure Help
Prsitinr 034d44m27s MW 135021m16sS E (Intemal GPS ) F un u“o
ESc/|
948 - Error log
QR>Empty list
== Ok
SBS 0 COomM1 400 arc 11:51 uTC+03.00)

6 The Restart log indicates why and when the system was restarted.

Mode Wiew Configure Help

Pnsitine 034d44m28s M 135d21m16= E (Internal GRS )

o FURUNO
= 2T 949 - Restart log
] PB@1>Reason lost >
I
== 0k
SBS 643 com1 400 37C 11 52 Te-nsa0)
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7-8

Alarm list
Ref. Alarm Information Solution
Burst not sent Internal Information No need for action if terminal
1 | Missing output operates normally.
Replace transceiver
EEPROM CRC failure Appears when terminal software Information: does not effect terminal
2 was upgraded and configuration operation
set to default
External GPS position in | The internal GPS is not providing Implemented in software REL 2.0
3 |use position so the system is using the
(optional) external GPS receiver
4 |Beam selection failed GPS information does not convey Wait 15 minutes, verify antenna
Not ready for call the position view, restart CU
Modem thermometer No connection or failure of the No need for action if terminal
5 |error thermometer module on the operates normally
modem unit
No contact with GPS No readings from the internal GPS | Wait up to 15 minutes.
6 module. Ignore this alarm if Replace GPS module in antenna
terminal operates normally
7 | No GPS position Readings from the module but No GPS coverage, verify antenna
position is not available view
Power supply No connection or failure of the Power unit fans will automatically
g | thermometer error thermometer for the power supply | be switched ON. System will
unit operate normally, except power
fans are always ONc
RFB reported 28 V too 28 V is down-converted by RF Replace antenna Transceiver
9 high unit, used by control and tracking
unit
RFB reported 28 V too 28 V is down-converted by RF Replace antenna Transceiver
10 | low unit, used by control and tracking
unit
RFB reported 48 V too 48V is supported from CU to RF Verify voltage from CU/coax
1 high unit via antenna coax
RFB reported 48 V too 48V is supported from CU to RF Verify voltage from CU/coax,
12 | jow unit via antenna coax verify cable/connectors
Terminal adapter not The terminal does not detect the Restart the terminal. Verify TA
13 | found presence of TA connection. Replace TA
TFB Temperature Sensor | TFB = transceiver front end board Fans will automatically switch ON.
14 | defective Antenna System will operate normally,
except power fans are always ON
15 TFB Temperature too Errors where operational Terminal will automatically switch
high conditions go out of range OFF, if necessary
TMB Temperature TFB = transceiver main board Fans will automatically switch ON.
16 | Sensor defective Antenna System will operate normally,
except power fans are always ON
17 TMB Temperature too Errors where operational Terminal will automatically switch
high conditions go out of range OFF. If necessary switch ON CU
Unable to read fwd and The Terminal ID's are stored in a Replace CIB, Connector Interface
18 |retID secure flash chip on the CIB. Board
Indicates that the chip is defective
Printer failure Serial printer on RS-232A/RS- Turn printer ON
19 232B for Traffic Log lost contact Check printer cable
with CU Check printer DIP switches
Wrong antenna Mismatch between CU software Download correct Fleet CU SW.
20 and antenna type Verify antenna type

FELCOM 30/50/70
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7.2.3 Clear causes

Clear cause window

Mode  View Configure  Help

Prsitine 034d44m28s M 138d21m 165 E {Internal GPS ) F u n u “ o

Esc|

943 - List of clear causes

I
OO2>Empty list
1

== ok

SBS 642 COM1 40C  37C 11:53 urC+n3on

List of possible clear cause messages

1001
1011
1012
1021
1081
1091
1092
1141
1142
1143
1144
1145
1146
11A0
11D1
11D2
11D3
11D4
11D5
11D6
11D7
11D8
11EO.
11E1.
1202
1262
1262
1281
1291
12B1
12B1/1

12B1/2

Call cleared by MES terminal

Call failed, MES terminal busy

Call cleared, MES terminal busy

Call failed, MES time-out (no answer)

Call failed, MES terminal not installed

Call failed, MES terminal IO out-of-service, verify configuration
Call cleared, MES terminal out-of-service

Call cleared, MES initiated preemption

Call cleared, MES initiated preemption

Offered call cleared, pre-empted at MES

Call cleared, MES initiated preemption

Attempted call cleared, pre-empted at MES

Attempted call abandoned by MES terminal

Call cleared, credit card not accepted

Call failed, Request data invalid

Call failed, insufficient digits in service address

Call failed, invalid service address

Call cleared, credit card data information invalid

Call cleared, invalid country code

Call cleared, PID information is not consistent

Call rejected, invalid service for Pri. 1 or 2 call

Call cleared, dialled number not 2 or 3 digits for Pr.1 or 2 call
Call cleared, invalid credit card PIN at this LES

Call cleared, too many invalid credit card call attempts
Handover, MES ready

Call cleared, MES time-out (Distress Test exceeded 120s)
Call cleared, MES time-out (Distress Test exceeded 120s)
Call failed, MES cannot accept

Call failed, MES cannot accept at present

Call cleared by MES for unspecified reason

SES is clearing due to timeout of timer TS011, NUMBER is
missing

SES is clearing due to CESV_OFF,Process, carrier_lost
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12B1/3 SES is clearing due to timeout of timer channel_not_ready, before
reception of CHANNEL_READY.

12B1/4 SES is clearing due to timeout of timer TS003, Wait for
assignment from NCS during shore_call

12B1/5 SES is clearing due to timeout of timer TS008,
no_distress_channel_assignment

12B1/6 SES is clearing due to timeout of timer TS005,
shore_carrier_timeout

12B1/7 SES is clearing due to timeout of timer TS010,
ship_carrier_timeout

12B1/8 Signal NUMBER from user carries an illegal CES access code
parameter, ces_id_not_ok

12B1/9 Call rejected because a call set-up is already in progress,
conflicting_call_request

12B1/10 No response from net, verify commissioning of terminal, Wait for
assignment from NCS during ship_call

12B1/10 ipds_man_serv_rej/ MPDS Commissioning error, contact Net
provider

12B1/10 ipds_async_release / PC disconnects the MPDS call

12B1/11 SES is clearing due to timeout of timer channel_not_ready, before
reception of CHANNEL_READY.

12B1/11 ipds_too_slow / MPDS connection too slow, and disconneted by
Cu

12B1/12 Control did not grant access to terminal due to conflicting shore
call.

12B1/13 Control did not grant access to terminal due to conflicting ship call.

12B1/14 Control did not grant access to terminal due to too frequents
request

12B1/15 Control did not grant access to terminal, had better things to do.
Control_busy

12B1/16 selective_clear

12B1/17 call_preempt

12B1/18 For some reason, updating a record handler etc. couldn't be done,

update_failed
12B1/19 antenna_failed

12B1/21 The communication link to ACU has failed, ant_comm_failed

12B1/25 System is not ready yet after startup, control_not_started

12B1/26 Spot beam selection is being performed, spot_beam_selection

12B1/27 Bulletin board data (satellite channel information etc.) is not yet
verified, bb_not_validated

12B1/30 Ocean region registration is in progress

12B1/31 Antenna is not yet ready for use, awaiting_antenna_ready

12B1/32 Channel tuning is being performed, Rf _channel_not_ready
12B1/33 No satellite synch can be achieved

12B1/34 Antenna configuration is taking place

12B1/36 Antenna is searching for satellite(s)
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12B1/37

12B1/38

12B1/41

12B1/42

12B1/43

12B1/44

12B1/45

12B1/46

12B1/47

12B1/48

12B1/49

12B1/50

12B1/51

12B1/52
12B1/54

12B1/55

12B1/56

12B1/57
12B1/59
12B1/60
12B1/61
12B1/62
12B1/63
12B1/64
12B1/65

12B1/67

12B1/68
12B1/69
12B1/70
12B1/71

7. TROUBLESHOOTING

Used in CONTROL_PP to indicate a preemption of a ship- or
shore-call, for a MES initiated distress-call.

Used in DTLXMNG_DPP to indicate a timeout of timer TS308, no
mark has been received from the LES.

Printer not ready. Power may be turned off, cable not connected,
paper empty or printer not selected/on-line

CHANNEL_ERROR detected by CHNL_SERVICE_CP or
CHNL_ICP. no_text

CHANNEL_ERROR detected by CHNL_SERVICE_CP or
CHNL_ICP. no_acknowledge

CHANNEL_ERROR detected by CHNL_SERVICE_CP or
CHNL_ICP. no_synch

CHANNEL_ERROR detected by CHNL_SERVICE_CP or
CHNL_ICP. no_Rx_lock

CHANNEL_ERROR detected by CHNL_SERVICE_CP or
CHNL_ICP. no_Tx1_lock

CHANNEL_ERROR detected by CHNL_SERVICE_CP or
CHNL_ICP. no_Tx2_lock

CHANNEL_ERROR detected by CHNL_SERVICE_CP or
CHNL_ICP. missing_or_illegal_channel

CHANNEL_ERROR detected by CHNL_SERVICE_CP or
CHNL_ICP. no_authorization

CHANNEL_ERROR detected by CHNL_SERVICE_CP or
CHNL_ICP. burst_not_sent

Precharge terminal has run out of time. Must refill before call is
possible. out_of charged

Wrong PIN code entered. incorrect_pin_code

Used when access is restricted due to Enhanced Function
inconsistency. ses_use_restricted

A command to the ACU was not accepted (4 times), link restarted.
acu_cmd_failed

A command to the PCU was not accepted (4 times), link restarted.
pcu_cmd_failed

Antenna initialize failed. ant_init_failed

Operation/Function failed

Operation not possible, function is busy

No lcm_connect received from shore after Icm_estblish sent (asd)
Data link failure in asd communication

Radio Silence activated

Inactivity timeout for data calls

Limited duration timeout for 16QAM calls. Call duration guard
activated (Menu 42)

Various error situations releated to SIM authentication (during
call).

Power down requested. power_down_MCU
Traffic log buffer is full

Duplex interface busy.

Internal call manager busy
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12B1/72 Congestion, can't connect lines, internal dialing.

12B1/73 Congestion, can't get line, internal dialing.

12B1/74 Internal number unallocated

12B1/75 Incompatible destination for internal call

12B1/76 Invalid CallRef, (Too late, another call process got the call)

12B1/77 Too late, another call process got the call, (ISDN:
non_selected_user_clearing)

12B1/78 Local interface too busy to handle the call

12B1/79 Used by LOADING, transfer_blocked

12B1/80 Local number analysis failed, dialled_number_rejected

12B1/81 Doppler Compensation error: Too large speed or too large error

12B1/82 Internal interface timer expired (e.g. ISDN protocols)

12B1/83 Internal retrieve error

12B1/84 Internal retrieve blocking, can't allocate or connect channels

12B1/85 Internal rearrangement error, probably race condition

12B1/86 Internal IPDS(MPDS) protocol error, int_ipds_protocol_error

12B1/87 Manual control of the system (test and type approval)

12B1/88 Internal decession to clear or abort activity due to unexpected SW
sequence

12B1/89 The communication link to RFB has failed, rfo_comm_failed

12B1/90 The RFB failed to tune the digital attenuator, rfb_attenuator_failed

12B1/91 The IPDS(MPDS) service is not allowed due to local terminal
configuration, restore to factory defaults

12B1/92 No originator id is defined for IPDS(MPDS), local configuration is
incorrect, restore to factory defaults

12B1/93 No response was received from the IPDS(MPDS) host system
within the allowed time

12B1/94 The device connected to the terminal (PC) cleared the call
12B1/95 The bulletin board information required for IPDS(MPDS) is
unavailable

12B1/96 The IPDS(MPDS) call was disallowed or preemptied by another
activity local to the MES

12B1/97 The terminal received a request to de register from the
IPDS(MPDS) host

12B1/98 Synch to the LESP was lost during a call, ipds_sync_lost, verify
correct user name/password

12B1/99 Unable to tune to one of the IPDS(MPDS) channels

12B1/100 Modem unit hardware does not support IPDS(MPDS) service,

12B1/101 RFB hardware does not support IPDS(MPDS) service,

12B1/102 The attempt to register with IPDS(MPDS) was rejected

12B1/103 The attempt to establish a IPDS(MPDS) connection was rejected

12B1/105 Timeout is attempt to setup a IPDS(MPDS) connection

12B1/106 Attempt to establish a IPDS(MPDS)connection was rejected

12B1/107 The MES failed to handle the IPDS(MPDS) data within the allowed
time, ipds_too_slow

12B1/108 Internal error within the IPDS(MPDS) software

12B1/114 The call was preempted by a call waiting
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12C2
12C3
12C4
12C5
12C6
12C7
12C8
12D1
12D2
1351
1361
1362
1391
1392
1393
1451
1452
1502
1551
1581
1591
1592
15A1
15A2
15A3
15A4
15A5
15A6
15A7
15B1
15C1
15C2
15C3
15C4
15C5
15C7
15C9
15CA
15CB
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Call cleared, no credit card valid message received
Call failed, MES time-out (no terrestrial answer)

Call cleared, authentication query not received

Call cleared, supplementary services signalling error
Call cleared, supplementary services signalling error
Call cleared, supplementary services signalling error
Handover failed, LES not detected

Call failed, Spot-beam data invalid

Call failed, invalid scrambling vector

Call cleared, insufficient free memory

Call cleared by MES cable unwrap

Call cleared, long interruption in reception at MES
Call cleared, travelled distance exceeds 700km

Call cleared, spot beam transition

Call cleared, cooperative mode

Call failed, terrestrial circuits congested

Call failed, LES congested (no channel and no circuit)
Handover, LES ready, normal clear

Call failed, LES congested (no channel)

Call failed, service not provided at this LES

Call failed, service temporarily not available at this LES
Call cleared, credit card type not supported

Call failed, MES not authorised at this LES

Call failed, service not authorised at this LES

Call cleared, credit card not authorised

Call cleared, authentication reply invalid

Call failed, PID not authorised for any service

Call failed, PID not authorised for requested service
Call cleared, dialled number illegal for Pri. 1 or 2 call
Call cleared by LES for unspecified reason

Call failed, LES time-out (no assignment)

Call failed, LES time-out (no service address)

Call failed, LES time-out (no scrambling vector)

Call failed, no service address and no scrambling vector
Call cleared, incomplete credit card data information
Call failed, LES time-out (no MES Connect)

Call cleared, no authentication reply

Call cleared, notification ack not received

Call cleared, invalid sequence number in notification ack
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7.2.4 Troubleshooting: Real time status indications

Access to AT-commands

Instead of using the PC hyperterminal facility, access can easily accomplished
using vtLite Mobile.

Help

‘iew  Configure

o Terminal MM ChrlM

osition]

(Beam 6)
Elevation 16

[E5 oy || TeTenor in AOR-E
I3 Meru | Busy with call

@ e |

Ccom1 10 16

Verify MPDS status: key in at + wreg =1 to register.
key in at + wreg =0 to deregister.

Mode iew Configure

Help

Position:  No GPS position!

ESC|

QK
atrwles?
+ALES: 004

0K
at+wreg=1
REGISTERED

%end Raw

|at+wreg= 1

Quit [1s [~ auto send

Hex Dec [ Asci

Note: For access to all advanced status indications, enable traffic log.

Read information

MPDS status:
inactive - MPDS is not active
allocating - internal pre processing
tuning - terminal is tuning to the LESP
tuned - the terminal is tuned to the LESP and awaits a
registration possibility
registering - the terminal has sent one or more registration bursts
registered - the terminal has successfully registered with MPDS
connected - CONNECT has been received from the dialled host

deregistering - the terminal awaits deregister ack

reregister_chan - the terminal was told to regregister to a new channel

reregister_les - the terminal was told to regregister with a new LES

handover - the terminal is following a handover instruction

failed - the last operation failed

deregistered - the terminal has successfully deregistered and is set
to normal mode.
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MPDS in traffic log explanation:

SRejTx: <countl>

Rx <count2>
The counters are respectively the number of SREJ supervisory frames send and
received. This indicates errors in the forward and return path respectively.

TX 5ms: <countl>

Tx20ms: <count2>
The counters are respectively the number of 5 ms and 20 ms bursts sent by the
terminal. These are a diagnostic tool for users with technical knowledge of the
MPDS system operation.

Rx CRC: <countl>
/. <count2>
The counters are the number of PDUs received with bad CRCs and the number
of PDUs with correct CRCs. Take note of this ration when reporting problems
related to throughput.

Connections:

<count>
The count is an estimate of the number of active connections on the shared
bearer. A high number here has a bearing on the throughput that can be
expected from the MPDS system.

Timt init: <countl><valuel>

Timecorrection: <count2><value2>
The counts are the number of timing inits and timing corrections received by the
terminal respectively. The values are the last received values in symbols of the
aforementioned items.

Port bytes Tx/Rx:

The counts are the number of bytes received from the PC and the ones sent to
PC from CU respectively.
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7.2.5 Troubleshooting: Other logs

Mobile Packet Data Service calls
Clicking Mpds in the Traffic log window opens the list of Mobile Packet Data
Service call records.

Pressing at a record when in window (2) displays detailed call data.

Traffic log

>Logaing mode Enabled >
ota ﬁnpr‘lnted calls: Q
Log incoming calls: Enabled
Cect - Circuit switched calls

Mpds - Packet switched data

MPDS network used (Home LES)

~ MPDS Netwk: ted Dur.
elenor 13:52 Q:a7
038> #Telenor 10:59 Z2:44
#Telenor 10:51 0: 06
Y EEe mEs o
. elenor : :
= _Quit |y Telenor 19:45 @:01

# Tagged for printout

NO. of 5 and Forward errors Forward TxX/Rx in  Error in frames
20ms slots in the MPDS frames Bytes TX/Rx direction

used system received
! v
~Port Rx: ¥ 2.2KBs1. KB
= Rgrmexsm SreiS T/Rx:  0/8

T%xS5/20ms : 6376 Connections:
— {Pks/Av users: 40 Tim Init/Cor:_1/0

2./500
457 SynclLost: arsa

Peak and average Time adjustment Lost o Clear cause
number of users on the of slot due to synchronisation levell/level2
same channel. location on earth (0/500= nomal clear)

Example: 4 active users.
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8.

LIST OF TERMS

AC Alternating Current

AOR-E Atlantic Ocean Region East.

AOR-W Atlantic Ocean Region West.

Azimuth horizontal direction angle between north and, e.g. the direction to the
satellite.

Bit rate the number of bits transmitted per second (bps).

Bps Bits per second.

CHV2 higher access level on the SIM card, corresponding to FELCOM 50
"owner" level.

DC Direct Current.

DECT Digital Enhanced Cordless Telecommunication

DID Destination terminal IDentification.

DSP Digital Signal Processor.

DTE Data Terminal Equipment.

Elevation vertical angle to the satellite, i.e. the height of the satellite above the
horizon.

Fleet F55 Inmarsat's single integrated voice, fax, Mobile Data Service and
Mobile Packet Data Service.

FWD ID forward Id, telephone network identity.

GAN Inmarsat Global Area Network.

Home LES Home Land Earth Station gives access to MPDS service like
Internet / e-mail and handles MPDS billing system.

IMN Inmarsat Mobile Number, a unique 9-digit number which identifies each
device connected to FELCOM 50.

Inmarsat International Maritime Satellite Organisation.

IOR Indian Ocean Region.

ISDN Integrated Services Digital Network.

ISN Inmarsat Serial Number, individual number assigned to each FELCOM 50
terminal.

ITU International Telecommunications Union

Kbps Kilobits per second.

LAN Local Area Network.

LES Land Earth Station, a station that interconnects fixed telecommunications
networks with the Inmarsat system; may also be called a CES (Coast Earth
Station) or a GES (Ground Earth Station).

M4 Inmarsat Multi-Media Mini-M.

MES Mobile Earth Station, a user terminal for an Inmarsat system;

the FELCOM 50 terminal is an MES for the Inmarsat GAN system; MES may
also be called SES (Ship Earth Station) or, if on aircraft, AES (Aeronautical Earth
Station).

MPDS Inmarsat Mobile Packet Data Service.

MSN Multiple Subscriber Number, the extension number that connected
equipment responds to. Also used for internal calls.
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8-2

NCS Network Coordination Station, station that supervises all messages and
signals sent in the Inmarsat system; one in each Ocean Region.

OID Originating terminal IDentification.

Ocean Region the coverage area of an Inmarsat satellite within which
FELCOM 50 may communicate.

PABX Private Automatic Branch Exchange.

PIN Personal Identification Number.

POR Pacific Ocean Region.

PPP Point-to-Point Protocol, protocol used for serial data communication via the
FELCOM 50 RS-232 or USB port.

PUK Personal Unblocking Key, code that allows unblocking a SIM card.

RF Radio Frequency.

R LES Regional Land Earth Station sets terminal in MPDS list.

S/A operator StandAlone operator who maintains connectivity in the event of
Network Coordinating Station failure.

SBS Shared Base Station assigns channels to the MPDS user and handles the
MPDS communication.

SIM Subscriber Identity Module.

SMS Short Message System.

Spot Beam an Ocean Region is divided into sub-regions, each “spotlighted” by
a beam from the region satellite.

Terrestrial Network a fixed telecommunications network, such as a telephone
network or a data network, which connects to the Inmarsat system at an
LES/NCS.

UDI Unrestricted Digital Information.

USB Universal Serial Bus.

UTC Coordinated Universal Time, referenced to Greenwich Mean Time (GMT).
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SYSTEM DESCRIPTION

Inmarsat Fleet F55

The Inmarsat Fleet F55 system provides 4.8 kbps voice communications service
and 64 kbps data transmissions to and from mobile/fixed subscribers anywhere
within the worldwide coverage of the Inmarsat 3 spot Beam system, see
“Satellite Coverage Map” on page 3-4.

The benefit of the INMARSAT system is its high capacity, and the rapid and
reliable connection between the land based (fixed) users and the Mobile Earth
Stations (MESSs).

Each satellite region is under the control of a Network Coordinating Station
(NCS), which controls and monitors the traffic between the MESs and the LESS.

NCS: Network Coordinating Station, one in each Ocean Region (supervises all
messages and signals sent in the Inmarsat system).

LES: Land Earth Station w/Net service providers interconnects fixed
telecommunication networks with the Inmarsat system.

MES: Mobile Earth Station (FELCOM 50, user terminal for the Inmarsat system).

@ TELEPHONE
NETWORKS

DATA
NETWORKS

Overview of the Inmarsat system.
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System satellites

9-2

The satellites are positioned in a geostationary orbit above the equator at
approximately 35700 km altitude. See figure below.
In geostationary orbit, each satellite moves at the same rate as the earth, and so
remains in the same relative position to the earth.
The satellites provide 99% landmass coverage.
FELCOM 50 can communicate via the four satellite Ocean Regions:
AOR-W  Atlantic Ocean West Region
AOR-E  Atlantic Ocean East Region
IOR Indian Ocean Region
POR Pacific Ocean Region
The coverage area of the satellites for FELCOM 50 is shown on page 3-4.

Transmission frequencies

The Inmarsat terminals operate in the following frequency bands:
* MES transmission frequencies:1626.5 MHz - 1646.5 MHz

* MES receiving frequencies:1530.0 MHz - 1559.0 MHz

178°E

‘?5>00‘7 Pacific Ocean Region
m

Atlantic Ocean Region (West) Indian Ocean Region

/ / e
o
"v% Atlantic Ocean Region (East) &

859,

Satellite positions.

A large number of channels are available (20 kHz channel separation), offering
either 4.8 kbps voice communication, as well as 9.6 kbps fax or 64 kbps data
communication.

Duplex communication uses two channel frequencies, one in each direction.
The LESs provide interface to the international networks for telephony and data:
PSTN (Public Switched Telephone Networks) and PSDN (Packet Switched Data
Networks).
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Antenna search pattern

Azimuth sweep

A 360° rotation of the antenna in azimuth at a fixed elevation angle.

Hemispheric search

A hemispheric search is constituted by azimuth sweeps at elevation angles 5°,
25°, 45°, 65° and 85°.

The antenna searches on the NCS Common TDM channel frequency (NCSC),
initiated by the FELCOM 50 Communication Unit (CU).

When finding the satellite signal, it completes the hemispheric search and moves
to the position where the strongest signal was detected.

The Antenna reports back to the CU for verification of valid NCSC.

If no valid signal is detected, no further automatic action occurs until the CU
initiates a new search.

A search request from the CU may contain channel frequency and an order to
make a full 360° search at a specific elevation, calculated from map and GPS
information. If no satellite is found, a hemispheric search will be performed.

Tracking

At the end of a search, FELCOM 50 performs a fine-tuning of the antenna
position around the strongest detected signal. The fine-tuning is obtained by a
squinting function based on satellite signal quality.

360° AZIMUTH SWEEP

Note: FELCOM 50 remembers the last
used Ocean Region when
switching the terminal off/on.
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Communication services

Global beam service

* Speech: - 4.8 kbps
Spot beam services

* Speech: - 64 kbps/4.8 kbps
* Data: - 56/64 kbps
* MPDS: - Mobile Packet Data Service
FWD=64 kbps, RTN=64 kbps
Shared channel
* Telefax: - 64 kbps Group 4
9.6 kbps Group 3 via
Terminal Adapter (TA)
* Audio: - 3.1 kHz (Audio)
The FELCOM 50 CU has following ports (see figure):

* ISDN ports for connection of ISDN telephones, or Terminal Adapter; a total of
8 devices.

* RS-232/RS422 and USB ports for connection of data equipment.

Internal communication

Equipment connected to the various interfaces may communicate with each
other via an internal MSN (Mobile Subscriber Number) assigned to each unit.
Control interface

The RS-232 or USB port allows connection of a PC for configuration of FELCOM 50.

A PC program (vtLite Mobile) that provides the software to operate and configure
FELCOM 50 terminal is supplied on the enclosed CD.

CU-Communication Unit

/dﬂﬂﬂﬂﬂﬂﬂﬂﬂ&§::::::::%§

@ ON
//:48VDC
SYNC
= ISDN—
ISDN
A I —
RS-232 A RS-232B
54321 54321 usB 7
@ @ @ @ li!DDED
Q 9876 3 S
| fxkEE 1SN
- e fiiii™e
|

ISDN wall %
sockets

Terminal

Serial printer PC ISDN Handset ~ Digital DECT phone ~ PCW/ISDN Analogue Analogue
P telefax (G4) P Interface telephone telefax (G3) ISDN Handset

FELCOM 50 ports.
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0"
FELCOM 50 ¢

0 *, Earth
(N art
§ o ¢, Station,
4 LES Telef -
QN o elefax Gr.3
9.6 kbps fax

Telefax Gr.4 -
64 kbps UDI
. ISDN and
e FELCOM 50 S B analogue telephone:
B N f e -4 S speec
terminal via satellite - : - 64 kbpps spF:eech
Public - 3.1 kHz audio
Switched
Telephone . i
Examples of connections: Netvfork, PC/modem/video:
> ISDN telephone (s) PSTN - analogue,
.g ISDN video telephone (s) ;a’s.}:)rli‘HéjtlJ(célo ol
TS Telefax Gr.4 - , ps
', Data communication/internet - ISDN, 56 kbps
N Telefax Gr.3
@ Analogue telephone (s)

Communication path.

Net service provider

The Net service provider issues your user licence and IMN (Inmarsat Mobile
Number) phone numbers. It is also responsible for the billing of calls (charges).
The FELCOM 50 may respond to individual IMN numbers, giving the possibility
to transfer a call directly to each device attached to it.

Note: TermID is a term that includes both Originating Identity (OID) and
Destination Identity (DID).
The DID is used from LES to MES to identify the service, whereas OID is
used from MES to LES to identify the service.TermID is used in this
manual because the DID and OID have the same value.



9. SYSTEM

Calls f

DESCRIPTION

rom Mobiles

See figure.

To make an outgoing call, you use a standard international telephone number
with the 00 prefix. The MES automatically includes information to identify itself
and the particular device that originates.

System signalling

The LES uses the identifying information of the attached device for billing
purposes.

The MES transmits the dialing information on a channel specially assigned by
the NCS to the LES.

LES routes the call over the public telecommunications networks to the intended
destination. When the called party responds, the call proceeds.

Call announcement from mobile to fixed:

The MES uses the Return Identity (RTNID) to communicate with the LES. It uses
the TermID to identify its IMN number and the service in use.

The attached equipment dials the number and transmits its MSN number to the
MES. The MES routes the MSN to a TermiD.

LES checks that the RTNID is commissioned before connecting the call to the
fixed net.

4 N
Calls from Mobiles
Call announcement
LES |2
Return ID | ABCDEF
Term ID | 01
Foedret | ooaz67244700
Z 67244700
g N/
1 —
PSTN/
ISDN
004767244700 1 LES
a MSN| Service Term.ID When the MES originates a call it starts Forwardireturn ID | Term ID_| Service IMN
\ 20 | 4.8 kbps speech o1 by _se_n_d_lng arequest to tht_e LES. ) 123456/ABCDEF | 01 |4.8 kbps speech | 761234567
This initial request for service contains 123456/ABCDEF | 11  |9.6 kbps fax 761234568
40 | 9.6 kbps fax, Gr.3 11 the MES Return ID and type of service. 123456/ABCDEF | 51 |64 kbps fax (UDI) | 601234890
., FELCOM 50 incorporates a configuration
Q// 60 | 64 kbps fax, Gr.4 (UDI)| 51 table that contains Terminal for every 123456/ABCDEF 52 64 kbps data (UDI)| 601234481
3 i i 123456/ABCDEF 91 64 kb, h 601234482
© 61 | 64 kbps data (UDI) 52 device connected and type of service. 3456/ABCI » ps speec!
LES Translation Table
/v 30 | 64 kbps speech 91
a Example of MES Translation Table
o J
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Calls to Mobiles

See figure.
The FELCOM 50 terminal receives incoming calls via the IMN phone numbers.
IMN numbers are assigned to the following ports by the user:

* ISDN port

* RS-232 serial data port
* RS-422 serial data port
» USB serial data port

Calls are made as ordinary international (Satellite) calls by dialing the
international prefix (normally 00) followed by 870 and the IMN number, e.g.:
00 870 762420510.

The common Ocean Region access no. 870 connects the call to the dialed
FELCOM 50 regardless of the Ocean Region the user currently communicates
through.
If the Net service provider does not support access no. 870, call the Ocean
Region directly:

871 - AOR-E  (Atlantic Ocean Region East)

872 - POR (Pacific Ocean Region)

873 -I0R (Indian Ocean Region)

874 - AOR-W (Atlantic Ocean Region West)

Call announcement from fixed to mobile:

The LES uses the MES'’s Forward Identity (FWID) to communicate with the MES,
and the Terminal Identity (TermID) to identify the IMN number and the service in
use.

The FWID together with the TermID replaces the need of the IMN number to be
transmitted through the Inmarsat system in order to identify the MES and the
specific equipment attached to it. This means that LES routes an IMN number
received from the fixed net to the specific FWID and TermID identifying the MES.
The MES identifies the FWID and the TermID and routes it to a Multiple
Subscriber Number (MSN) which is programmed in the attached equipment.
FURUNO provides a table to identify which TermID is routed to an MSN.
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MSN | Incoming call route

Term.ID

20 | 4.8 kbps speech 01
@ ~| 40 |9.6 kbps fax, Gr.3 11

60 |64 kbps fax, Gr.4 (UDI) | 51

61 | 64 kbps data (UDI) 52

30 | 64 kbps speech 91

Example of MES Translation Table

Calls to Mobiles

e

When requested to call a specific IMN, LES
translates the IMN to a Terminal ID.

The request is then sent to the MES which
translates the Terminal ID to an MSN number.
To “"connect" a Terminal ID to a physical line,
FELCOM 50 incorporates a translation table.
This table can contain up to 100 ID translations,
and each Terminal ID in use is programmed with
type of call and destination.

A call is not allowed to be routed to a device that
is configured to another type than the Terminal ID
specifies. A telephone Terminal ID can only be
routed to a phone type device. A telefax Terminal
ID can only be routed to a fax device.

Call announcement

LES |2

Fwd ID_| 123456

Term ID | 01

00870 761234567

Forward/return ID |Term ID |Service IMN (/J
123456/ABCDEF 01 |4.8 kbps speech 761234567
123456/ABCDEF 11 |9.6 kbps fax 761234568
123456/ABCDEF | 51 |64 kbps fax (UDI) |601234890
123456/ABCDEF | 52 |64 kbps data (UDI) |601234481
123456/ABCDEF 91 |64 kbps speech 601234482

LES Translation Table




APPENDIX: TERMINAL IDENTITIES

Term. ID Service Inmarsat services
01 -0F Voice B: 16.8, M: 4.8, Mini-M: 4.8, F77, F33, F55: 4.8
11 - 1F Fax B: 9.6, M: 2.4, Mini-M: 2.4, F77, F33, F55: 9.6
21 -2F ASD B: 9.6, M: 2.4, Mini-M: 2.4, F33: 9.6
31-3F Telex B
41 - 4F HSD B
51 -5F 64 k Data (UDI) F77/F55
61 - 6F 3.1 kHz Audio F77/F55
71-7F 56 K Data F77/F55

N.C.

91 -9F 64 K Speech F77/F55

Terminal Identities and the corresponding Inmarsat Services.

Note! MPDS is given the Terminal ID: Al (not programmable)
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FURUNO ELECTRIC CO., LTD.

F u n u “ o® 9-52 Ashihara-Cho, Nishinomiya City, 662-8580, Hyogo, Japan

Tel: +81 798-65-2111 Fax: +81 798-65-4200

Pub NO. DOC-715

Declaration of Conformity ( € 0 43 4

We FURUNO ELECTRIC CO., LTD.

{Manufacturer)

9-52 Ashihara-Cho, Nishinomiya City, 662-8580, Hyogo, Japan

(Address)

declare under our sole responsibility that the product

Inmarsat Fleet F55 Mobile Earth Station Type FELCOM 50

{Model name, serial number)

is in conformity with the essential requirements as described in the Directive 1999/5/EC of the
European Parliament and of the Council of 9 March 1999 on radio equipment and
telecommunications terminal equipment (R&TTE Directive) and satisfies all the technical regulations
applicable to the product within this Directive

EN 301 843-1: February 2001

ETSI EN 301 444: May 2000

EN 60945: 1997-01 (IEC 60945 Third edition: 1996-11)
EN 60950-1: 2001

(title and/or number and date of issue of the standard(s) or other normative document(s))

For assessment, see

+ Certificate of Assessment — EC N°.: 2003-OSL-R&TTE-0355 of 29 October 2003 issued by
DET NORSKE VERITAS, Norway

+ Declaration of Conformity 103885 of 9 October 2003 issued by Nera SatCom AS, Norway

Technical Report No. 2003-3321 of 15 September 2003 and No. 2003-3330 of 19 September
2003 prepared by DET NORSKE VERITAS, Norway

+ Type Approval Certificate No. 66FES0 of 1 June 2004 issued by Inmarsat, United Kingdom
» Type Approval Particulars No. 66FES0 of 1 July 2004 issued by Inmarsat, United Kingdom

On behalf of Furuno Electric Co., Ltd.

Hiroaki Komatsu
Nishinomiya City, Japan Manager,
August 5, 2004 International Rules and Regulations

(Place and date of issue) {name and signature or equivalent marking of authorized person)|
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